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Disclaimer 

The information contained in this Tender Document or subsequently provided to Bidder(s), whether 

verbally or in documentary or any other form, by or on behalf of the Maharashtra Medical Goods 

Procurement Authority (MMGPA) or any of its employees or advisors, is provided to Bidder(s) on the 

terms and conditions set out in this Tender Document subject to which such information is provided.    

This Tender Document is not an agreement and is neither an offer nor invitation by the MMGPA to the 

prospective Bidders or any other person. The purpose of this Tender Document is to provide interested 

parties with information that may be useful to them in making their financial offers (Bids) pursuant to 

this Tender Document. This Tender Document includes statements, which reflect various assumptions 

and assessments arrived at by the MMGPA in relation to the project. Such assumptions, assessments 

and statements do not purport to contain all the information that each Bidder may require. This Tender 

Document may not be appropriate for all persons, and it is not possible for the MMGPA, its employees 

or advisors to consider the investment objectives, financial situation and particular needs of each party 

who reads or uses this Tender Document. The assumptions, assessments, statements and information 

contained in this Tender Document may not be complete, accurate, adequate or correct. Each Bidder 

should, therefore, conduct its own investigations and analysis and should check the accuracy, 

adequacy, correctness, reliability and completeness of the assumptions, assessments, statements and 

information contained in this Tender Document and obtain independent advice from appropriate 

sources. 

Information provided in this Tender Document to the Bidder(s) is on a wide range of matters, some of 

which may depend upon interpretation of law. The information given is not intended to be an 

exhaustive account of statutory requirements and should not be regarded as a complete or authoritative 

statement of law. The MMGPA accepts no responsibility for the accuracy or otherwise for any 

interpretation or opinion on law expressed herein.  

The MMGPA, its employees and advisors make no representation or warranty and shall have no 

liability to any person, including any Bidder under any law, statute, rules or regulations or tort, 

principles of restitution or unjust enrichment or otherwise for any loss, damages, cost or expense 

which may arise from or be incurred or suffered on account of anything contained in this Tender 

Document or otherwise, including the accuracy, adequacy, correctness, completeness or reliability of 

the Tender Document and any assessment, assumption, statement or information contained therein or 

deemed to form part of this Tender Document or arising in any way for participation in this Tender 

Document.   
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The MMGPA also accepts no liability of any nature whether resulting from negligence or otherwise 

howsoever caused arising from reliance of any Bidder upon the statements contained in this Tender 

Document.  

The MMGPA may, in its absolute discretion but without being under any obligation to do so, update, 

amend or supplement the information, assessment or assumptions contained in this Tender Document. 

The Bidder shall bear all its costs associated with or relating to the preparation and submission of its 

Bid including but not limited to preparation, copying, postage, delivery fees, expenses associated with 

any demonstrations or presentations which may be required by the MMGPA or any other costs 

incurred in connection with or relating to its Bid. All such costs and expenses will remain with the 

Bidder and the MMGPA shall not be liable in any manner whatsoever for the same or for any other 

costs or other expenses incurred by a Bidder in preparation or submission of the Bid, regardless of the 

conduct or outcome of the bidding process.  
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Abbreviations and Glossary 

 

Abbreviations and 

Acronyms 

Description 

BG Bank Guarantee 

BOM/BOQ Bill Of Material/Quantity 

CA CHARTERED ACCOUNTANT 

CAMC Comprehensive Annual Maintenance Contract 

CBS  Cost Based Selection 

CMC Comprehensive Maintenance Contract 

CRC Consignee Receipt certificate 

DPIIT Department for Promotion of Industry and Internal Trade  

EMD Earnest Money Deposit 

EM-II Entrepreneurs Memorandum  

FEMA  Foreign Exchange Management Act 

GST Goods and Services Tax 

IA Implementation Agency 

IP Intellectual Property 

IQ Installation Qualification,  

ISO International Organization of Standardization 

KPI  Key Performing Indicators  

LLP Limited Liability Partnership 

MMGPA Maharashtra Medical Goods Procurement Authority  

MSME Ministry of Micro, Small & Medium Enterprises 
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NEFT National Electronic Funds Transfer 

O&M Operation and Maintenance 

OEM Original Equipment Manufacturer 

OP Operational Qualification 

PAN Permanent Account Number 

PO Purchase Order 

PQ Performance Qualification 

RFP Request For Proposal 

RTGS Real Time Gross Settlement 

SSI Small-scale industries  

TCV Total Contract Value 
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BID NOTICE 

 

Tender reference No: E- 275 /MMGPA/ Equipments for District Hospital on Turnkey 

basis Group B (2026-27) 

 

Maharashtra Medical Goods Procurement Authority (hereinafter referred to as “Authority”), Mumbai 

invites ONLINE BID for the year 2026-27 in two envelope system from the 

Manufacturers/Importers/Authorized Distributor for the purchase of following items. 

 

Schedule of requirements: 

Sr. 

No. 

 Equipment Name/Item 

Name 

 No.of 

units 
Tender fee (Rs.) EMD (Rs.) 

Consignee and 

Delivery Address 

1 
Modular Dialysis Unit-

40Bed 
1  

52,500+9,450 (GST 

@18%) 

 

31,00,000/- DH Thane  

2 

Central Sterile Supply 

Department (CSSD) for 

900 Beds 

1 

 

 

Delivery terms: Delivery at the assigned consignee address as per bid conditions. 

 

Interested eligible bidders may obtain further information of technical specifications, required 

quantities and other terms and conditions applicable for procurement of above items from the 

tendering website https://mahatenders.gov.in. 

 

Bidders will have to compulsorily quote for all Equipment and quantity listed in schedule of 

requirements and the evaluation will be conducted on combined price quoted for all 

equipment.   

https://mahatenders.gov.in/
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BID SCHEDULE 

All bid related activities (Process) like Downloading of bid document, submission of bid and 

submission of EMD and other documents will be governed as per the time schedule given under Key 

Dates below: 

 

Sr. 

No. 

Activity Period 

1.  Period of sale of Tender document/ 

Download 

From 08.05.2026 at 6.30pm 

2.  Date for Submission of Queries Before Pre-bid meeting 

3.  Date of pre-bid meeting 14.05.2026 at 2.30pm 

4.  Dates for uploading tender document From  08.05.2026   at 06.30 pm to                       

up to 28.05.2026  02.00 pm 

5.  Last date and time for submission of 

tender: 

 28.05.2026  at 2.00 pm 

6.  Date and time of opening of Envelope No.1  29.05.2026  at 02:00pm 

 

 

Address for communication 1st Floor, Arogya Bhawan, 

St. Georges Hospital Compound, 

Near CSMT Railway Station, Mumbai- 400 

001.  

Telephone No.: 022-22717527 

 

A complete set of tender documents may be purchased by interested eligible bidder by online 

payment of a non-refundable fee (“Bid/Tender Fee”). Bidder has to pay online payment of bid fee by 

RTGS/NEFT to the A/c of "Maharashtra Medical Goods Procurement Authority,  Mumbai" as 

per the table given and within time as per schedule. 

  

As per Govt. Resolution by Industries, Energy & Labour Department, Maharashtra State, 

dated 1.12.2016 - Entities who are registered under Micro, Small and Medium Enterprises 

Development Act, 2006 are exempted from paying Tender Form Fees and Earnest Money 

Deposits. 

 

The bidders shall be rejected summarily upon failure to follow procedure prescribed in the bid 

document. The conditional bid shall be rejected. 

 

Chief Executive Officer, Maharashtra Medical Goods Procurement Authority, Mumbai reserves all 

the rights regarding this bid document and procedure. 

 

 

Sd/- 
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CHIEF EXECUTIVE OFFICER, 

MAHARASHTRA MEDICAL GOODS PROCUREMENT AUTHORITY MUMBAI 

 

Fact Sheet 

Clause Reference Topic 

Commercial Bid 

Evaluation 

The method of selection is LCBS (Least Cost Based Selection-L1) 

Downloading RFP 

Document 

RFP can be downloaded from https://mahatenders.gov.in. 

Earnest Money Deposit 

(EMD) 

Bidders are required to pay the EMD/Bid Security of ₹ 31,00,000/- 

/- through online mode on https://mahatenders.gov.in or in the form 

of Bank Guarantee issued by a Scheduled / Nationalized Bank  in the 

form provided in Annexure XVII 

Scope of Work Procurement is for services linked to Supply, Installation and 

commissioning of  or use of various public health institution in 

Maharashtra.  

Pre-bid meeting and 

clarifications 

A pre-Bid meeting will be held on   14.05.2026 at 2.30pm  

Clarifications may be requested on or before the schedule date and 

time for submission of pre-bid queries as per the bidding schedule.  

Language Proposals should be submitted in the English language only. 

Taxes For all goods/services supplied, the Bidder shall be entirely 

responsible for all taxes, stamp duties, license fees, and other such 

levies imposed/incurred until delivery of the contracted products or 

services.  

Bid Validity 180 days from the date of Technical Bids opening 

Submission of     Responses Bidders must upload and submit all the documents on the Mahatender 

portal https://mahatenders.gov.in Each of the above documents must 

be uploaded in the format specified for this purpose 

Submission of       Proposals This is online process; interested bidders are required to submit the    

proposal online only by the date and time specified in the RFP.  

 

Last Date of    Submission Proposals submitted after   28.05.2026,    02:00pm will not be 

accepted by the e-Tender portal. 

Tender Fee 

 

All bidders shall pay tender fee of ₹52,500+9,450  (GST @18%) In 

case of revision of the above-mentioned tender fee, bidders shall pay 

revised tender fee. 

 

mailto:https://mahatenders.gov.in.
https://mahatenders.gov.in/
https://mahatenders.gov.in/
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1. Introduction 

Maharashtra Medical Goods Procurement Authority (MMGPA), Mumbai has been formed as per the 

Maharashtra Medical Goods Procurement Authority Act 2023 (Mah. Act No. XIII of 2023). The 

procurement authority has been formed with an objective to simplify and expedite the procurement 

process of medical Goods and Equipment’s for health institution, under the state government and 

certain other health institution in the state as mentioned in the above act. 

1.1.Chief Executive Officer, Maharashtra Medical Goods Procurement Authority, Mumbai, 

hereinafter referred to as the “Authority “invites online bid in two Envelope systems for supply 

of  Equipment specified in Annexure-X Schedule of Requirements, for use in public health 

facilities in the State of Maharashtra. 

1.2.All bid related activities (“Bid Process”) like Bid Document Downloading, Bid submission and 

submission of Bid Security/Earnest Money Deposit and other documents will be governed by the 

bid schedule given in bid notice. 

1.3.All activities of this bid are carried out online on Website https://mahatenders.gov.in. The bid 

document is uploaded on Government of Maharashtra, (GoM) e-tendering website 

https://mahatenders.gov.in and has to be downloaded as well as filled up and submitted online 

only. The Bidders are required to submit online bid fees (Non-refundable) as mentioned through 

online payment gateway in A/c of "Maharashtra Medical Goods Procurement Authority, 

Mumbai”. In no case, the bid fee should be mixed with EMD amount. The bid shall be liable to 

be rejected summarily upon failure to follow procedure prescribed in the Bid document.   

1.4.The quantities mentioned in the Bid are only approximate estimated quantities. The Chief 

Executive Officer, Maharashtra Medical Goods Procurement Authority, Mumbai reserves 

the right to increase or decrease the quantities’, maximum up to 50% of the quantities to be 

purchased without assigning any reason thereof. 

1.5.If any bidder wishes to lodge any complaint against the other bidder regarding submission of false 

documents, information etc, the bidder has to submit the complaint before price bid opening along 

with deposit of Rs.50,000 (Rupees Fifty Thousand only) online in favor of “Maharashtra 

Medical Goods Procurement Authority, Mumbai”   in the form of deposit. This complaint will 

be submitted to Appeal Committee along with facts. The amount so deposited shall be refunded, 

if after scrutiny the complaint is found to be true by the Appeal Committee. However, if the 

complaint is found to be false and malafide the deposit will be forfeited. No interest shall be paid 

against this deposit. Any complaint received after price bid opening will not be entertained. 

1.6.e-bidding process related Queries can be sent on email – eproc.support@maharashtra.gov.in 

/Help: The Toll-Free Telephonic Help Desk Number1800-3070-2232. / Mobile: +91- 

7878107985, +91-7878107986 ,+ 91-7878007972 and +9-7878007973 

(9:00 am - 10:00 pm) Mon to Sat. 

https://mahatenders.gov.in/
https://mahatenders.gov.in/
mailto:eproc.support@maharashtra.gov.in
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1.7. The Orders/ Circulars issued by Govt. of Maharashtra from time to time will be applicable to this 

bid. 

1.8.The entire bidding process is governed by rules and clauses mentioned in Maharashtra 

Government Industries Department Stores Purchase Rules GR dated 01.12.2016, General 

Financial Rules 2017 and CVC Guidelines. Any disputes raised by the bidder, shall be resolved 

within the framework of these rules and clauses 

1.9.A bidder who has been blacklisted/ debarred for the quoted product(s) in any state / 

department/ undertaking/ corporation will not be allowed to participate in Bid for the said 

product(s) and will not be evaluated. 

1.10. The bidder shall, at its own cost and responsibility, visit the site of the proposed 

works and carry out a detailed site survey. The bidder shall prepare all necessary drawings, 

layouts and geo-tagged photographs required for proper execution of the work. The Site Visit 

Report, geo-tagged photographs, and all relevant drawings shall be mandatorily uploaded as part 

of the Technical Bid submission. Final approval of all drawings, layouts, and technical details 

from the competent authority shall be mandatorily obtained by the successful bidder prior to 

commencement of the work. 
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2. Eligibility criteria 

Eligibility criteria for this bid are mentioned: 

 

Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

1.  Registered 

Legal Entity 

The Bidder shall be any person/Company/ 

Society/Proprietorship/ Partnership 

firm/Trust registered under applicable Act 

in India/ Government-owned enterprise or 

institution  

The Bidder shall be – 

a) A manufacturer having valid 

manufacturing and equipment 

license for the items quoted.  

                   OR     

b) An Importer* having valid import 

license and equipment license for 

the items quoted.   

                   OR 

c) Authorized Distributor fulfilling all 

tender conditions. 

d) Separate Manufacturer’s 

Authorization will be required for 

each equipment.  

e)  Registered with the GST 

Authorities. 

f) Should have a valid PAN number. 

 

*Importer refers to a legal Entity such as 

a Company/ Society/ Trust/Partnership 

firm registered under applicable Act in 

India/ Government-owned enterprise or 

institution that engages in the process of 

bringing equipment or goods from outside 

India into the country's borders for 

a. Copy of certificate of 

incorporation/registration 

along with charter 

documents like copy of 

Memorandum and Articles 

of Association, and other 

registration documents 

according to the nature of 

entity.  

b. Attested photocopy of valid 

manufacturing Equipment/ 

import license with product 

list duly approved by the 

Licensing Authority for each 

and every product quoted as 

per specification in the bid. 

The license must have been 

duly renewed up to date and 

the items quoted shall be 

clearly highlighted in the 

license. If quoted item is 

manufactured at different 

places, Manufacturing 

License & Performance 

certificate should be 

enclosed. 

 

c. Manufacturer’s 

Authorization as per 

Annexure XIV to be 

provided by Importer, 

Authorized distributor  
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Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

commercial purposes. 

Importer itself shall be responsible for 

supply and maintenance of the equipment 

as per the terms of RFP and shall not 

engage any third party for the same)  

d. Copy of GST Registration 

certificate issued by GSTN 

authorities.  

e. Copy of PAN Card.  

2.  Certifications/ 

registration    

The Bidder shall have to provide requisite 

certifications/registration. 

 

 

a. Certificates of DPIIT (if 

applicable) 

b. Original manufacturer’s 

certificate that the product is 

being used in country of 

origin. 

c. Import Export Certificate 

(IEC Code) 

d. Affidavit of Importer 

regarding equipment being 

imported in India for last 

three years. 

3.  Litigation The Bidder should not be involved in any 

major litigation such as fraud, FEMA 

violations and any other civil or criminal 

proceedings that may have an impact of 

affecting or compromising the delivery of 

services as required under this contract. 

Affidavit as per Annexure VII.  

4.  EMD/Bid 

Security 

Bidders are required to pay the EMD/Bid 

Security of ₹31,00,000 /- through online 

mode on https://mahatenders.gov.in or 

in the form of BG as per annexure XV 

 

 EMD in the form of 

NEFT/RTGS/BG 

5.  EMD 

Exemption 

If a Bidder is a Micro Small and Medium 

Enterprise (“MSME”) / Small Scale 

Industry (“SSI”) then subject to submission 

of relevant documents as provided in this 

table, such Bidder may be exempted from 

a. Requisite Certificate of 

Micro and Small-scale 

manufacturing industries 

registered under Micro, 

Small and Medium 

Enterprises development 

https://mahatenders.gov.in/
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Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

submitting EMD in accordance with 

Appendix-8 of Govt. Resolution by 

Industries, Energy & Labour Department, 

Maharashtra State, dated 1.12.2016. 

 

 

act 2006. 

b. Importer shall produce 

authorization Certificate 

from manufacturer as 

authorized seller as per 

Annexure XIV 

c. EM-II certificates whenever 

necessary (mandatory for 

Medium Enterprises) 

6.  Conflict of 

Interest 

On the date of submission of the proposal, 

the Bidder should not be involved in any 

conflict-of-interest situation. 

Undertaking by the authorized 

signatory as per Annexure I 

7.  Blacklisting or 

banned 

On the date of submission of the proposal, 

the Bidder should not be blacklisted or 

banned by any 

ministry/department/attached offices/sub-

ordinate offices under Government of India 

and any State government, Autonomous 

bodies (established by Central/State govt), 

any Central/State PSUs for unsatisfactory 

past performance, corrupt, fraudulent or 

any other unethical business practices. 

Affidavit as per Annexure VII   

 

8.  Debarment On the date of submission of the proposal, 

the Bidder should not be debarred 

Affidavit as per Annexure VII. 

 

9.  Average 

Annual 

Turnover  

Average Annual Turnover (in last three 

financial years (2023-24, 2024-25, 2025-

26) shall be at least Rs. 15.5 Cr. 

Certificate issued by a 

statutory auditor/chartered 

accountant (as attached 

Annexure-IV) along with 

Audited Financial 

Statements confirming the 

Average Annual Turnover 

of the Bidder during the 

stated Financial Years must 



 

 

Page 19 of 146 

 

 

Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

be submitted. 

10.  Net Worth The net worth of the bidder in the 

financial year (2025-26) should be 

positive. 

Certificate issued by a 

statutory auditor/chartered 

accountant (as attached 

Annexure-IV). 

11.   

Technical 

Capability 

Bidder must have successfully 

undertaken supply, installation & 

commissioning of quoted Equipment or 

turnkey work of an amount of Rs 15.5 

Cr. during last three financial years 

((2023-24,2024-25,2025-26) 

The bidder must submit work experience 

documents related to the supply, 

installation, and commissioning of 

1.Modular Dialysis unit  (at least one 

supply orders) 2.Central sterile supply 

department CSSD (at least one supply 

orders) in last three financial years 

(2023-24,2024-25,2025-26) 

 

The Bidder shall provide 

the documentary evidence 

in support of its credentials 

such as agreement copy/ 

work order / Letter of 

Award. This should be 

supported by work 

completion 

certificate/customer 

satisfaction certificates with 

customer details and client 

certificate. Statutory 

auditor’s certificate or 

Chartered Accountant’s 

certificate, as the case may 

be, shall be submitted for 

demonstrating the past 

experience. (as per 

Annexure number 3) 

12.  Production 

Capacity / 

Production Capacity of the Original 

Equipment (Capital Goods) Manufacturer 

must be minimum 1.5 times of the quoted 

Certificate of Statutory 

Auditor/Chartered Accountant  
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Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

Import Quantity  order quantity in last one financial year. For importers and Authorized 

distributors Certificate of 

Statutory Auditor/Chartered 

Accountant of OEM has to be 

submitted in Annexure III  

13.  Service center  In case of Bidder being Manufacturer, the 

bidder should have at least 2 service 

centers in state of Maharashtra. 

 

In case of Bidder being 

Importer/Authorized distributor, the bidder 

should ensure that OEM have at least 2 

service centers in state of Maharashtra. 

 

  

 

List of at least 2 service 

centers in Maharashtra with 

address and contact details 

shall be provided by the 

bidder which shall exist for 

the period of warranty as 

mentioned and also, during the 

additional CAMC/AMC 

period, if awarded. 

 

The Importer/Authorized 

Distributor shall provide an 

undertaking from OEM that 

OEM shall have at least 2 

service centers for the period 

of warranty as mentioned and 

also, during the additional 

CAMC/AMC period, if 

awarded. 

 

3. Conflict of Interest 

Conflict of Interest among Bidders/ Agents A bidder shall not have conflict of interest with other 

bidders. Such conflict of interest can lead to anti-competitive practices to the detriment of Procuring 

Entity’s interests. The bidder found to have a conflict of interest shall be disqualified. A bidder may be 

considered to have a conflict of interest with one or more parties in this bidding process, if: 

a. they have controlling partner (s) in common; or 
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b. they receive or have received any direct or indirect subsidy/ financial stake from any of them; 

or  

c. they have the same legal representative/agent for purposes of this bid; or 

d. they have relationship with each other, directly or through common third parties, that puts 

them in a position to have access to information about or influence on the bid of another 

Bidder; or 

e. Bidder participates in more than one bid in this bidding process. Participation by a Bidder in 

more than one Bid will result in the disqualification of all bids in which the parties are 

involved. However, this does not limit the inclusion of the components/ sub-assembly/ 

Assemblies from one bidding manufacturer in more than one bid. 

f. In cases of agents quoting in offshore procurements, on behalf of their principal 

manufacturers, one agent cannot represent two manufacturers or quote on their behalf in a 

particular tender enquiry. One manufacturer can also authorize only one agent/dealer. There 

can be only one bid from the following: 1. The principal manufacturer directly or through one 

Indian agent on his behalf; and 2. Indian/foreign agent on behalf of only one principal. 

g. Bidder or any of its affiliates participated as a consultant in the preparation of the design or 

technical specifications of the contract that is the subject of the Bid;  

h. In case of a holding company having more than one independently manufacturing units, or 

more than one unit having common business ownership/management, only one unit should 

quote. Similar restrictions would apply to closely related sister companies. Bidders must 

proactively declare such sister/ common business/ management units in same/ similar line of 

business. 

4. Cost of bidding 

The bidder shall bear all costs associated with the preparation and submission of their online bids and 

the Authority will in no case be responsible or liable for those costs, regardless of the conduct or 

outcome of the bidding process. 

5. Corrigendum 

The bidder shall note that any corrigendum issued regarding this bid notice will be published on the 

https://mahatenders.gov.in. 

6. Pre-bid meeting 

The pre-bid meeting will be held at the date, time and venue mentioned in the e-bid Notice. 

mailto:https://mahatenders.gov.in.
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A prospective bidder requiring any queries/clarification with regard to the bid document shall contact 

the Authority by letter or email preferably prior to the date of pre bid meeting. Email ID –

maha.mmgpa2023@gmail.com 

The bidder shall submit the Authorization letter nominating a responsible person of the bidder to 

attend the meetings like pre bid & negotiation meeting. 

The prospective bidder(s) should submit their Queries /Suggestions/ Observations, if any, on or 

before the schedule date for receipt of queries in writing. 

Only Queries/ Suggestions / Observations received in writing within stipulated scheduled time will be 

discussed and clarified in pre-bid meeting and any modification of the bid documents, which may 

become necessary as a result of pre-bid meeting, shall be made by Maharashtra Medical Goods 

Procurement Authority, Mumbai exclusively through the issue of an addendum/ corrigendum and 

shall form part of the RFP.  The  RFP uploaded shall be read along with any modification. Authorized 

representatives of prospective bidder(s) can attend the said meeting and obtain clarification regarding 

specifications, scope of works & tender conditions. Authorized representatives should have 

authorization letter to attend the pre-bid meeting, subject to the condition that queries are submitted in 

time. 

Non-attendance at pre-bid meeting shall not be a cause for disqualification of the bidder. The 

suggestions/ objections/ queries which are not in consonance with the requirement of the bid & 

received during pre-bid meeting may not be considered, Maharashtra Medical Goods Procurement 

Authority, Mumbai reserves the right to accept or reject the same. 

7. Amendment of bid document 

7.1. At any time prior to the deadline for Sale of bid, the Authority may amend the bid documents by 

issuing Addendum/Corrigendum. 

7.2. The bidder will not be communicated separately regarding the amendment. Any amendment to 

the bid shall be placed on the e-bidding website (https://mahatenders.gov.in.) 

7.3. Any addendum/corrigendum as well as clarification thus issued shall be a part of the bid 

documents. And it will be assumed that the information contained in the amendment will have 

been taken into account by the bidder. 

7.4. To give prospective bidders reasonable time in which to take the amendment into account in 

preparing their bids, the Authority shall extend, at its discretion, the deadline for submission of 

bids, in which case, the Authority will notify all bidders by placing it on website of the extended 

deadline and will be binding on them. 

mailto:maha.mmgpa2023@gmail.com
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8. Submission of Bids 

The bid should be submitted online through website https://mahatenders.gov.in. in two envelopes i.e. 

Technical Bid in envelop no.1 & Commercial Bid in Envelop no.2 along with EMD & Bid Fee. All 

documents should be properly signed, sealed and then uploaded.  

To prepare and submit the bid/offer online all bidders are required to have e-token based DIGITAL 

SIGNATURE CERTIFICATE. The Digital signature certificate should be obtained from competent 

authority; However, the e-tender website or helpline numbers may guide you for obtaining the same. 

 

8.1.Technical Bid (Envelope No. 1) 

Technical offer must be submitted online at https://mahatenders.gov.in..in as per the instructions on 

the portal. The bidder must upload the following documents. 

FOLLOWING DOCUMENTS ARE MANDATORY & SHOULD BE ENCLOSED IN SEQUENCE 

& ORDER, in PDF only along with the table of content: 

 

8.1.1. The instruments such as power of attorney, resolution of board etc. authorizing an officer of 

the bidder for signing the bid document. 

8.1.2. Authorization letter nominating a responsible person of the bidder to attend the meetings like 

pre bid & negotiation meeting. 

8.1.3. Attested photocopy of valid manufacturing equipment license with product list duly 

approved by the Licensing Authority for each and every product quoted as per specification 

in the bid. The license must have been duly renewed up to date and the items quoted shall be 

clearly highlighted in the license. However, Loan Licensee/ third party licensee are not 

allowed. 

8.1.4. Proof of Tender Fee/ EMD paid (if exempted appropriate copies for same)/ BG for EMD as 

per Annexure XVII. 

8.1.5. The documents comprising the Bid shall also include: 

Annexure I: Letter Comprising the Technical Bid 

Annexure II: Compliance Sheet for Pre-qualification Proposal  

Annexure III: Proforma for Production And Sale Statement 

mailto:https://mahatenders.gov.in.
mailto:https://mahatenders.gov.in.
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Annexure IV: Annual Turnover statement for three years 

Annexure V: Details of Manufacturing unit 

Annexure VI: Contract Form 

Annexure VII: Undertaking for rates, specification, blacklisting status on Stamp paper duly 

notarized 

Annexure VIII: Mandate Form 

Annexure IX: Power of Attorney for signing of Bid 

Annexure X: Technical Specifications 

Annexure XI: Compliance sheet for Technical Proposal 

Annexure XII: Place of delivery  

Annexure XIII: Self Declaration Affidavit (on Rs.100/- Stamp Paper) 

Annexure XIV: Manufacturer’s Authorization From 

Annexure XVIII: Checklist duly signed by authorized representative of bidder. 

 Copy of Tender Fee RTGS transaction. 

 Copies of Balance Sheet and Profit and Loss Accounts for last three years i.e. (2023-24, 

2024-25, 2025-26) certified by the Auditor. If last year’s Audit report is not finalized the 

Tenderer should submit Provisional Audit Report signed by Chartered Accountant.  

 PAN and GST Registration certificate.  

 Copy of the GST return of last quarter.  

 Attested copy of valid registration made by manufacturer for offered product under 

Micro & Small, Medium Industries Development Act, 2006.  

 EM-II certificates whenever necessary  

 Electrical safety standards if required in Technical Specifications 

 Incorporation / Registration Certificate of bidder  

 All documents required as per point no. 2 eligibility criteria. 

 All other documents as per the terms of RFP. 

 

8.2.Commercial Bid (Envelope No. 2) 
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a) All Commercial offers must be submitted online https://mahatenders.gov.in. as per the 

instructions given on the portal. No hard copy of commercial bid shall be submitted. In case a 

bidder submits commercial bid in hard copy, such bid shall be summarily rejected. 

b) Rates should be quoted in the Commercial Bid part-1 of Annexure XVII     only. 

 

c) Part-2 of Annexure XVII Should be filled by the Bidder. However, it will be used only for the          

purpose of comparing the rates offered by the bidder in various other bidders. 

d) Price bid in Annexure  XVII Part-I should not be submitted in technical bid. If the price bid    

Part-I is submitted in technical bid, the bid will be rejected. 
 

9. Deadline for submission of bid 

As per schedule mentioned in bid notice. 

10. Opening of Bid 

On the date and time specified in the bid notice following procedure will be adopted for opening of 

bid. 

10.1. Opening of Technical Bid (Envelope No.1) 

Technical bid (Envelope No.1) of the bid will be opened by the bid opening authority. Bidder is free 

to attend himself or depute an authorized officer as his representative. 

10.2. Opening of Commercial Bid (Envelope No.2) 

The Commercial Bid shall be opened as per e-tendering procedure after the evaluation of the 

technical bid. The Commercial Bid shall be opened only for those Bidders who are qualified in 

evaluation of Technical Bid. The date and time of Commercial Bid opening will be communicated 

electronically through portal. 

 

11. Period of Validity of Bid 

11.1. The bid shall remain valid for a period of 180 days after the date of opening of the 

technical bid (Envelope No.1) 

11.2. Prior to the expiration of the bid validity the Authority may request the bidders to extend 

the bid validity for the period as required by the Authority. 

mailto:https://mahatenders.gov.in.
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12. Earnest Money Deposit:  

12.1. All bids must be accompanied by Earnest Money Deposit (EMD – Online) 

12.2. EMD should be in favor of “Maharashtra Medical Goods Procurement Authority, 

Mumbai". 

12.3. EMD will be Exempted as per schedule -8 of G.R.No. SPO- 2014/Pra.Kra.82/Part-

III/Industry-4, dated 01.12.2016 issued by Industry, Energy & Labor Department, 

Mantralaya, Mumbai-1 

12.4. Bids that do not include the Earnest Money Deposit (EMD), unless exempted as per the 

RFP terms, will be promptly rejected.   

12.5. Unsuccessful bidder's EMD will be discharged/ returned after award of contract to the 

Selected bidder. 

12.6. The bidder shall not be entitled for any interest on EMD. 

12.7. The Selected bidder's EMD will be discharged after signing the Contract and submitting 

the Performance Security Deposit as stipulated. 

12.8. The EMD shall be forfeited or if bidder is exempted from EMD, the bidder may be 

debarred/ blacklisted under the following conditions. 

12.8.1. Bidder fails to accept the purchase order. 

12.8.2. If a bidder withdraws its tender at any stage during the bidding process. 

12.8.3. In case of a successful bid, if the bidder fails: 

i. To sign the Contract in accordance with terms and conditions or.  

ii. To furnish Performance Security Deposit &/ or processing fee as per 

bid clause15 

13. Prices 

13.1. The prices quoted and accepted will be binding on bidder and valid for a period of one 

year from the date of signing of contract and any increase in price during the period of 

one year will not be entertained. 

13.2. Purchases may be made on staggered basis as per the requirement of the Authority 

within one year from the date of signing of the contract. 
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13.3. Rates should be quoted in Indian Rupees only for each of the required Equipment 

separately on consignee address delivery basis according to the unit asked for strictly as 

per the format of price schedule (Appendix-II). Bid for the supply of Equipment with 

conditions like 'AT CURRENT MARKET RATES' shall not be accepted. The Authority 

shall not be responsible for damages, handling, clearing, transport and insurance charges 

and will not be paid. The deliveries should be made as stipulated in the place /consignee 

address in the purchase order placed with successful tenderer. Conditional bids are not 

accepted and liable for rejection. 

13.4. In case of any enhancement in GST/Other taxes due to statutory Act of the Govt. Or any 

other taxes newly levied by Govt. after the date of submission of bid and during the bid 

period, the quantum of additional GST/Other taxes so levied will be allowed to be 

charged extra as separate item without any change in price structure of the equipment 

and accessories approved under the bid. For claiming the additional cost on account of 

the increase in GST/Other taxes, the bidder should produce a letter from the concerned 

Competent Authorities for having paid additional GST/other taxes on the goods supplied 

to the Authority and can also claim the same in the invoice. 

13.5. Fall Clause: It is a condition of the contract that all through the currency thereof, the 

price at which bidder will supply the stores should not exceed the lowest price charged 

by the bidder to any Govt. Organization / Semi Govt. Organization during the currency 

of the contract and that in the event of the prices going down below the contract prices, 

the bidder shall promptly furnish such information to the Authority to enable him to 

amend the contract rates for subsequent supplies. 

 

14. Technical Specifications: 

14.1. The bidder shall carefully read and understand the technical specifications, quality 

requirements, applicable standards, Acts & Rules including the Mandatory requirement 

for substantiation of their compliance without deviating from bid requirements. 

14.2. The bidder shall carefully read & understand the specifications mentioned in Annexure 

X. 
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15. Evaluation of bids: 

15.1. After opening of technical bid, on the scheduled date, time and venue, contents of the 

tenders received online through e-tendering process along with all prescribed mandatory 

documents will be examined. 

15.2. The Authority shall scrutinize the documents mentioned above for its eligibility, 

validity, applicability, compliance, and substantiation including post qualification 

criteria as per bid document. 

15.3. The Authority shall also analyze that there is no collusive or fraudulent practice 

involved in the entire tendering process amongst all the tenders received. 

15.4. The technical scrutiny shall be on the basis of submitted substantiation documents and 

Medical Device Rules 2017 including allied standards of BIS codes. 

15.5. 1.  All the equipment’s supplied should comply and conform to BIS/CE certificate from 

notified body with a 4 digit number /USFDA certificate. The equipment must be 

approved by CDSCO and should have ISO-13485 Certificate. 

1. AERB Certificate for Equipment’s using Ionizing radiation 

15.6. Any bid that does not meet the bid conditions laid down in the bid document will be 

declared as not responsive and such bids shall not be considered for further evaluation. 

However, the bidders can check their bid evaluation status on the website. 

15.7. Bids which are in full conformity with bid requirements and conditions shall be declared 

as responsive bid for opening price bid on the website and price bid of such bidders 

shall be opened later, on a given date and time. 

15.8. Authority can call for original documents for verification and any other supporting 

documents. 

 

16.  Technical Qualification Criteria 

16.1. Bidders who meet the pre-qualifications/eligibility requirements would be considered as 

qualified to move to the next stage of Technical and Financial evaluations. 
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16.2. The Medical equipment offered should meet all the technical and functional 

specifications given in the Annexure-X, Non-compliance to any of the technical and 

functional specification will attract rejection of the proposal. 

16.3. Compliance on each parameter with detailed substantiation how the offered product 

meets the requirement. (Do not write simply Yes or Complied, If written, then bid will 

be rejected) 

16.4. Bidders, whose bids are responsive, based on minimum qualification criteria as in Pre- 

Qualification Criteria would be considered technically qualified and proceed for 

demonstration as per clause no.27 

 

16.5. Commercial Bid Evaluation 

 

16.5.1. The Financial Bids of technically qualified Bidders will be opened on the 

prescribed date in the presence of Bidder representatives, who wish to attend. 

16.5.2. The Bidder, who has submitted the lowest combined Commercial bid for all 

equipment, shall be selected as the (“Lowest Bidder”) i.e., L1 Bidder and shall be 

called for further process leading to the award of the contract.  

16.5.3. Only fixed price financial bids indicating total prices for all the deliverables and 

services specified in this bid document will be considered. 

16.5.4. The bid price will include all taxes and levies and shall be in Indian Rupees. 

16.5.5. Any conditional bid would be rejected. 

16.5.6. Errors & Rectification: Arithmetical errors will be rectified on the following basis: 

“If there is a discrepancy between the unit price and the total price that is obtained 

by multiplying the unit price and quantity, the unit price shall prevail and the total 

price shall be corrected. If there is a discrepancy between words and figures, the 

amount in words will prevail” 

16.6. Final Selection 

 

16.6.1. The Bidder submitting the lowest combined Commercial bid for all equipment 

shall be the L-1 Bidder based on the Least Cost methodology (the “L-1 Bidder”). 

The Bidder whose Proposal is adjudged as responsive and meets the requirements 

in its technical evaluation in accordance with this RFP and who quotes the lowest 

price in its Commercial bid shall ordinarily be declared as the selected Bidder (the 
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“Selected Bidder”). In the event that the Authority rejects or annuls all the Bids, it 

may, in its discretion, invite all eligible Bidders to submit fresh Bids hereunder. In 

the case of two or more Bidders quoting the same value, the Bidder having the 

higher annual average turnover as per the eligibility criterion would be the first in 

sequence. 

16.6.2. In the event that 2 (two) or more Bidders are qualified in terms hereof as L-1 (the 

“Tie Bidders”), then such Bidder having the higher annual average turnover as per 

the eligibility criterion would be the first in sequence. Further, if Tie Bidders are 

found to be having the same average annual turnover also, then the number of 

projects undertaken in the last 03 (three) years shall be taken into consideration 

and the Bidder having the higher number of projects shall be awarded as Lowest 

Bidder. In case, Tie Bidders are found to be having the same number of projects 

undertaken also, then such Tie Bidders shall be asked to further submit a best and 

final offer quote (“Best and Final Offer”) which shall be a lower price than their 

common L-1 quote for being eligible for consideration; and in such event lower 

price offered with respect to the L-1 quote among them shall be the Selected 

Bidder. 

17. Performance Security Deposit & Contract 

17.1. The Selected Bidder shall furnish the Performance Security Deposit to the Authority 

within 15 days from the date of communication of Selected Bidder for an amount of 

(3%) of the contract/order value and enter into Contract by paying requisite stamp duty 

in favor of Govt. of Maharashtra. Cost of stamp duty will be as per The Maharashtra 

Stamp Act. The cost of Stamp paper should be borne by the bidder. 

17.2. The Bidder shall provide Performance Security Deposit in the form of Demand Draft in 

favor of “Maharashtra Medical Goods Procurement Authority, Mumbai” payable at 

Mumbai from any Nationalized or Scheduled bank or in the form of Bank Guarantee 

issued by a Scheduled / Nationalized Bank in the form provided in Annexure XVI. 

17.3. The Performance Security Deposit will be discharged by the Authority and returned to 

the Supplier upon receipt of demand form supplier, not later than 60 days following the 

date of completion of the Supplier's performance obligations, including the warranty 

obligation, under the contract. 

17.4. The Performance security deposit shall be forfeited as a compensation for any loss 

resulting from the failure to perform the obligations under the contract or in the event of 

termination of the contract or in any event as the Authority thinks fit and proper. 
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17.5. For items quoted by importer/Authorized Dealer, the bidder will enter into Tri parties’ 

agreement. The agreement will be in between Maharashtra Medical Goods Procurement 

Authority, Mumbai + Importer/Authorized Distributor + Manufacturing Company on 

Non-Judicial Stamp Paper of requisite value. 

17.6. The micro and small enterprises registered with the National Small Industries 

Corporation (NSIC) and the Micro, Small and Medium Enterprises Development 

Institute has been exempted from depositing the security amount for the purchase up to 

Rs. 25,000/- and if the purchase price is higher than Rs. Twenty-Five (25) thousand 

then, they shall be required to keep the amount to the extent of 3% of the purchase price 

or Rs. Ten (10) thousand, whichever is less, as security. However, the goods having 

price more than Rs. Twenty-five (25) thousand, the first twenty-five thousand should not 

be taken into calculation. 

 

18. Proprietary data and Patent Rights 

18.1. All documents and other information supplied by the Purchaser or submitted by a 

Bidder to the Purchaser shall remain or become the property of the Purchaser. Bidders 

are to treat all information as strictly confidential and shall not use it for any purpose 

other than for preparation and submission of their Bid. The Purchaser will not return any 

Bid, or any information provided along therewith. 

18.2. Patent Rights: The supplier indemnify the purchaser against all third-party claims of 

infringement of patent, trademark or industrial design rights arising from use of the 

Goods or any part thereof in India. 

19. Award of Contract 

19.1. The Authority will award the Contract to the Selected Bidder whose bid has been 

determined to be responsive and has been determined to be the Lowest Bidder (L1). 

19.2. The Authority will place supply orders on staggered basis if required during the contract 

period. 

19.3. A contract will not be awarded to the Selected Bidder if Performance Security Deposit 

is not deposited by him to the Authority within stipulated time limit, if any extension for 

the submission of performance security has not been asked. 
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19.4. The Selected Bidder who is liable for award of contract should transfer the Performance 

Security as per Clause 15 of this RFP. 

19.5. The Selected Bidder shall sign the Contract within a period of 15 (fifteen) days of issue 

of award of Contract.   

20. Period of Contract 

The contract shall commence from the date of its signing and will be valid for a period of twenty four 

months from the date of supply or delivery of all equipment under the Contract. 

 

21. Deliverables and Timelines 

The Bidder should deliver the medical equipment as per schedule given below: 

 

Sl. No. Deliverable Location for 

Delivery 

Timelines 

1. Supply / Delivery of equipment As per 

Annexure 

XII. 

Within 60 days for goods manufactured in 

India and 90 days for Imported goods from 

the issue of the PO (Purchase Order). 

2. Installation of Equipment  Within 7 Days from the delivery of 

equipment(s). In Exceptional circumstances 

due to unavoidable circumstances at 

Consignee level, CEO MMGPA shall 

review the situation and allow extension in 

installation period. 

3. Operational Acceptance of the 

equipment 

Within 7 days from the Installation. 

4. Comprehensive warranty period 

 

2 years from the date of successful 

installation. 

5. Frequency of visits to consignee 

addresses concerned during 

Warranty/CMC 

One visits every three months (4 visits in a 

year) for periodic/preventive maintenance 

and any time for attending repairs/break 
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Sl. No. Deliverable Location for 

Delivery 

Timelines 

down calls. 

 

 

22. Delivery Period 

Sr. 
No. 

Item Units Period 

1 
Modular Dialysis Unit-

40Bed 
1 

Within 60 days for goods  
manufactured in India and 90 days for 
Imported goods from the issue of the 
PO (Purchase Order). 

2 

Central Sterile Supply 

Department (CSSD) for 900 

Beds 

1 

 

23. Place of delivery 

The goods should be delivered to the consignee’s addresses safely undamaged and tallied. The 

consignees’ addresses are mentioned in Annexure-XII 

23.1. Transfer of Title of Equipment with Accessories  

Unless otherwise stated in the contract, notwithstanding any inspection and approval by the 

consignee on the Selected Bidder's premises, or any payments made to the Selected Bidder, 

property in the equipment (and resultant rights and liabilities) shall not pass on to the consignee 

until the equipment have been received, inspected, and accepted by the consignee or its 

representative. The equipment and every constituent part thereof, whether in the possession or 

control of the consignee, his agents or servants or a carrier, or the joint possession of the Selected 

Bidder, his agents or servants and the consignee, its agents, or servants, shall remain in every 

respect at the risk of the Selected Bidder, until their actual delivery is accepted by the consignee 

or its representative. The Selected Bidder shall alone be entitled and responsible for making 

claims against any carrier in respect of non-delivery, short delivery, mis-delivery, loss, 

destruction, damage, or deterioration of the equipment entrusted to such carrier by the Selected 

Bidder for transmission to the consignee or its representative.  
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23.2. Insurance 

 Goods should be dispatched at carrier's risk, failing which they should be properly covered by 

transit Insurance with Government insurance Fund, MHADA, Bandra (East), Mumbai-400 051 or 

New Address  

1) The goods are inserted in packages in a safe and in a sound condition,  

2) According to the normal trade practice packing used is good. Failure to comply with these 

instructions may result in non-acceptance of transit risk by the Insurance Officer. 

 

24. Guarantee/Warranty Terms 

a. The Selected Bidder has to warrant that the Goods supplied under this Contract are new, 

unused, of the most recent or current models and incorporate all recent improvements in 

design and materials unless provided otherwise in the Contract.  

b. The Selected Bidder further have to warrant that the Goods supplied under this Contract shall 

have no defect arising from design, materials or workmanship (except when the design and/or 

material is required by the Tender Inviting Authority’s specifications) or from any act or 

omission of the Selected Bidder, that may develop under normal use of the supplied goods.  

c. All the equipment’s including the accessories supplied as per the technical specification as 

mentioned in the bidding document should carry comprehensive warranty (including all 

spares) for a period mentioned in this document in the first instance. During this period, the 

successful Bidder shall replace all defective parts and attend to all repairs/break downs and 

undertake stipulated number of preventive maintenance visits to every user installation site. 

The cost of spare parts for all replacements has to be borne by the Selected Bidder during the 

period of comprehensive warranty. The items which are not covered under warranty should be 

clearly mentioned along with rate of the items.  

d. On expiration of the comprehensive warranty period, the Selected Bidder shall be willing to 

provide after sales support for an additional period on mutually agreed terms and conditions.   

e. The prospective Bidder, who is Importer/ Authorized Distributor, shall submit an undertaking 

from the Original Equipment Manufacturers (OEM) that they are willing to provide spare 

parts for the period of warranty as mentioned and also, during the additional CMC/AMC 

period, if awarded. The OEM shall also assure continuity of service to their product, even in 

the event of change in Authorized service partner/ dealership or the Bidders – their existing 

Authorized service partner/ dealers shall ensure and provide service during the warranty / 
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CAMC period. The undertaking from OEM is an essential document forming part of the 

Technical Bid, without which the tenders will be rejected summarily in the first round itself. 

f. After sales service centers in Maharashtra should be available as part of the pre-qualification 

and the Bidder shall provide proof of their capability to undertake such maintenance/repair 

within the stipulated time. (Companies without service center/partner in Maharashtra should 

give an undertaking that they shall establish/appoint their service center/partner within a 

period of three months of the signing of contract)  

g. The Selected Bidder shall provide preventive maintenance as per the frequency mentioned in 

this document during the warranty period. The Bidder shall attend any number of break 

down/repair calls as and when informed by the Consignee authority.  

h. Upon receipt of such notice for repair/breakdown from the user institution, the Successful 

Bidder shall, within the period as specified in this document, and with all reasonable speed, 

repair or replace the defective goods or parts thereof, without cost to the Tender Inviting 

Authority.  

i. If the successful Bidder, having been notified, fails to rectify the defect(s) within the period 

specified/  

mentioned in this document, the Tender Inviting Authority may proceed to take such 

remedial action a may be deemed necessary, at the Selected Bidder’s risk and cost and 

without prejudice to any other rights which the Tender Inviting Authority may have against 

the successful Bidder under the contract.  

j. Failure to attend the repairs in time or failure to attend the stipulated preventive maintenance 

visit or failure to replace the defective equipment’s or to provide stand by equipment if the 

fault/down time exceeds the stipulated period or to ensure the stipulated up-time in a year 

shall lead to forfeiture of the performance security and/or may lead to blacklisting/debarring 

of the defaulting Bidder.  

k. The equipment which requires quality assurance test shall be done at free of cost 

immediately after  

installation, during the comprehensive warranty period, during the CMC / AMC period, by 

the demand of User and also when major spares are replaced.  

l. Any mandatory approval required for installation shall be obtained by the successful Bidder 

in liaison with the respective authorities.  

m. The Bidder shall submit the parameters which require calibration, and the frequency of 

calibration required.  

n. The Bidder shall undertake on-site calibration of the equipment every year as part of the after 

sales service during the period of comprehensive warranty, CMC/AMC or on demand from 

the user.   

o. The Bidder shall also have to submit whether periodic replacements of consumable items are 

required for proper functioning of their quoted machine/Equipment If yes they should submit 
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the list of such consumables along with price list and frequency of replacement per year, if 

the same is not replaced free of cost during warranty / guarantee period. 

p. The offered warranty includes:  

i. Visits to the user institutions at frequencies prescribed as part of preventive maintenance.  

ii. Testing & calibration as per technical/service/operation manual of the manufacturer or as 

per the  

period specified or as per the demand of the user.   

iii. Quality Assurance tests (if applicable).  

iv. The cost of labour for all repairs/ and all spares required for replacement during repairs 

all kinds of accessories, Probes, all types of sensors and transducers, Electrodes, 

Detectors, battery, battery for UPS, other vaccumatic parts etc. wherever applicable and 

also the accessories and other devices supplied along with the equipment’s which forms 

part of the equipment system, without which it cannot perform satisfactorily.  

v. The exclusion of warranty of any vital equipment parts will be compared with offers 

of other Bidders during evaluation of the bids and this may be taken into consideration in 

deciding the successful Bidder on the basis of expert advice.  

vi. The Bidder shall provide up-time warranty of complete equipment as mentioned in this 

document,  

the uptime being calculated on 24 (hrs) X 7 (days) basis failing Warranty period will be 

extended for every additional day of down time equal to one week.   

vii. The installed software should be the latest one for the particular model and all future 

software  

updates should be provided free of cost during the Warranty period. 

 

25. Warranty Period 

a) The “Complete System” shall remain under warranty period of 2 year from the date of 

satisfactory installation The Complete System should include the basic unit and allied 

supporting components to be supplied by the bidder along with basic unit.  

b) During warranty period, bidder shall provide at least four maintenance visits per year at 

regular interval for usual maintenance and supervision. If bidder fails to provide these 

maintenance visits at regular interval, a proportionate deduction in the form of damages on 

pro-rata basis will be recovered from the bidder from the Performance Security amount in 

accordance with KPIs. In case the Performance Security is not adequate, Authority shall have 

right to recover the losses / damages from other sources as well.  

c) Bidder shall also attend all breakdown calls within 3-7 days of the receipt of the information 

from Consignees through fax/e-mail/mobile/SMS etc. 
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d) During warranty period, bidder shall maintain and keep 95% uptime per year of the 

“Complete System.”  

e) as per calculation given below: -.   

f) 1 Year = 365 days 

g) 95% of 365 days = 347 Days per annum 

h) The bidder shall compensate the uptime less than the specified above for every additional day 

of down time over and above 18 days stipulated above, warranty period will get extended by 

one week as penalty at no extra cost i.e., the extended penalty period will be equal to one 

week for every additional day of down time.   

i) During warranty period, bidder will make the “Complete System” in satisfactory working 

condition. In case, any spare parts need replacement due to normal wear and tear, bidder will 

supply and install the same for which no additional payment is to be made. If any spares / 

accessories / consumables etc. are not replaced by the bidder during warranty period, bidder 

should mention it clearly with name of the items with frequency of replacement and its rate 

with a validity to cover warranty period.  

j) In case, the bidder is not able to provide services (and the items / accessories is not 

functioning as the reason thereof) due to natural calamity (act of God), Political unrest, Riot 

and fire at the user site, then in such a situation the warranty period will be extended by the 

period for which the item / accessories could not be operated because of supplier not been 

able to provide services. 

k) During warranty period, in case of any alleged damage due to accident / human error, a 

committee under the Chairmanship of CEO, MMGPA, Mumbai with one member from the 

bidder and one member from the Authority will decide the authenticity of the claim. The 

decision of the committee shall be final and binding on both the parties. 

l) Replacement of equipment’s/ parts and service thereof due to manufacturing defects during 

warranty period will be entirely at the supplier's cost. The expenditure incurred on account of 

transport, installation, commissioning, and various duties involved in the replacement of 

equipment’s/ parts shall be borne by the supplier. 

 

 

26. After Sales Services 

a) After expiry of the warrantee/Guarantee period of the equipment, the Selected Bidder will 

have to undertake the Comprehensive Annual Maintenance contract (with   spare parts) of the 

Complete System for the further life span of equipment. The life span of the equipment shall 

not be less than ten years. In special circumstances the total life span of the Equipment/ items 

may be reduced by the Authority. 



 

 

Page 38 of 146 

 

 

b) The Complete System should include the basic unit and allied supporting components to be 

supplied by the bidder along with basic unit.  

c) During Comprehensive Annual Maintenance Contract, bidder shall provide at least four 

maintenance visits per year at regular interval for usual maintenance and supervision. If 

bidder fails to provide these maintenance visits at regular interval per year, a proportionate 

deduction in the form of damages at the rate of 1/2% of CAMC contract amount per week will 

be deducted maximum up to 5%.  

d) Bidder shall also attend all breakdown calls within 3-7 days of the receipt of the information 

from Consignees through fax/e-mail/mobile/sms etc.  

e) During Comprehensive Annual Maintenance Contract, bidder shall maintain and keep 95% 

uptime per year of the “Complete System” as per calculation given below: -.   

f) 1 Year = 365 days 

g) 95% of 365 days = 347 Days per annum 

h) The bidder shall compensate the uptime less than the specified above for every additional day 

of down time over and above 18 days stipulated above, warranty period will get extended by 

one week as penalty at no extra cost i.e., the extended penalty period will be equal to one 

week for every additional day of down time.   

i) During Comprehensive Annual Maintenance Contract, bidder will make the “Complete 

System” in satisfactory working condition. In case, any spare parts, PCB etc. needs 

replacement due to normal wear and tear; bidder will supply and install the same for which no 

additional payment is to be made. If any spares / consumables / accessories etc. are not 

covered under Comprehensive Annual Maintenance Contract charges, it should be clearly 

mentioned with frequency of replacement and with rate. The validity of rate of such items 

should also be mentioned clearly.  What will be the rate of escalation on the quoted rate after 

expiry of the validity of rate of such item must be mentioned.  

j) The payment of Comprehensive Annual Maintenance Contract will be made on half yearly 

basis after submission of satisfactory functioning report of the Complete System by the 

officials authorized by the Authority.  

k) In case, the bidder is not able to provide services (and the items / accessories is not 

functioning as the reason thereof) due to natural calamity (act of God), Political unrest, Riot 

and fire at the user site, then in such a situation the Comprehensive Annual Maintenance 

Contract will be extended by the period for which the item / accessories could not be operated 

because of supplier not been able to provide services.  

l) During Comprehensive Annual Maintenance Contract, in case of any alleged damage due to 

accident / human error, a committee under the Chairmanship of CEO, MMGPA, Mumbai, 

with one member from the bidder and one member from the Authority will decide the 

authenticity of the claim. The decision of the committee shall be final and binding on both the 

parties. 
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27. Comprehensive Annual Maintenance Contract 

a) The decision to enter into CMC or AMC will be determined on the basis of cost and 

complexity of the equipment by the Tender Inviting Authority, at its discretion, prior to the 

expiration of warranty period. In case if it is decided by Authority to enter into CAMC 

contract, the vendor will have to submit CAMC agreement at the time of supply of items. The 

Performance Security Deposit for CAMC contract will be 10% of the CAMC cost.  

b) The Comprehensive Maintenance Contract (CMC) is otherwise an extended warranty. All the 

terms and conditions agreed by the successful Bidder for executing the comprehensive 

warranty of the equipment shall be extended during the period of CMC, only difference being 

the payment of CMC charges is absent during the period of comprehensive warranty.  

c) The cost of CMC, accessories, spares, and consumables as in case may be quoted along with 

taxes applicable, if any. The taxes to be paid extra, to be specifically indicated. In the absence 

of any such stipulation the price will be taken inclusive of such taxes and no claim for the 

same will be entertained later.  

d) Failure/refusal on the part of the successful tender supplying/installing the equipment’s to 

enter into CMC with the Tender Inviting Authority, at the end of the Comprehensive Warranty 

Period, if the Authority, as the case may be, desires so, shall lead to forfeiture of performance 

security and may also result in the blacklisting/debarring of the Bidder.  

e) The payment of the agreed CMC charges will be made as per frequency for payment after 

satisfactory  

f) completion of said period, on receipt of service report/ break down report from the user.  

g) The Bidder shall also have to submit whether periodic replacements of consumable items are 

required for 

h)  proper functioning of their quoted machine/Equipment?  If yes, they should submit the list of 

such  

i) consumables along with price list and frequency of replacement per year if the same is not 

included in quoted  

j) Comprehensive Annual Maintenance Contract charges per year. 

k) The tenderer will have to agree to enter into an Annual Maintenance Contract (AMC)@ 0.5% 

per year of the Order value of the machinery / equipment (excluding taxes). 

l) Where required, tenderer will have to agree for Comprehensive Maintenance Contract (CMC) 

inclusive of all spares @ 5% of the Order value (excluding taxes) of the equipment per year. 

The period of such AMC / CMC will be of 8 years after completion of warranty period. In 

case of non-compliance of AMC/CMC the supplier will be liable to pay a damages. Such 

damages shall be recovered from the amount of the Performance Security submitted. Payment 

for AMC /CMC on yearly basis will be made by the user’s institution, at the end of year after 

satisfactory performance report from the end user. 
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Key Performing Indicators (KPI) 

Sr. No. SLA Description Resolution Target Liquidated Damage (LD) 

1.  Supply/Delivery of 

equipment(s) 

Within 60 days for 

goods manufactured in 

India and 90 days for 

Imported goods from 

the issue of the PO 

(Purchase Order). 

1/2% per week delay and thereof of 

the Purchase Order value, maximum 

up to 5% value of the Purchase Order 

2.  Installation of   Equipment Within 7 days of supply 

of equipment(s) 

1/2% per week delay and thereof of 

the Equipment Value, maximum up to 

5% value of the Equipment  

3.  Operational Acceptance of 

the equipment(s) 

Within 7 days of 

Installation of 

equipment(s) 

1/2% per week delay and thereof of 

the Equipment Value, maximum up to 

5% value of the Equipment  

4.  Any defect in 

EQUIPMENT    or any of 

its part 

Resolution: 

<= 3 Days from the time 

the call is logged by end 

user. 

 

 

1/2% of cost of the Equipment & 

accessories will be deducted per week 

up to maximum 5% of PO Value post 

which purchaser may proceed to take 

such remedial action as may be 

necessary. 

Damages will be recovered from due 

payment to bidder or from 

Performance Security deposit. Once 

the Performance Security deposit get 

forfeited, the bidder will be required to 

recoup the Performance Security 

deposit. if the bidder fails to recoup 

the Performance Security deposit or 

settle the damages amount, the bidder 

will be blacklisted for three years. 

(Performance Security deposit will be 

released after settlement of damages.) 
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Sr. No. SLA Description Resolution Target Liquidated Damage (LD) 

5.  Warranty Resolution: 

<=3-7 Days from the 

time the call is logged 

by end user. 

 

 

 

The Selected Bidder must ensure 

95% uptime during warranty period. 

In case of downtime, warranty period 

will be extended for period of 

downtime. If the equipment is not 

attended within 3 days for Mumbai, 7 

days for other places the supplier will 

be liable to pay a damages of 1/2% of 

purchase cost for every week of delay. 

Such damages will be recovered from 

the amount of security deposit. 

Certificate of such uptime / downtime 

issued by the end user will be binding 

for the supplier. 

6.  Annual Maintenance 

Contract (For rendering 

services)/ 

The tenderer will have to 

agree to enter into an 

Annual Maintenance 

Contract (AMC)@ 0.5%per 

year of the Order value of 

the machinery / equipment 

(excluding taxes). 

Resolution: 

<=3-7 Days from the 

time the call is logged 

by end user. 

 

 

1/2% per week delay and thereof of 

the Equipment Value, maximum up to 

5% value of the Equipment  
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Sr. No. SLA Description Resolution Target Liquidated Damage (LD) 

7.  Comprehensive Annual 

Maintenance Contract: - 

Where required, tenderer 

will have to agree for 

Comprehensive 

Maintenance Contract 

(CMC) inclusive of all 

spares @5% of the Order 

value (excluding taxes) of 

the equipment per year. The 

period of such AMC / CMC 

will be of 8 years after 

completion of warranty 

period. In case of non-

compliance of AMC/CMC 

the supplier will be liable to 

pay damages. Such 

damages shall be recovered 

from the amount of the 

Performance Security 

submitted. Payment for 

AMC /CMC on yearly 

basis will be made by the 

user’s institution, at the end 

of year after satisfactory 

performance report from 

the end user. 

Resolution: 

<=3-7 Days from the 

time the call is logged 

by end user. 

 

 

1/2% per week delay and thereof of 

the Equipment Value, maximum up to 

5% value of the Equipment 

 

28. Demonstration 

a. Demonstration of quoted product is mandatory for technically qualified bidders before the 

opening of financial bid. Such bidders shall produce the quoted product for demonstration on 

the date (approximately within 7 days from the date of declaration of technically qualified 

bidder) and at the place specified by the MMGPA, Mumbai, India. If the concerned bidder 
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fails to do so, the said bid will be summarily rejected and the EMD will be forfeited. If 

demonstration / testing of equipment offered by the bidder is found to be non-satisfactory, then 

the said bid will not be considered, and the bid will be rejected. 

b. Consumables should submit in 3 samples. 

c. In case of Equipment for which it is not possible to arrange demonstration at the MMGPA due 

to technical reasons like requirement of regulatory certificates and bulky equipment, 

demonstration shall be arranged at the site where the equipment is stored by the bidder. 

Demonstration of such equipment shall be done on the date (approximately within 7 days from 

the date of opening of technical bid) and at the place specified by the MMGPA, Mumbai, 

India. If the concerned bidder fails to arrange the product for the demonstration, or after the 

demonstration, the said product does not satisfy the test, the bid of the said bidder will be 

rejected and EMD will be forfeited. The decision to arrange Demonstration onsite shall be at 

the sole discretion of CEO, MMGPA and will be binding on all the bidders. The cost of 

arranging the demonstration shall be borne by the bidder. 

 

d. The demonstration of equipment should be attended by empaneled members as decided by 

CEO, MMGPA from members empaneled by Government Resolution dated 31.10.2017. The 

video recording of the demonstration shall be mandatorily done. Soft copy of the Video 

Recording shall be handed over to the representative of MMGPA who witnessed the 

demonstration, at the site itself. Arrangement of Video Recording shall be done by the bidder 

at their own cost. The demonstration report shall be prepared on same day and signed by all 

present including representatives of bidder and the report of the demonstration should be 

scanned and mailed to to General Manager (Technical), MMGPA on office mail I.D. on the 

same day. 

29. Pre-dispatch Inspection 

The Pre-dispatch inspection will be done by a team appointed by CEO, MMGPA prior to shipment 

and the team will inspect the equipment physically in accordance to the tender specifications and 

certify the following things: - 

a. The equipment is new and made of virgin material, it is not reconditioned / retrofitted. 

b. The name of the equipment manufacturer, model and serial nos. of equipment & country of 

manufacturer. 

c. “Maharashtra Government (MMGPA) Supply” shall be affixed on each equipment item by 

using aluminum strip of appropriate size. 

d. The team shall clearly mention in their report the purchase order no., date and name of 

consignee.  
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e. Packing List: - It shall be issued by original manufacturer/importer/ Authorized Distributor.   

f. Country of origin Certificate: - It shall be issued by competent authority of that country 

(Chamber of commerce of concerned Country) mentioning Name of manufacturer, consignee, 

name of equipment, invoice No., Qty. etc. 

g. Original Invoice issued by bidders / manufacturer should contain following details: - 

h. The name of the equipment manufacturer, model, and serial nos. of the equipment. 

i. Name of the consignee -list attached. 

j. Allowances of pre-dispatch inspection team shall be borne by the Bidder.   

     

30. Consequences of default by Bidder 

30.1. Damages on late delivery: If the supplier fails to deliver the goods or any consignment 

thereof within the period prescribed for delivery, the purchaser shall be entitled to recover 

1/2 % of the value of the delayed supply for each week of delay or part thereof subject to the 

maximum of 5%, calculated from the next day after the agreed delivery period is over. 

30.2. Consequences of inferior substandard/supply: If the equipment supplied is found of 

inferior quality or not as per specifications, the contractor shall replace the equipment within 

one month from the date of intimation at the cost & risk of the contractor and also liable to 

pay the fine imposed by the consignee, failing which Performance Security Deposit of the 

contractor shall be forfeited and the tenderer shall be liable for penal action including black-

listing etc. In addition to the forfeiture of the Performance Security Deposit, if any fine is 

imposed by the consignee same shall be recovered from other dues to the contractor from –

his bills payable. 

30.3. Replacement of Rejected materials: - Tenderer / Contractor shall have to replace rejected 

material with approved one. The supplier shall remove the rejected material within 15 days 

failing which the same will be disposed of by consignee at the risk and cost of contractor 

without any further correspondence in this regard. 

30.4. Risk & Cost Purchase: - In case the Contractor/s, shall at any time during the continuance 

of these presents fails to supply satisfactorily the equipment within the prescribed time as 

herein provided and or in case shall fail to replace any part/s that may have been rejected 

with other of approved quality, the consignee shall be at liberty forthwith to procure the 

same in the open market at the risk and cost of the contractor/s. Similarly if the work 

underlying the contract is not executed satisfactorily within the stipulated period or after the 

same having been disapproved wholly or partly is not rectified or re-done to the satisfaction 

of the Officer in Charge within the said specific period, the consignee shall get the same 
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executed or rectified or re-done through any other agencies, at the entire risk of the supplier 

and expenses thereby incurred, shall be payable by the supplier and / or may be deducted 

from any moneys due or become due to the contractor/s and the consignee may, however fix 

such other subsequent date as he may think fit by which the delivery of the said article and 

or execution of the said work shall be completed. 

30.5. Blacklisting: - The firm shall be black-listed for a period of two years, if it is found that: - 

a. Forged documents are submitted.  

OR 

b. If it becomes responsive on the basis of submission of bogus certificate / information.    

30.6. In case of non-supply of equipment / accessories or supply of substandard quality or supply 

of equipment / accessories found to have been previously used or having re-furbished parts. 

30.7. Replacement of equipment’s/ parts and service thereof due to manufacturing defects during 

warranty period will be entirely at the supplier's cost. The expenditure incurred on account 

of transport, installation, commissioning, and various duties involved in the replacement of 

equipment’s/ parts shall be borne by the supplier. 

 

31. Third Party Inspection 

31.1. In the event of challenge raised about the technical specifications or the working of the 

equipment by the technically disqualified bidder/s or the user department, the CEO, 

MMGPA, Mumbai will have the authority to appoint third party inspection. The cost of 

third-party inspection shall be borne by the tenderer, but such “third-party inspection” will 

be at the discretion of CEO. MMGPA. 

32. Installation & Site plan 

Requirement regarding site/location for installation of equipment, if any, should be mentioned 

in the tender. Time required for installation of system after delivery must be mentioned. In 

case of delay in installation Authority will have right to charge liquidated damage.   

Specify the following points for installation of the System: -  

a) Total power consumption along with breakup of main System and Accessories.  

b) Whether the System needs uninterrupted power supply.  
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c) Maximum tolerated transfer time in case of interruption of power supply.  

d) Whether the System needs any humidity control device.  

e) Whether the System needs any separate power line/isolation Transformer.  

f) Does the System need the electrical shielding?  

g) Whether Air Conditioner is required for the System.  

h) Does it require special civil works for installation? 

33. Force Majeure 

33.1. If, at any time, during the continuance of this contract the performance in whole or in part by 

either party of any obligation under this contract shall be prevented of delayed by reason of 

any war, hostility, acts of the public enemy, civil commotion, sabotage, fires, floods, 

explosions, epidemics, quarantine restriction, strikes, lock-outs or acts of God (hereinafter 

referred to as “events”), provided notice of happening of any such eventuality is given by 

either party to the other within 21 days from the date of occurrence thereof, neither party 

shall by reason of such event, be entitled to terminate this contract nor shall either party have 

any claim for damages against the other in respect of such non performance or delay in 

performance; and deliveries under the contract shall be resumed as soon as practicable after 

such event has come to an end or ceased to exist, and the decision of purchasing officer as to 

whether the deliveries have been so resumed or not, shall be final and conclusive, provided 

further that if the performance in whole or part of any obligation under this contract is 

prevented or delayed by reason of any such event for a period exceeding 60 days, either 

party may at its option terminate the contract PROVIDED ALSO that it the contract is 

terminated under this clause, the purchaser shall be at liberty take over from the contract at a 

price to be fixed by the purchasing Officer which shall be final all unused, undamaged and 

acceptable materials, bought out components and stores in course of manufacture in the 

possession of the contractor at the time of such termination or such portion there of as the 

purchaser may deem fit accepting such material, bought out components and stores as the 

contractor may with the concurrence of the purchaser elect to retain. 

34. Confidentiality 

34.1. Information relating to the examination, clarification, evaluation, and comparison of bids, 

and recommendations for the award of a Contract shall not be disclosed to bidders or any 
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34.2. other persons not officially concerned with such process until the notification of Contract 

award is made. 

34.3. Any effort by the bidder to influence the Authority in the Authority 's bid evaluation, bid 

comparison, or contract award decisions may result in the rejection of the bidder's bid. 

35. Payment 

Payment against supply order issued under this bid will be made by Maharashtra Medical Goods 

Procurement Authority, Mumbai.  

Payment of 80% of the contract value will be released against receipt of original GST invoice duly 

supported by acknowledgement of receipt of equipment in good condition certified by concerned 

facility in charge at consignee location. Remaining 20% payment will be released after successful 

installation and satisfactory commissioning and operation of the equipment and upon submission of 

following documents: 

I. 3 copies of supplier's invoice. 

II. Acceptance certificates issued by the consignees. 

III. Payments towards the supply of Items will be made strictly as per the rules of MMGPA, 

Mumbai. The payment will be made through RTGS/ NEFT. The bidder shall furnish the 

relevant details to make the payment through RTGS/NEFT and the change of Bank 

Account during the validity of the bid will not be entertained normally. 

IV. The bidder must furnish CRC (Consignee Receipt certificate) IQ, PQ and OQ certificate 

approved, signed and stamped by the Authorized Consignee. 

The Authority shall have every right to deduct the pending dues on account of loss, compensation, or 

any remedial action in monetary terms from the said payment. The supplier shall not agitate the said 

issue in future. 

 

36. Corrupt or Fraudulent Practices 

36.1. The Authority as well as bidders shall observe the highest standard of ethics during the 

procurement and execution of such contracts. 

36.2. “Corrupt practice” means the offering, giving, receiving, or soliciting of anything of value to 

influence the action of a public official in the procurement process or in contract execution.  

36.3. Fraudulent practice” means a misrepresentation or omission of facts in order to influence a 

procurement process or the execution of a contract to the detriment of Authority and 
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includes collusive practice among bidders (prior to or after bid submission) designed to 

establish bid prices at artificial non-competitive levels and to deprive the Authority of the 

benefits of free and open competition. 

36.4. “Collusive practice” means a scheme or arrangement between two or more bidders, with or 

without the knowledge of the Authority, designed to establish bid prices at artificial, non-

competitive level; and. “Coercive practice” means harming or threatening to harm, directly 

or indirectly, persons or their property to influence their participation in the procurement 

process or effect the execution of the contract. 

36.5. “The Authority will reject a bid for award if it determines that the bidder recommended for 

award has directly or through an agent engaged in corrupt or fraudulent practices in 

competing for the contract in question. 

36.6. The Authority will declare a firm or individual as ineligible, either indefinitely or for a stated 

period of time, to be awarded a contract if it at any time determines that they have, directly 

or through an agent, engaged in corrupt, fraudulent, collusive, or coercive practices in 

competing for, or in executing, a contract. 

37. Resolution Of Dispute 

37.1. In the event of any question, dispute, or differences in respect of contract or terms and 

conditions of the contract or interpretation of the terms and conditions or part of the terms 

and conditions of the contract arises, the parties may mutually settle the dispute amicably. 

38. Arbitration 

38.1. In the event of failure to settle the dispute amicably between the parties, the same shall be 

referred to the sole arbitrator as mutually agreed upon by the parties. The award passed by 

the sole Arbitrator shall be final and binding on the parties. 

38.2. The arbitration proceedings shall be carried out as per the Indian Arbitration and 

Conciliation Act, 1996 and the rules made thereunder. For settlement of all disputes & 

Arbitration the place of jurisdiction shall be Mumbai, Maharashtra. The language of 

Arbitration shall be English. 

39. Governing Language 

39.1. English language version of the contract shall govern its Interpretation. 

40. Applicable laws: 
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40.1. The contract shall be governed in accordance with the law prevailing in India, Act, Rules, 

Amendments, and orders made there on from time to time. 

 

41. Indemnification 

41.1. The supplier shall indemnify the Authority against all actions, suit, claims and demand or in 

respect of anything done or omitted to be done by supplier in connection with the contract 

and against any losses or damages to the Authority in consequence of any action or suit 

being brought against the supplier for anything done or omitted to be done by the supplier in 

the execution of the contract. The supplier shall submit an indemnity bond to this effect. 

 

42. Jurisdiction:  

42.1. All the suits arising out of the contract shall be authority in the court of competent 

jurisdiction situated in Mumbai only and not elsewhere. 

43. Saving clause: 

43.1. No suits, prosecution or any legal proceedings shall lie against the Chief Executive Officer, 

Maharashtra Medical Goods Procurement Authority, Mumbai, or any person for anything 

that is done in good faith or intended to be done in pursuance of bid.
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Appendix I: Pre-qualification-cum-Technical Bid Templates 

I. General 

 

The Bidders are expected to respond to the RFP using the forms given in this section and all 

documents supporting Pre-Qualification / Technical Evaluation Criteria. 

 

Pre-Qualification Bid & Technical Proposal shall comprise of following forms: 

 

Annexure to be used in Pre-Qualification cum Technical Proposal (Envelope 1) 

Annexure I: Letter Comprising the Technical Bid 

Annexure II: Compliance Sheet for Pre-qualification Proposal  

Annexure III: Proforma for Production And Sale Statement 

Annexure IV: Annual Turnover statement for three years 

Annexure V: Details of Manufacturing unit 

Annexure VI: Contract Form 

Annexure VII: Undertaking for rates, specification, blacklisting status on Stamp paper duly 

notarized 

Annexure VIII: Mandate Form 

Annexure IX: Power of Attorney for signing of Bid 

Annexure X: Technical Specifications 

Annexure XI: Compliance sheet for Technical Proposal 

Annexure XII: Place of delivery  

Annexure XIII: Self Declaration Affidavit (on Rs.100/- Stamp Paper) 

Annexure XIV: Manufacturer’s Authorization Form 

Annexure XV: Format for EMD Bank Guarantee if not submitted online. 

Annexure XVIII: Checklist duly filled and signed by the bidder’s Authorized representative. 
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      Annexure I: Letter Comprising the Technical Bid 

 

To,  

Chief Executive Officer,  

Maharashtra Medical Goods Procurement Authority, 

1st Floor, Aarogya Bhawan,  

Near CSMT Railway Station,  

Mumbai 400001 (Maharashtra)  

 

Subject: Request for Proposal (RFP) for……..  

 

Dear Sir,   

Having examined the bid document and addendum/corrigendum, if any the receipt of which 

is hereby acknowledged, we, the undersigned, offer to supply and deliver the goods under the 

above-named Contract in full conformity with the said bid document and our financial offer 

in the Price schedule submitted in Envelop No. 2 which is made part of this bid.  

 

We undertake that all information provided in our bid and in the Appendices is true and 

correct and all documents accompanying such bid are true copies of their respective originals.  

 

We undertake, if our bid is accepted, to deliver the goods in accordance with the delivery 

schedule specified in the bid document.  

 

We undertake that as on the date of submission of the proposal, we are not involved in any 

conflict-of-interest situation. 

 

If our bid is accepted, we undertake to submit the security deposit in the form, in the 

amounts, and within the times specified in the bid document.  
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We agree to abide by this bid for the Bid Validity Period specified in the bid document and it 

shall remain binding upon us and may be accepted by you at any time before the expiration of 

that period.  

 

Until the formal final Contract is prepared and executed between us, this bid together with 

your written acceptance of the bid shall constitute a binding Contract between us.  We 

understand that you are not bound to accept the lowest or any bid you may receive.  

 

We agree and undertake to abide by all the terms and conditions of the RFP Document. In 

witness thereof, We submit this Proposal under and in accordance with the terms of 

the RFP Document. 

 

Signed:  ______________________________   

 

Date:   ________________________________  

 

In the capacity of ____________________________________  

 

Duly authorized to sign this bid for and on behalf of _____________________  

Signature & stamp of bidder  
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Annexure II: Compliance sheet for Pre-Qualification Proposal 

(The pre-qualification proposal should comprise of the following basic requirements. The 

documents mentioned in this compliance sheet along with this form, needs to be a part of the 

Pre-Qualification proposal) 

 

Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

1.  Registered 

Legal Entity 

The Bidder shall be any 

person/Company/ 

Society/Proprietorship/ Partnership 

firm/Trust registered under applicable 

Act in India/ Government-owned 

enterprise or institution  

The Bidder shall be – 

a) A manufacturer having valid 

manufacturing and equipment 

license for the items quoted.  

                   OR     

b) An Importer* having valid 

import license and equipment 

license for the items quoted.   

                   OR 

c) Authorized Distributor fulfilling 

all tender conditions. 

d) Separate Manufacturer’s 

Authorization will be required 

for each equipment.  

e)  Registered with the GST 

Authorities. 

f) Should have a valid PAN 

number. 

 

*Importer refers to a legal Entity such 

as a Company/ Society/ 

Trust/Partnership firm registered 

under applicable Act in India/ 

Government-owned enterprise or 

institution that engages in the process 

of bringing equipment or goods from 

a. Copy of certificate of 

incorporation/registration 

along with charter 

documents like copy of 

Memorandum and Articles 

of Association, and other 

registration documents 

according to the nature of 

entity.  

b. Attested photocopy of 

valid manufacturing 

Equipment/ import license 

with product list duly 

approved by the Licensing 

Authority for each and 

every product quoted as 

per specification in the 

bid. The license must 

have been duly renewed 

up to date and the items 

quoted shall be clearly 

highlighted in the license. 

If quoted item is 

manufactured at different 

places, Manufacturing 

License & Performance 

certificate should be 

enclosed. 

 

c. Manufacturer’s 

Authorization as per 

Annexure XIV to be 

provided by Importer, 

Authorized distributor  

d. Copy of GST Registration 

certificate issued by 
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Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

outside India into the country's 

borders for commercial purposes. 

Importer itself shall be responsible for 

supply and maintenance of the 

equipment as per the terms of RFP 

and shall not engage any third party 

for the same)  

GSTN authorities. In case 

of  

 

e. Copy of PAN Card.  

2.  Certifications/ 

registration    

The Bidder shall have to provide 

requisite certifications/registration. 

 

 

a. Certificates of DPIIT (if 

applicable) 

b. Original manufacturer’s 

certificate that the product 

is being used in country of 

origin. 

c. Import Export Certificate 

(IEC Code) 

d. Affidavit of Importer 

regarding equipment 

being imported in India 

for last three years. 

3.  Litigation The Bidder should not be involved in 

any major litigation such as fraud, 

FEMA violations and any other civil or 

criminal proceedings that may have an 

impact of affecting or compromising 

the delivery of services as required 

under this contract. 

Affidavit as per Annexure 

VII.  

4.  EMD/Bid 

Security 

Bidders are required to pay the 

EMD/Bid Security of ₹ 31,00,000/- 

through online mode on 

https://mahatenders.gov.in. or in the 

form of BG as per annexure XV 

 

 EMD in the form of 

NEFT/RTGS/BG 

5.  EMD 

Exemption 

If a Bidder is a Micro Small and 

Medium Enterprise (“MSME”) / Small 

Scale Industry (“SSI”) then subject to 

submission of relevant documents as 

provided in this table, such Bidder may 

 Requisite Certificate of 

Micro and Small-scale 

manufacturing industries 

registered under Micro, 

Small and Medium 

mailto:https://mahatenders.gov.in.
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Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

be exempted from submitting EMD in 

accordance with Appendix-8 of Govt. 

Resolution by Industries, Energy & 

Labour Department, Maharashtra State, 

dated 1.12.2016. 

 

 

Enterprises development 

act 2006. 

 Importer shall produce 

authorization Certificate 

from manufacturer as 

authorized seller as per 

Annexure XIV 

 EM-II certificates 

whenever necessary 

(mandatory for Medium 

Enterprises) 

6.  Conflict of 

Interest 

On the date of submission of the 

proposal, the Bidder should not be 

involved in any conflict-of-interest 

situation. 

Undertaking by the 

authorized signatory as per 

Annexure I 

 

7.  Blacklisting 

or banned 

On the date of submission of the 

proposal, the Bidder should not be 

blacklisted or banned by any 

ministry/department/attached 

offices/sub-ordinate offices under 

Government of India and any State 

government, Autonomous bodies 

(established by Central/State govt), any 

Central/State PSUs for unsatisfactory 

past performance, corrupt, fraudulent or 

any other unethical business practices. 

Affidavit as per Annexure 

VII   

 

8.  Debarment On the date of submission of the 

proposal, the Bidder should not be 

debarred 

Affidavit as per Annexure 

VII. 

9.  Average 

Annual 

Turnover  

Average Annual Turnover (in last three 

financial years (2023-24, 2024-25, 

2025-26) shall be at least Rs 15.5 Cr. 

Certificate issued by a 

statutory 

auditor/chartered 

accountant (as attached 

Annexure-IV) along with 

Audited Financial 

Statements confirming 

the Average Annual 
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Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

Turnover of the Bidder 

during the stated 

Financial Years must be 

submitted. 

10.  Net Worth The net worth of the bidder in the 

financial year (2025-2026) should be 

positive. 

Certificate issued by a 

statutory auditor/chartered 

accountant (as attached 

Annexure-IV). 

11.   

Technical 

Capability 

Bidder must have successfully 

undertaken supply, installation & 

commissioning of quoted Equipment 

or turnkey work of an amount of Rs 

15.5 Cr. during last three financial 

years (2023-24, 2024-25, 2025-26) 

The bidder must submit work 

experience documents related to the 

supply, installation, and 

commissioning of 1.Modular Dialysis 

unit  (at least one supply orders) 

2.Central sterile supply department 

CSSD (at least one supply orders) in 

last three financial years (2023-

24,2024-25,2025-26) 

 

The Bidder shall provide 

the documentary evidence 

in support of its credentials 

such as agreement copy/ 

work order / Letter of 

Award. This should be 

supported by work 

completion 

certificate/customer 

satisfaction certificates with 

customer details and client 

certificate. Statutory 

auditor’s certificate or 

Chartered Accountant’s 

certificate, as the case may 

be, shall be submitted for 

demonstrating the past 

experience. (as per 

Annexure number III) 

12.  Production 

Capacity / 

Import 

Quantity  

Production Capacity of the Original 

Equipment (Capital Goods) 

Manufacturer must be minimum 1.5 

times of the quoted order quantity in 

last one financial year. 

Certificate of Statutory 

Auditor/Chartered 

Accountant  

For importers and 

Authorized distributors 

Certificate of Statutory 

Auditor/Chartered 

Accountant of OEM has to 

be submitted in Annexure 
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Sr. 

No. 

Basic 

Requirement 

Specific Requirement Documents required 

III  

13.  Service center  In case of Bidder being Manufacturer, 

the bidder should have at least 2 service 

centers in state of Maharashtra. 

 

In case of Bidder being 

Importer/Authorized distributor, the 

bidder should ensure that OEM have at 

least 2 service centers in state of 

Maharashtra. 

 

  

 

List of at least 2 service 

centers in Maharashtra with 

address and contact details 

shall be provided by the 

bidder which shall exist for 

the period of warranty as 

mentioned and also, during 

the additional CMC/AMC 

period, if awarded. 

 

The Importer/Authorized 

Distributor shall provide an 

undertaking from OEM that 

OEM shall have at least 2 

service centers for the period 

of warranty as mentioned and 

also, during the additional 

CMC/AMC period, if 

awarded. 
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Annexure III: Proforma for Production And Sale Statement 

(For a period of last 3 Years) 

 

(To be submitted on the letterhead of the Statutory Auditor/ Chartered Accountant of the 

Bidder) 

 

 

Sr. 

No

. 

 

Year 

Name 

and full 

Address 

of the 

Purchase

r 

 

Purchasin

g Entity 

(Gov./Sem

i 

Gov./Othe

r) 

Name 

of the 

Produc

t 

 

Purchas

e Order 

No. & 

Date 

Purchas

e Order 

Quantit

y 

Purchas

e Order 

Value 

(in Rs.) 

Quantity 

 

PO 

Copy 

enclose

d on 

Pg. No. 
Manufactur

ed Qty 

Sol

d 

Qty 

1 2023

-24 

         

           

           

2 2024-

25 

         

           

           

3 2025-

26 

         

           

Add rows as per requirement.  

 

Note:  

1. In support of above statement, enclose the copies of supply orders with client's 

satisfactory certificates. All purchase orders should be enclosed in the sequence as per 

the data provided in table above. 

2. All the data provided in the above table has been verified by undersigned CA. 
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Name, Membership number and signature of the Chartered Accountant:  

UDIN: 

Name and seal of the firm:  

Location, Date: 

Authorized Signature (PoA holder)   

[In full and initials with Seal]: 

Name and Title of Signatory:  

Name of Bidder (Firm/ Organization’s name): 

Address:  

Telephone:  

Email:  

(Name and seal of the Bidder)  

 

[Location, Date] 

Disclaimer: If, 1. The bidder is OEM , then the details of  Annexure III of production in last 

three years 

The bidder is Authorized distributor, then the details of  Annexure III of sale in last three 

years 
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Annexure IV: Average Annual Turnover and Net Worth of the Bidder 

(To be submitted on the letterhead of the Statutory Auditor/ Chartered Accountant of the 

Bidder) 

The Average Annual Turnover and Net Worth details of M/s 

__________________________________________ for participation under the RFP are 

given below and certified that the statement is true and correct.  

 

Sr. No.    Year  Turnover 

 (In Rs. ) 

Positive Net 

worth (Yes/ 

No) 

1  2023-24     

2  2024-25     

3  2025-26     

4 
Average Annual Turnover of above 3 

years 
 

 

 

This is to certify that the Net worth of (name of Bidder) is Positive for last 3 (three) Financial 

Years i.e., (2023-24, 2024-25, 2025-26) as per the Audited Financial Statements.  

For the purposes of this RFP, net worth (the “Net Worth”), in case of Company shall mean 

the aggregate value of the paid-up share capital and all reserves created out of the profits and 

securities premium account, after deducting the aggregate value of the accumulated losses, 

deferred expenditure and miscellaneous expenditure not written off, as per the audited 

balance sheet, but does not include reserves created out of revaluation of assets, write-back of 

depreciation and amalgamation. 

For other eligible entities, the Net Worth shall mean the amount derived by subtracting the 

liabilities from the corpus and reserve amounts as certified by the chartered 

accountant/statutory auditor having valid registration. 

Note: 

(a) Certificate issued by a statutory auditor/chartered accountant along with Audited 

Financial Statements confirming the average annual turnover of the Bidder during the 

stated financial years must be submitted on the letterhead of the Statutory Auditor. 

(b) Provide supporting Audited Financial Statements (Balance Sheets, Profit and Loss 

Statements, etc.) of the bidding organization/ firm. 
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Name, Membership number and signature of the Chartered Accountant:  

UDIN 

Name and seal of the firm:  

Location, Date: 

Authorized Signature (PoA holder)   

[In full and initials with Seal]: 

Name and Title of Signatory:  

Name of Bidder (Firm/ Organization’s name): 

Address:  

Telephone:  

Email:  

(Name and seal of the Bidder)  

[Location, Date] 



 

 

Page 62 of 146 

 

Annexure V: Details of Manufacturing Unit 

1. Name of the Manufacturer:  

2. Full address:  

3. Phone Nos.:  

4. Fax No.:  

5. Email ID:  

6. Date of inception:  

7. License No. & date:  

8. Issued by:  

9. Valid up to:  

10. RTGS (Real Time Gross Settlement) System or Core Banking A/c No.: 

11. Details of installed production capacity for 1 year:  

 

 

Date:  

Seal                                                                                                  

Signature  

     Name (in capital letters)  

Note: The details of manufacturing unit shall be for the premises where item quoted are 

actually manufactured. 

 

 

 

Sr. 

No. 
Equipment name  

Total Production 

Capacity 

Actual 

Production  

Installed 

Quantity 

1 
Modular Dialysis Unit-40Bed (Capital 

Goods) 
  

 

 

 

2 

Central Sterile Supply Department 

(CSSD) for 900 Beds (Capital Goods) 
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                                          THE DETAILS OF FACTORY PREMISES 

Person In-charge of Factory 

 

Name   : 

 

Phone No.  : 

 

Mobile No.  : 

 

Nearest Land mark of Factory: 

 

Layout 

 

Km from Airport  : 

 

Name of the Airport and City: 

 

Km from Railway Station : 

 

Name of the Railway Station: 

 

Km from Bus Stand  : 

 

Name of the Bus Stand  : 

and City 

 

Name of designation of the authorized signatory  
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Note: The details of manufacturing unit shall be for the premises where item quoted are 

actually manufactured.  

 

Annexure VI: Contract Form 

(Stamp duty as applicable as per MSA) 

 

THIS AGREEMENT made the .......day of.................................., 200... 

Between.......................... 

(Name of Authority) of.............. (Country of Authority) (Hereinafter "the Authority") of the 

one part and..................... (Name of Supplier) of......................... (City and Country of 

Supplier) (Hereinafter called "the Supplier") of the other part: 

WHEREAS the Authority is desirous that certain Goods and ancillary services viz. (Brief 

Description of Goods and Services) be procured and has accepted a bid by the Supplier for 

the supply of those goods and services in the sum of ....................... (Contract Price in 

Words and Figures) (Hereinafter called “the Contract Price"). Whereas the supplier has 

deposited a Demand Draft in favor of “Maharashtra Medical Goods Procurement Authority, 

Mumbai” payable at Mumbai from any Nationalized or Scheduled bank of Rs.................... 

(Rs. in words...........) as performance security towards the fulfillment of this agreement. 

NOW THIS AGREEMENT WITNESSETH AS FOLLOWS: 

 

1. In this Agreement words and expressions shall have the same meanings as 

are respectively assigned to them in the Conditions of Contract referred to. 

2. The contractor has accepted the contract on the terms and condition set out in 

notice No.-------- 

  as well in the Acceptance Letter No : - Dt:   

-----------------which will hold good during the period of this agreement. 

3. The following documents shall be deemed to form and be read and construed 

as part of this Agreement, viz.: 

(a) The Price List submitted by the Supplier; 

(b) The Schedule of Requirements; 
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(c) The Technical Specifications; 

(d) Terms & conditions of tender document. 

(e) The Authority's Notification of Award. 

4. In consideration of the payments to be made by the Authority to the Supplier as 

hereinafter mentioned, the Supplier hereby covenants with the Authority to 

provide the goods and services and to remedy defects therein in conformity in all 

respects with the provisions of the Contract. 

5. The Authority hereby covenants to pay the Supplier in consideration of the 

provision of the goods and services and the remedying of defects therein, the 

Contract Price or such other sum as may become payable under the provisions 

of the Contract at the times and in the manner prescribed by the Contract. 

6. Upon breach by the supplier of any of the condition of the agreement, the Chief 

Executive Officer may by a notice in writing resolving, determine and put an 

end to this agreement without prejudice to the right of the Government to claim 

damages for antecedent breaches thereof on the part of the supplier and also to 

responsible compensation for the loss occasioned by the failure of the supplier to 

fulfill the agreement as certified in writing by the Chief Executive Officer which 

certificate shall to conclusive evidence of the amount of such compensation 

payable by the supplier to the Government. 

7. This Agreement shall remain in force until the expiry of  24 (Twenty Four) 

months from the date of supply or delivery of all equipment under the Contract 

but notwithstanding herein or in the tender and acceptance forms contained, the 

Government shall not be bound to take the whole or any part of the estimated 

quantity herein or therein mentioned and may cancel the contract at any time 

upon giving one month’s notice in writing without compensating the Supplier. 

8. The Supplier has fully read, understood & shall abide by all the term and 

conditions as stipulated in Bidder document, failing which the Contract 

Agreement is liable to be terminated at any time without assigning any reason 

by the Maharashtra Medical Goods Procurement Authority, Mumbai. 

9. Any change/amendments if required to be incorporated in the Agreement at a 

later stage shall be discussed & mutually agreed by both the parties and 

supplementary agreements shall be binding on both the parties and shall form 

the part of this agreement. 

10. This Contract Agreement shall be governed by and construed in accordance with 

the laws of Republic on India. 

Brief particulars of the goods and services which shall be supplied/provided by the 

Supplier are as under: 

Sr. 

No. 

BRIEF 

DESCRIPTION 

OF GOODS & 

QUANTITY TO 

BE 

SUPPLIED* 

UNIT 

PRICE 

TOTAL 

PRICE 

DELIVERY 

TERMS 
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SERVICES 

     As per the 

supply order 

 

*1. Actual quantity to be supplied may vary & will be strictly as per actual 

requirement. 

2. Actual supply to take place only after & as per the supply order(s) issued by 

Maharashtra   Medical Goods Procurement Authority, Mumbai from time to time. 

Tender Document is a part & parcel of the contract. 

4. All terms & conditions will apply as per Maharashtra Government Industries 

Department, Stores Purchase Rules issued vide Government Resolution no. 82 dated 

1.12.2016 and other applicable Government Resolutions. 

 

IN WITNESS whereof the parties hereto have caused this Agreement to be executed 

in accordance with their respective laws the day and year first above written. 

Signed, Sealed and   Delivered   by   the Said. (For the 

Authority) in the presence of:....................................... 

Signed, Sealed and Delivered by the 

Said..................................................... (For the Supplier) In the  

presence of…. 

Following documents to be submitted in original to this office 

 

1. Proof of all documents inclusive of all Appendices and Annexures of this RFP 

 

Address for communication:  

Office of the --- 

Chief Executive Officer, 

Maharashtra Medical Goods Procurement 

Authority,                                                                          

 1st Floor, Aarogya Bhawan,  

Near CSMT Railway Station,  

Mumbai 400001 (Maharashtra) 
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Page 68 of 146 

 

Annexure VII: Non-Blacklisting Affidavit 

 

Undertaking for rates, specification, blacklisting status on Stamp paper duly   

          notarized AFFIDAVIT on Non-Judicial Stamp Paper of Rs. 500/- 

(Original copy To be submitted to this office) 

Undertaking for rates, specification, blacklisting status on Stamp paper duly notarized 

           Reference: Tender No. E- 275  /MMGPA/ Equipments for District Hospital 

on turnkey basis Group B 

 

1. I/We undertake to provide the drugs/medicines/equipment’s as required by 

Maharashtra Medical Goods Procurement Authority, Mumbai and there will be no 

deviation in composition, quality, packing etc. 

 

2. The firm ………………………..(Name of the Firm) has not been found guilty of 

malpractices, misconduct or blacklisted/debarred/ deregistered for the quoted product 

by any department of Govt. of Maharashtra or by any local authority and semi Govt. 

organization and other State Government/Central Government's organizations/ 

procurement corporation as on the date of submission tender document for the quoted 

items." 

 

3. The firm is not involved in any major litigation such as fraud, FEMA violations and 

any other civil or criminal proceedings that may have an impact of affecting or 

compromising the delivery of services as required under this contract. 

 

 

 

            Seal          Signature 

 

 

Date  

 

 

                                        Place  
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Annexure VIII: Mandate Form 

 

01 Company Name  

02 

Postal Address of the company with 

Telephone No., Fax No. and Mail 

address 

 

03 

Name of the Managing Director/ 

Director/Manager 

Mobile No./Phone No. 

E-mail address 

 

04 

Name and designation of the  

authorized company official  

Mobile No./Phone No. 

E-mail address 

 

 

Bank Details 

01 Name of the Bank 

 

Branch Name & Address; 

 

 

Branch Code No. 

 

Branch Manager Mobile No. 

 

Branch Telephone no. 

 

Branch E-mail ID 
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(Please attach the original cancelled cheque issued by your bank for verification of the 

above particulars) 

 I/We hereby declare that the particulars given above are correct and complete. 

If the transaction is delayed or not effected at all for reasons of incomplete or incorrect 

information, I would not hold Maharashtra Medical Goods Procurement Authority, 

Mumbai responsible for the same. I have read the conditions of tender / agreement 

entered and agrees to discharge the responsibility expected of me/from the company as a 

tenderer/ successful bidder. 

 

 

Date:  Company seal                          Signature 

 

Place:                         (Name of the person signing & 

designation) 

 

 

CERTIFIED THAT THE PARTICULARS FURNISHED ABOVE BY THE COMPANY 

ARE CORRECT AS PER OUR RECORDS 

 

 

 

 

Bank Seal with address    Signature of the Authorized  

02 9 digit MICR code number of the 

bank and branch appearing on the 

MICR cheque issued by the bank. 

 

 

03 IFSC code of the Branch  

04 Type of Account (Current/Savings)  

05 Account Number (as appear in 

cheque book) 
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     Official of the bank 

 

Annexure IX: Power of Attorney for signing of Bid 

Know all men by these presents, We_______________________________________ (Name 

of the firm 

 and address of the registered office) do hereby irrevocably constitute, nominate, appoint and 

authorize Mr./ Ms. (name), son/daughter/wife of and presently residing at _______, who is 

presently employed with us and holding the position of 

____________________________________________ , as our true and lawful attorney 

(hereinafter referred to as the “Attorney”) to do in our name and on our behalf, all such acts, 

deeds and things as are necessary or required in connection with or incidental to submission 

of our Bid for qualification and submission of our Bid for [***] (Project) for the [***] (the 

“Authority”) including but not limited to signing and submission of all Bids, bids and other 

documents and writings, participate in Pre-bid and other meetings/conferences and providing 

information/ responses to the Authority, representing us in all matters before the Authority, 

signing and execution of all contracts including the Agreement and undertakings consequent 

to acceptance of our bid, and generally dealing with the Authority in all matters in connection 

with or relating to or arising out of our bid for the said Project and/ or upon award thereof to 

us and/or till the entering into of the Agreement with the Authority. 

 

AND we hereby agree to ratify and confirm and do hereby ratify and confirm all acts, deeds 

and things done or caused to be done by our said Attorney pursuant to and in exercise of the 

powers conferred by this Power of Attorney and that all acts, deeds, and things done by our 

said Attorney in exercise of the powers hereby conferred shall and shall always be deemed to 

have been done by us. 

 

IN WITNESS WHEREOF WE, _________________________, THE ABOVE-NAMED 

PRINCIPAL HAVE EXECUTED THIS POWER OF ATTORNEY ON THIS _____________ 

DAY OF ___________ 2_____  

 

For 

________________________________  

(Signature, name, designation, and address)  
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Witnesses: 

1.(Notarized) 

 

2.Accepted  

________________________________ 

(Signature)  

 

(Name, Title and Address of the Attorney)  

 

Notes: 

The mode of execution of the Power of Attorney should be in accordance with the procedure, 

if any, laid down by the applicable law and the charter documents of the executant(s) and 

when it is so required, the same should be under common seal affixed in accordance with the 

required procedure. Wherever required, the Bidder should submit for verification the extract 

of the charter documents and documents such as a board or shareholders’ resolution/ power of 

attorney in favor of the person executing this Power of Attorney for the delegation of power 

hereunder on behalf of the Bidder. For a Power of Attorney executed and issued overseas, the 

document shall also have to be legalized by the Indian Embassy and notarized in the 

jurisdiction where the Power of Attorney is being issued. However, the Power of Attorney 

provided by Bidders from countries that have signed the Hague Legislation Convention 1961 

are not required to be legalized by the Indian Embassy if it carries a conforming Apostille 

certificate. 
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Annexure X Technical specifications 

 

TECHNICAL SPEIFICATION OF MODULAR DIALYSIS CENTRE ON TURNKEY 

BASIS 

SR. 

NO. 

PARTICULARS QUANTITY   

1 DIALYSIS MACHINE  40 NOS 

2 PANELING FOR DIALYSIS 1 LOT 

3 HEATING, VENTILATION, AND AIR CONDITIONING 

(HVAC) SYSTEM                                                                                  

1 LOT 

4 CEILING INSIDE DIALYSIS CENTER 1 LOT 

5 FLOORING INSIDE DIALYSIS CENTER 1 LOT 

6 PARTITION FOR NEGATIVE PRESSURE ROOM AND 

NURSING STATION IN DIALYSIS CENTRE 

1 LOT 

7 ELECTRIFICATION WORK 1 LOT 

8 DIALYSIS DOOR 2 NOS 

9 FULLY MOTORIZED ICU BEDS 30 NOS 

10 MOTORIZED DIALYSIS CHAIR 10 NOS 

11 ADJUSTABLE OVERBED TABLE 40 NOS 

12 BED SIDE LOCKER 40 NOS 

13 CRASH/ RESUSCITATION TROLLEY 4 NOS 

14 INSTRUMENT TROLLY  4 NOS 

15 BIPHASIC DEFIBRILATOR 2 NOS 

16 PULSE OXYMETER TABLE TOP 4 NOS 

17 VIDEO LARYNGOSCOPE                                                                                                                2 NOS 

18 THREE SEGNMENT WASTE SEGREGATION SYSTEM 4 NOS 

19 FULLY AUTOMATIC MEDICAL GRADE RO PLANT WTH 

S.S. TANK AND S.S. PIPELINE 

5 SET 



 

 

Page 75 of 146 

 

20 TV FOR PATIENT  2 NOS 

     21 WIRELESS CALLING SYSTEM 1 SET 

22 SUCTION MACHINE 4 NOS 

23 LINEN TROLLEY 4 NOS 

24 2-BAY SCRUB SINK 1 NOS 

25 MULTIPARA MONITOR 40 

26 OTHER WORK 1 LOT 
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S. No GMDN Name Technical Characteristics 

1 DIALYSIS 

MACHINE 

 1. Dialysis Machine Should be US FDA and CE approved. 

2 Machine should perform Acetate & Bicarbonate Dialysis & 

should have the facility to switch from Acetate to Bicarb & 

Vice versa during the treatment. 

3. Machine should be able to perform both High Flux & Low 

Flux Dialysis. 

4. Single Needle dialysis with single pump should be 

possible. 

5. Blood pump speed: 50ml to 600 ml/min with an increment 

of 10 ml/min adaptable to 

Standard A-V blood lines. 

6. Dialysate flow:300 to 800 ml/min with increments of 100 

ml. 

7. Profiling Facility: UF profiling ,Sodium Profiling 

,Bicarbonate Profiling ,Temperature Profiling 

Heparin Profiling , Dialysate flow profiling 

8. Conductivity range : 

Total conductivity: 12.5 – 16.0 ms/Cm with profiling facility. 

Bicarbonate conductivity: 4.0- 7.0ms/Cm with profiling 

facility. 

9. Dialysate temperatures: 33°C to 40°C with increments of 

0.1°C and profiling facility. 

10. Ultra filtration: 0 to 4 lit/hr with minimum UF function. 

The in and out fluid circuit must be separated so that there is 

no chance of contamination in the event of membrane 

rupture. 

11. Machine should have heat exchanger facility. 

12. Machine should provide volumetric ultra filtration with 

UF pump tolerance less than 1%. 

13. Machine should be able to provide the Volume controlled 

UF via Balance Chamber. 

14. Machine should have Self- testing & Calibration 

completely automatic prior to each Treatment. Self test for 

external disposables also. 

15. Machine must be disinfected by Citric acid as chemical, 

thermal, and a combination of both with short and long 

disinfection. 

If any other chemical to be used, the price of the same should 

be quoted. 

16. All consumables not related to patients but required to 
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maintain the machine should be quoted. 

17. All consumables which need to be replaced after certain 

hour or treatment need to be quoted. 

18. Machine should have the facility to provide Day-Night, 

Weekly scheduling of Disinfection program. 

19. Machine should provide an Inbuilt Heparin pump with 

flow rate from 0.1ml to 10 ml per hour & accepts all 

Syringes sizes from 10ml – 30ml with auto bolus function. 

20. Machine should have Reinfusion and drain facility after 

therapy. 

21. Machine should have facility for Sequential dialysis 

during treatment also. 

22. Should have in Built Battery Back for 15-20 Minutes 

during the power failure. 

23. Machine should store minimum 20 no of treatment data. 

24. Machine should have facility for Automatic diagnosis of 

malfunctioning with on line ability to show the faults with 

trouble shooting so that the faults could be rectified quickly. 

25. Machine should have 10”-15” high resolution color TFT 

touch screen display. 

26. Machine should be inbuilt Arterial Bolus for Heparin 

Free Dialysis. 

27. Standby function to 0ml/min to reduce consume of 

dialysate 

28. Machine should be able to store alarms, Dialysis 

treatment data, and disinfection history in the machine so 

that they could be reviewed later. 

29. Audio – Visual alarms. 

a) Should be able to store alarms in the machine during 

dialysis so that they could be reviewed later on. 

b) Conductivity, blood leak, air detector, trans-membrane 

pressure alarm, bypass alarm, Heparin syringe 

Alarm & blood pump stop alarm. 

C) Blood side parameters- Arterial & Venous Pressure 

30. Bidder must quote the machine of the principal 

manufacturer company who is having direct operations and 

direct service support in India. 

   

2  PANELING FOR 

DIALYSIS CENTRE 

 Make: AM-Clad - UK / Hygienic Systems Ltd - UK / Kwik- 

Klik Ltd – UK 

Wall linings for operating theatres, UK imported and 

European marked.  

The bidder must submit third-party CE certification along 

with tender documents. Self-attested certification is not 
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valid. 

Product Reference – 2.5mm Antimicrobial PVC Rigid Sheet 

Lining  

. Board/ Panel type: Antimicrobial sheet  

. Thickness: 2.5mm  

. Core material: UPVC.  

. Panel Width: 1220mm wide  

. Panel Heights: 2440mm / 2750mm / 3050mm  

. Color: White | Pastel Green | Pastel Blue | Pastel Grey | 

Ivory  

. Moisture content at time of fixing: As recommended by 

fabricator to suit environmental conditions.   

. Edge treatment: Square. 

. Finish: Smooth gloss finish.  

. Fire Rating – BS 476-7:1971: Class 0 when adhered to a 

non-combustible surface  

 

Environmental Conditions  

. General requirements prior to starting work specified in 

this section: Building weathertight; wet trades completed, 

and affected areas dried out 

. Temperature and humidity before, during and after fixing 

lining/ paneling: Maintained at levels approximating to 

those which will prevail after building is occupied. 

 

Technical Data for 2.5mm Antimicrobial PVC 

Density - D-792 g/cm3 1.4 

Heat deflection temperature (HDT) - D-648 Load: 1.82MPa 

°C 65 - 68 

Service temperature °C - -10 to +50 
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Thermal conductivity - C-177 W/m K 0.15 

Coefficient of linear thermal expansion - D-696 cm/cm °C 

6.7 x 10-5⁵ 

Rockwell hardness - D-785 R Scale 97R 

Tensile strength at yield - D-638 10mm/min MPa 50 

Tensile strength at break - D-638 10mm/min MPa 45 

Elongation at yield - D-638 10mm/min % 3 

Elongation at break - D-638 10mm/min % >80 

Tensile modulus of elasticity - D-638 1mm/min MPa 2,900 

Flexural strength - D-790 1.3mm/min MPa 80 

Flexural modulus- D-790 1.3mm/min MPa 2,700 

Impact falling weight - ISO 6603/1 E50 3mm sheet J 95 

Installation 

Method of fixing panels: Mechanically Fixed using PVC 

Carriers and adhered with 2 Part polyurethane adhesive  

Joint treatment: Hot Welded joints with thermo-formed 

corners  

 

Accessories 

Coved Skirting 

Food Safe Sealant to perimeter joints  

Weld rod 

Fabrication method 

Drainage pipeline from each dialysis machine 

Site dimensions: Take as necessary before starting 

fabrication  

Discrepancies with drawings: Report without delay and 

obtain instructions before proceeding  
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HOLES/ CUT-OUTS 

Internal corners: Formed to a radius, minimum 5 mm when 

not specified otherwise.  

Holes for fasteners: Formed slightly oversize. 

Environmental Conditions  

General requirements prior to starting work specified in this 

section: Building weathertight; wet trades completed, and 

affected areas dried out 

Temperature and humidity before, during and after fixing 

lining/ paneling: Maintained at levels approximating to those 

which will prevail after building is occupied. 

 

3 HEATING, 

VENTILATION, 

AND AIR 

CONDITIONING 

(HVAC) SYSTEM                                                                                  

  

3.1 SCOPE OF WORK Supply, installation, testing, and commissioning of Ductable 

Air Conditioning System with complete ducting, insulation, 

and accessories as per the approved drawings and layout 

3.2 DUCTABLE AC 

UNITS 

Type: Ductable Split / Packaged AC 

 • Tonnage: As per the approved layout and heat 

load calculation. 

 • Refrigerant: R-410A / R-32 (Eco-friendly, 

Non-Ozone Depleting) 

 • Indoor Unit: Ceiling-mounted ductable type 

with a high-efficiency coil. 

 • Outdoor Unit: Weatherproof casing with 

rotary/scroll compressor. 

 • Airflow: High static pressure blower suitable 

for ducting. 

 • Control System: Microprocessor-based digital 

controller with remote control / BMS compatibility. 

 • Electrical: 3 Phase, 50 Hz / As per site 

requirements. 

- Voltage Scanner required in Outdoor unit 

- Inbuilt Electrical Safety : Surge Protection, Protection 

against Reverse Phase Sequence, Undervoltage Protection, 

Phase Loss Protection, Over voltage protection, inbuilt 

compressor overload protection.  

- Wired Remote should be with inbuilt IR Receiver.  
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- Filter Drier for liquid line required 

3.3 DUCTING WORK Material: GI sheet, as per IS: 277 standards. 

 • Thickness: 

 • Up to 750 mm: 0.63 mm (24G) 

 • 751 mm to 1500 mm: 0.80 mm (22G) 

 • Above 1500 mm: 1.0 mm (20G) 

 • Fabrication: Slip-on flange type with proper 

reinforcement. 

 • Sealing: Joints to be sealed with aluminum 

foil tape & mastic sealant to prevent leakage. 

 • Hangers & Supports: As per SMACNA 

standards. 

3.4 INSULATION Duct Insulation (Thermal): Nitrile Rubber / Glass Wool, 

13mm thick (Indoor), 19mm thick (Outdoor) 

Acoustic Insulation: Fiber glass insulation of 25mm thick 

inside ducts near AHU for noise reduction. 

3,5 GRILLES, 

DIFFUSERS & 

DAMPERS 

Supply & Return Air Grilles/Diffusers: Powder-coated 

aluminum with volume control dampers. 

Fire Dampers: As per NBC & NFPA standards, UL-listed. 

VCD (Volume Control Dampers): GI construction, opposed 

blade type with locking quadrant. 

3.6 INSTALLATION & 

TESTING 

Proper mounting of indoor and outdoor units with anti-

vibration supports. 

Copper piping with proper insulation and pressure testing. 

Electrical wiring & conduit work as per IS standards. 

Commissioning with airflow balancing, refrigerant charging 

& performance testing. 

3.7 APPROVED 

MAKES 

AC Units: Carrier 

Ducting: Tata / Jindal / Equivalent 

Insulation: K-Flex / Armacell / Equivalent 

Grilles & Diffusers: Caryaire / Air Master / Equivalent 

 

4 CEILING POP FOR 

DIALYSIS CENTER 

Special anti-microbial performance to assist with infection 

control 

Clean room performance: ISO 5 ( class 100 ) 

Durable, washable, soil resistant, water repellent 

High acoustic performance  

High light reflective finish 

 

5 FLOORING INSIDE 

DIALYSIS CENTRE 

It should be with 2mm antistatic seamless PVC flooring.  

Floor should be smooth, non-slip, impervious material 

conductive enough to dissipate static electricity but not 

conductive enough to endanger personnel from electric 
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shock. Electrostatic charge dissipation combat PVC seamless 

flooring of very high quality should be provided. Thickness 

not less than 2 mm. PVC tiles should be used and joints 

should be welded by special PVC thermal welding units 

using PVC welding bars of same colour. The sheets should 

be highly durable with resistance to shock and indentation. It 

should be scratchproof also. The conductive material should 

be uniformly impregnated as grains.  It should be inert to 

body fluids, chemicals and disinfectants. Should not be 

affected by temperature variation within the Dialysis Centre. 

 

6 PARTITION FOR 

NEGATIVE 

PRESSURE ROOM 

AND NURSING 

STATION IN 

DIALYSIS CENTRE 

Partition For Negative Pressure Room and Nursing Station In 

Dialysis Centre 

Partitioning as per requirement and curtaining as required. 

 

7 ELECTRIFICATION 

WORK 

 

All high voltage equipment is installed in a separate 

enclosure. The remote cabinet houses the operating lamp 

transformers main failure relays, electrical for all circuits 

within the Dialysis Centre. All internal wiring is terminated 

in connectors with screw and clamp & spring connections of 

the clip on type mounted, on a DIN rail labeled with 

indelible proprietary labels. Individual house or miniature 

circuit breakers protect all internal circuits with 5/16 amp 

switch Sockets for Dialysis center.  

Additional socket 5/16 for other equipments 

Central stabilizer per 10 machines. 

 

8 DIALYSIS DOOR Type of Door Clean Room  

Size 1500 x2100mm 

Frame Profile  100 x 50 SR 

Frame Matl GI 

Frame Material  1.2 mm Thick 

Shutter Matl GI 

SITE 0.8mm Thick 

Shutter Thickness  45mm Thick 

Insulation  Honeycomb 

Type Double Equal 

SS Ball Bearing Hinges 101 x 76 x 3mm  - Magnum/ 

Kich/Yale 6 Each 
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Mortise Dead Bolt ML PRMDB1S - with BSK 70mm 

Cylinder - Kich 1 Each 

DC 522S - Hold Open Arm   Door Closer - Kich   1 Each 

SS 'D' Handle 254x22mm OD -  Kich 2 Each 

Double Glazed Clear Toughned Glass 450W x 600H 5mm 

Thk 2 Each 

SS 304 Kick Plate - 250H - 0.8/1mm Thick 1.5 Each 

SS 304 Push Plate 125W X 300H - 1.2mm Thick 2 Each 

 Concealed Drop Seal CAT-1 - Enviroseal 1.5 Each 

 Concealed Tower Bolt - Ryobi 1 Each 

Air Seal Gasket S88 - Pemco 7.8 Each 

 

 

9 FULLY 

MOTORIZED ICU 

BED WITH 

MATTRESS 

1. Fully automatic embedded control bed must feature 

with an back rest up down, knee rest up-down, 

Trendelenburg and reverse Trendelenburg, hi-low positions 

controlled through noiseless electro-mechanical actuators 

operated by soft touch control panel 

2. Bed should be with single touch chair position, CPR 

position and auto-contour position. All the positions should 

be locked from nurse control panel.  

3. Bed must feature fully covered side-rails on each side 

of the bed without any gaps from the head-end to the foot-

end in order to prevent any risk of patient falls.  

4. Base frame & support frame should be made up of 

Epoxy powder coated MS/CRCA tubes and should be 

extremely durable. 

5. The bed should have head & foot panels easily 

detachable by hand without need of any tool 

6. Bed should be having electrically operated 

emergency head down. 

7. Bed should attain cardiac chair position sequentially. 

8. Bed should have different set of bed controls for the 

patient and the caregiver. 

9. Bed should be with a foley bag basket 

10. Bed should be with a Stainless-steel IV Pole 

11. Bed should be with a Oxygen bottle holder 275 mm x 
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390 mm x145 mm [WxHxD]  

12. Bed should be with removable Headboard and 

Footboard.  

13. Bed should be with 4 Nos of bumpers to absorb 

shock.  

14. Bed should have a low bed LED indicator to display 

when the bed is in its lowest position and the same should be 

visible without pressing any buttons.   

15. Bed should have one touch key provision on control 

panel for CPR position in less than 10 seconds also manual 

CPR levers on both sides option in case of automatic system 

failure. 

16. Bed must feature digital/analog angle indicators for 

backrest. 

17. Bed must feature Trendelenburg and Reverse-

Trendelenburg (bed angle). 

18. Bed should have one touch key provision on control 

panel for Auto Contour position. 

19. Bed must feature removable litter covers for easy 

cleaning. 

20. Bed should have central braking system i.e. brake 

pedals lock on all four casters. 

21. Should have four section with strong 

Nylon/Polyurethane detachable tops with transverse and 

raised cup designs to prevent mattress slippage and for easy 

breathing of mattress, 40D density, flame retardant foam and 

cover fabric having flame retardant, antibacterial, antiskid 

properties. 

22. Bed should be equipped with battery backup system 

that charges when the bed is plugged into a wall outlet. 

Battery backup functionality should activate when the bed is 

unplugged. All bed functionalities should be available during 

battery operation.  

23. Bed actuators and control box should be LINAK 
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24. Bed should be equipped with four actuators total. 

25. Bed must have Dual Linak siderail controls 

26. Bed must have electro-static painted metal frame 

27. Bed should be IPX4 liquid splash protection 

28. Bed should compliant to the below international bed 

standards  

• IEC 60601-1 Ed. 3.1: 2012 

• IEC 60101-1- 6 Ed. 3.1: 2013 

• IEC 62366 Ed. 1.1:2014 

• IEC 60601-2-52:2009 + A1:2015 

• IEC 60601-2-54 Ed. 1.1: 2015 

• IEC 60601-1-2:2014 Ed. 4.0 

• ISO 13485:2016 

• ISO 14001:2015 

29. Bed should have European CE 4 digit or USFDA . 

The offered model should be USFDA or European CE 4 

digit. All certificates must be submitted separately.  

30. The bid shall be submitted directly by the Principals 

or by a Distributor who must be in the business of supply, 

installation and maintenance of ICU Beds from the same 

Principals 

31. Installation shall be the responsibility of the supplier. 

All accessories, like cables, ports remote and batteries etc as 

necessary for complete, smooth and breakdown-free 

functioning of the entire bed shall be provided by the 

supplier as a part of the project 

32. The Principals shall give an unqualified commitment 

that the maintenance and guarantee of the equipment shall in 

no way be affected by any change in its administrative or 

trade set up like the change in the authorized agent or any 

merger, transfer (in part or full), amalgamation or separation 

of the company or any of its constituents etc for that matter 
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33. Patient Bed must feature the following Technical 

Specifications:  

• Overall Length: 2200 mm (+/- 10mm) 

• Overall Width: 1000 mm (+/- 10mm) 

• Height Range: 370 mm to 750 mm without mattress 

(+/- 5mm) 

• Trendelenburg/Reverse Trendelenburg:  0° - ±12° or 

more 

• Backrest angle indicator on 4 side rails:  0° - 90° 

• Backrest angle: 0° - 65° or more 

• Knee gatch angle: 0° - 30° or more 

• Caster size:150 mm or more with central locking 

facility and unidirectional lock facility. 

• Under Bed Clearance: 150 mm or less 

• Safe working load: 250 kg or more 

• Battery backup of at least 1 hour. 

34. Mattress Specifications:  

• Dimension: 2000 mm x 860 mm x 120 mm 

• Density: 40 ± 1 kg/m3 

• Resilience: 52% - 55% as per ASTM D3574 

• Tensile Strength: Min. 5 N/cm3 as per ASTM D3574 

• Elongation at Break: 128% min. as per ISO 1798 

• Tear Strength: Min 1 N/cm as per ASTM D3574 

- Fabric Cover 

• Breathability, 37°C / 65% R.H: ± 600 GR/M²/24H as 

per ISO 15496 

• Mold and Fungal Resistance: YES 

• Tear Strength: 60 N 

• Waterproofness Before & After Washing: 2000 mm 
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as per ISO 811:2018 

- Brick Design Foam for enhanced breathability and 

more mattress durability with angle movements. Also 

ergonomically adjust with the patient on the top. 

- 4-Way stretch foam cover to reduce shear movement 

of patient. 

- Ignition complaint foam mattress as per standard EN 

597-1 & EN 597-2  

- Breathable cover fabric to reduce the risk of Pressure 

Ulcers in patient. 

- High Resilience and mono-density foam for 

supporting easy patient entry & exit. 

- 3-Side Zipper with flap over the top to reduce the risk 

of fluid seepage within the mattress 

 

10 MOTORIZED 

DIALYSIS CHAIR 

1. Overall Size: Approx1970mm L x920mm W x670mm to 

810mmH 

2. Upholstery size: 1930mm L x 610mm W. 

3. The upholstery top of the chair should be divided into 

three sections namely Backrest section size: 855mm L x 

920mm W, Seat section size: 485mm L x 920mm W and Leg 

rest section 535mm L x 920mm W. 

4. Backrest, Leg rest, seat tilt and height adjustment positions 

operated by European make electro-mechanical actuators 

through handset. 

5.The chair back and leg rest must fully recline to horizontal 

position to covert the chair into bed 

6. Foot rest should be adjusted manually. 

7. Cushioned arm rest size: 21” L x 7” W 

8. Backrest adjustment upto 75° 

9. Seat tilt upto12° 

10. All electro mechanical actuators, control box, handset 

need to compatible with class of IP X6. 

11. Base frame should made of 60mm x 30mmx1.6mm 

(16G) ERW tubes with various supporting links. 

12. The base frame is mounted on 125mm dia non-rusting 

twin wheel castors with centrallocking mechanism. Wheel 

centre having precision ball bearing to run smoothly 
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13. Upholstery should be made from dual foam covered with 

rexinefor more patient comfort. 

 

Electrical Specification: 

 

14. Normal 230 V Ac 

15. Switch mode power supply: Operating range from100V 

to 240Vac,50/60 Hz. 

16. Electrical shock protection: Class 1 

17. Power consumption ideal mode: 0.5W 

18. Power consumption at maximum load: 120W max 

19. Liquid ingress protection : IPX6 

20. Duty Cycle: 10% (Two minutes for every eighteen 

minutes) 

21. Finishing & workmanship in the medical furniture is of 

prime importance and must 

be of high standard. All corners shall be rounded off so that 

there shall be no sharp 

corners and holes, should be burr free 

22. All process parameters to be as per documented IMS 

procedures for quality assurance 

(ISO 9001:2015, ISO 14001: 2015, OHSAS 18001: 2007& 

ISO 13485:2016 Quality 

management systems). 

23. M.S. Tubular parts, linkages, flats are to be In house, pre-

treated and epoxy powder coated 50 to 100 microns 

 

11 ADJUSTABLE 

OVERBED TABLE 

Height adjustment by gas spring mechanism Rectangular 

tube frame. Trolley mounted on 50mm-dia wheels. 

Pretreated and epoxy powder coated with 8 tank process. The 

product should be Pretreated and epoxy powder coated with 

8 tank process. manufacturer should have in house 8 tank 

pretreatment and powder coating process. The manufacturer 

should submit the Pollution Control Board certificate for the 

same Company should have following certificates for quality 

standard ISO 9001-2015, ISO13485 from notified certifying 

body and OHSAS, 18001 & 14001, CE/USFDA 

 

12 BED SIDE LOCKER Bed side Locker Overall approx size : 400mm W x 400mm 

D x 800mm H. CRCA sheet cabinet & drawer. Mounted on 

50mm -dia roller wheels Membrane top with four side edge, 
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drawer front and door. Pretreated and epoxy powder coated 

with 8 tank process. The product should be Pretreated and 

epoxy powder coated with 8 tank process. manufacturer 

should have in house 8 tank pretreatment and powder coating 

process. The manufacturer should submit the Pollution 

Control Board certificate for the same Company should have 

following certificates for quality standard ISO 9001-2015, 

ISO13485 from notified certifying body and OHSAS, 18001 

& 14001, CE/USFDA 

 

13 CRASH/ 

RESUSCITATION 

TROLLEY 

Overall approx. size : 990mm L X 490mm D X 1600mm H. 

 CRCA tubular framework. 

 12 no’s colored bins. 

 SS I.V.Rod and Cardiac massage board. 

 Five no’s CRCA sheet drawers. 

 Two I.V. bottle storage tray. 

 SS Handle. 

 Oxygen cage attachment. 

 Trolley mounted on Four non-rusting 125 mm dia. 

Polyurethane Wheels 2 with brakes and 2 without brakes. 

Pretreated and epoxy powder coated with 8 tank process 

ISO,CE Certified 

 

14 INSTRUMENT 

TROLLEY 

Overall approx. size: 740mm L x 490mm W x 840mm H. 

Approx. 25mm-dia SS 304G tubular framework. S.S Top & 

bottom shelves with railing on top. Trolley mounted on 

100mm-dia non-rusting castor. The product should be 

Pretreated and epoxy powder coated with 8 tank process. 

manufacturer should have in house 8 tank pretreatment and 

powder coating process. The manufacturer should submit the 

Pollution Control Board certificate for the same Company 

should have following certificates for quality standard ISO 

9001-2015, ISO13485 from notified certifying body and 

OHSAS, 18001 & 14001, CE/USFDA 

 

15 BIPHASIC 

DEFIBRILATOR 

 Biphasic Defibrillator 

• Defibrillator is a Biphasic Defibrillator  

• 7” TFT colour display monitor for monitoring ECG 

• Resolution of display is 800 x 480 pixels 

• It delivers a Biphasic shock up to 200 Joules with Energy 
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Selection 

• Paddled supported for both Adult & Pediatric  

• Inbuilt thermal printer 

• Inbuilt ECG Monitoring 

• High Capacity built in battery (Lithium Polymer) for up to 

60 shocks 

• Light weight - 6 kgs. 

• Easy operation 1, 2, 3 Pattern  

• Inbuilt AED mode - Optional 

• Inbuilt External Tran thoracic Pacemaker - Optional 

• Facility of SpO2 Monitoring – Optional 

• Facility for NIBP Monitoring - Optional 

 

TECHNICAL SPECIFICATIONS: 

 

ECG: 

• ECG cable    : 3 or 5 wires (standard) 

• Lead Selection   : DI, DII, DIII aVR, aVL, aVF, C 

 

CARDIOVERSION (Synchronous): 

• Maximum charge time   : < 8 seconds on Adapter 

< 8 seconds on Battery 

• Pediatric& Adult /internal defibrillation scales : 0 - 200 

Joules  

• Waveform     : Biphasic truncated exponential 

 

Upgrades (Optional) 

 

AED: 

• Output energy   : 200 Joules 

• Shock Delivery   : Via multifunction defib electrode pads 

 

PACEMAKER: 

• Mode     : Demand and Fixed Modes 

• Current    : 0 - 200mA ( + 5mA) 

• PPM     : 30 - 180 PPM 

• Pulse     : 20ms ( + 1ms) 

 

SpO2 PULSE OXIMETRY: 

• Saturation    : 70 – 100% (+ 3 digits) 

• Pulse Rate    : 20 – 250 bpm (+ 3bpm) 
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• Perfusion    : 0.2% 

• SpO2 Alarm   : Less than Minimum setting rate 

  More than Maximum setting rate 

 

NIBP: 

Method – Automatic Oscillometric 

Operation Mode – Manual , Auto , STAT 

Parameters – Systolic , Diastolic, Mean 

Should have ISO & CE or USFDA certificate 

 

16 PULSE OXYMETER 

TABLE TOP 

• Provide fast and reliable spo2 and pulse rate measurements 

on any patients, from neonates and adults. 

• Bright, easy to read LED displays indicates spo2 and pulse 

rate measurements. 

• User selectable high and low alarm limits for all 

parameters. 

• 8 segment bar graph indicates pulse strength 

• Sensor alarm indicates that the sensor has been 

disconnected either from patient or from Oximeter. 

• Pulse beep is sounded for every detected pulse with the 

tone varying according to spo2 value 

• 3 color perfusion LED –green (good perfusion), orange 

(marginal perfusion) and red (inadequate perfusion) 

• Built in rechargeable battery with battery backup of more 

than 20 hours. 

• Audible and visual low battery indication when 15 minutes 

remaining 

• Ideally suited for operation theatre, icu, outpatient clinics, 

emergency rooms, or during emergency air or land transport 

• Wide range of sensors available with most of the sensor 

having 3 meter cable length 

 

17 VIDEO 

LARYNGOSCOPE 

 Airways visualization system with Display Monitor 

TFT /LCD of 2.4 inches screen size 

 

 Monitor with Video output capability.  

 

 Monitor Work on AAA consumable batteries & runs 

continuously up to 90 mints with indicator of 
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Batteries replacement, can work on reusable batteries 

too if required. 

 

 Anti-Fog Lens with White LED light source. 

 

 Monitor have 1-year warranty. 

 

 Supplied with 3pcs of size 3 channeled &1 pc of size 

3 non-channeled blades. 

 

 510 K ISO, CE & US FDA Certified. 

 

 Supplied directly by manufacturer or Manufacturers 

authorized distributor. 

 

Should Provide demonstration within 14 days to users for 

technical evaluation & approval. 

 

18 THREE 

SEGNMENT 

WASTE 

SEGREGATION 

SYSTEM 

 

Three bin waste collection & segregation system. 

•Full body made of stainless steel. 

•Color coded labels with listing of type of waste on both of 

longer sides. 

•Color coded & Labeled on both the sides for usage from 

both sides. 

•Self-closing lids with color coding. 

•Autoclavable& pressure cleanable color-coded plastic bins 

inside. 

•Bins must be made of environment friendly plastic and must 

be UN/NFX approved. 

• Each bin capacity must be 64Ltrs & Dimensions not less 

than L390 mm x W 340mm x H 620mm. 

•Four castors for easy movement, 02 with lock & 02 without 

lock. 

User’s Interface: Manual 

Dimensions of Complete Unit: L 1150mm x W485mm x 

H845mm 

Bins Capacity: 64 Liters x 3 

Color Coding: Red / Yellow / Blue / Black / Green 

Bins Type Autoclavable & Pressure Cleanable 

Mobility, Portability: Mobile 
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Wheels/Castors: Four ABS Castors of 4” (2 With Lock + 2 

Without Lock) 

Certifications of Bins: UN/NFX approved 

Quality Certification of Unit: CE European and ISO 

13485:2013, Manufacturer must be ISO 9001:2015 & WHO 

GMP 

 

 

 

19 MEDICAL GRADE 

RO PLANT WITH 

SS TANK AND 

PIPELINE 

Reverse osmosis system 

FRP MULTIGRADE SAND FILTER 

Maximum flow rate – 450lit/hr. 

Minimum flow rate – 500lit/hr. 

Maximum working pressure- 3.5kg/cm2. 

Minimum working pressure- 2.0kg/cm2. 

Backwash duration- 10-15 minutes. 

Diameter- 254mm*1371mm 

Filter media (graded sand)- 50kg. 

FRP ACTIVATED CARBON FILTER 

Maximum flow rate- 450lit/hr. 

Minimum flow rate- 500lit/hr. 

Maximum working pressure- 3.5kg/cm2. 

Minimum working pressure- 2.0kg/cm2. 

Backwash duration- 10-15 minutes. 

Diameter- 254mm*1371mm 

Filter media (activated carbon)- 25kg. 

FRP SOFTENER FILTER 

Maximum flow rate- 450lit/hr. 

Minimum flow rate- 500lit/hr. 

Maximum working pressure- 3.5kg/cm2. 

Minimum working pressure- 2.0kg/cm2. 

Backwash duration- 10-15 minutes. 

Diameter- 254mm*1371mm 

Filter media (softener resin)- 50liter. 

REVERSE OSMOSIS SYSTEM 

Permeate flow- 450-500lit/hr. 

Average recovery- 50% 

Membrane dia- inches- 4.0 

Membranes- 2 no. 

Housing (ss)- 2 no. 

Average TDS removal- 90-93% 
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High pressure pump type- centrifugal type-ss 

Drive motor hp/rpm (qty:1no)- 1.5hp 

Raw water pump (qty:1no)-0.5hp 

Power supply- 200v/50hz 

CHEMICAL DOSING SYSTEM 

Dosing pump – 0-6 LHP 

Ultra violet  (UV lamp)- 1 lamp (flow rate ½) 

Electrical control panel-1 no. 

MICRON FILTER 

It is housing in which micron cartridge of graded micron 

size. 

Maximum flow rate 1 m3/hr. 

Maximum working pressure 0.5 kg/cm2 

Filter media spun cartridge-1 no. 

Inlet and outlet ¾ mm 

Filter in FRP vessel; 1nos. 50mm*500mm 

S.S.RO water storage tank capacity-500ltr with each plant 

S.S. Pipeline from RO water storage tank to dialysis machine 

and return in loop. 

 

20 TV FOR PATIENT Display size: 43 Inch 

Display Type: LED 

Television Type: Smart TV 

Color: Black 

Display Resolution: 1920x1080p 

Ports: 3xHDMI, 1xUSB, 1xVGA 

Refresh rate: 60Hz 

Speaker Output: 20W 

Viewing angle: 178 deg 

Weight: approx. 11kg 

Warranty: 1year 

 

21 WIRELESS • 12 BLUE indicator – one for a corresponding remote (01 to 
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CALLING SYSTEM 

 

12)12 remotes wireless attendant calling system 

• 1 green light indicator for power supply (on indicator 

receiver) 

• 1 buzzer, blows when call button pressed 

• Remote has 1 red light indicator to indicate button press 

• Remote TOP button: to call (summon) peon 

• Remote BOTTOM button: to cancel the call 

Technical details: 

• Remote controller (transmitter PA): +10dbm 

• Receiver radio sensitivity: –112dbm 

• Operating frequency: 380 to 480 MHz 

• System operates works on signal hop mechanism. Signal 

transmission happens at more than 12-15 predefined 

frequencies. 

• Modulation type: GFSK 

• Radio IC: CC1100 (Chipcon/TI) and other equivalents in 

sub- 

GHz freq. 

• Modulation: GFSK 

• Data packet error correction mechanism: FEC 

Dimensions and weight: 

Receiver indicator size: 265 x 165 x 48 mm 

Weight: 350 gms 

Remote controller size:120 x 40 x 20 mm 

Remote controller weight: 45 gms 

Operating voltage: 

Receiver: 110-220VAC/50-60Hz to 12VDC converter 

adapter 

supplied. The unit can also be plugged to any 12V external 

battery supply 

Remote controller: 

Battery model: 23A 

Battery life: 2-3 years 

Battery type: Alkaline (dry) 

Battery replaceable: Yes 

Battery rechargeable: No 

Signal transmissions: 

Make sure to press a button for at least 2-3 seconds for 

reliable transmission. This increases the range of 

communication. 

Application and features: 

• Nurse call system for hospitals: remote with patients 

• Call button in washrooms, kitchens, emergency rooms 

• OPD token system for dispensaries: remote with doctors 

• Office peon calling system: remote with clerk / manager 

• Guest house attendant call unit: remote with customers in 

room 
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22 

 

 

 

 

 

SUCTION 

MACHINE 

Housing: ABS Body Jars: Polycarbonate 2 X 2.5 Overflow 
Protection: Mechanical Type Tubing: Non – collapsible 
Suction Tubing Vacuum Gauge : 3.0 inch , 0-760 mmHg 
Filter: Bacterial filter autoclavable / Reusable Pump type : 
Oil Immersed Rotary Vane Capacity: -710mmHg +- 10 at 
32~35 LPM Noise Level : <50 dB A +- 3 Motor: 1/4 HP, 
FHP Power: 220/230V AC, 50 Hz, 180W RPM: 1440 
Should be ISI & CE Marked, ISO: 13485:2003, WHO-GMP  

 

23 

 

 

 

 

 

LINEN TROLLEY Overall approx. size : 510mm-dia. x 940mm H. 

Tubular epoxy powder coated frame mounted on 100mm dia 

wheels. 

Linen bag. 

Pretreated and epoxy powder coated with 8 tank process 

ISO,CE Certified 

 

24 

 

 

 

 

 

2-BAY SCRUB SINK The unit should be made of 304 grades high-quality stainless-

steel square tubes and the entire body should be out of high-

quality stainless steel of 16 & 18 Gauge with satin polish 

finish. The unit should have a floor mount design with 

pedestal base. Tailor made to suit the site available. The unit 

should be compatible with all the regular and standard 

plumbing. The unit should have irrigation facility which 

allows washing of instruments, tubes, endoscopes etc. 

24.1 

 

 

 

 

 

Features The body should be designed to eliminate backsplash, 

overflow and stagnation. The unit should have an option of 

manual actuated water supply by or foot operated taps. Soap 

operation should have hand pump as well as hand free 

controls. The unit should have jet irrigation facility which 

allows washing of instruments, tubes, endoscopes etc. 

24.2 

 

Specifications 2 bay tap with sensor operated & timer. 

24.3 

 

Standard & 

Certification 
ISO & CE. 

 

25 MULTIPARA The monitor have 15” inch display with touch screen Module 
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MONITOR base patient Monitor. 

Should measure these parameters for all type of patients 

(Adult, Pediatric &Neonatal) 

a) 3/5 and 12 Lead ECG 

b) Respiration rate 

c) SPO2  

d) NIBP 

e)  Temperature   

The Modular monitor should have following features: 

Highly visible, Night mode, bright , high resolution 15” TFT 

touch screen or above colour Medical grade screen resolution 

have 1024 *768 with Big Fonts. 

Monitors have ST analysis. 

Audio and Visual, Alarm should glow in different color 

indicating from a distance the seriousness/ priority of the 

alarms. 

Able to operate through Single knob and Touch 

Screenoperation  

Monitor should be ESU and defibrillator protected. 

Display at least 12 waveforms on a single screen along with 

related numerical parameters on a single screen. 

Easy to recognize alarm priority system with color coded 

visual indication, variable pitch and It is capable for Central 

Monitoring System.  

Monitor have 256 hours Trends saving. 

NIPB Start/Stop Command can be given to any monitor from 

CMS 

Real-time Online Remote Services for Tele ICU Monitoring 

Systems and must show in the demo time. 

Remote viewing anywhere on Android and IOS app and 

must show in the demo time. 

Equipment with OxyCRG & Drug Calculation. 

Able to view parameter s or waveforms of any other monitor 

from existing monitor. 

It has the capability to provide event review based on the 

events defined by the user of the monitor as per the specific 

condition of the patient. 

 Display setting  have various configurable user defined 

setups  

Indicators for Mains, Battery and charging. 

3 hours battery backup. 

Facility to display all Leads in ECG on the screen at a time. 

Dual Temperature facility.  

RJ45 Connector integration. 

Facility to Configure ECG,3,5Lead and 12 Lead 

Integrated 50 mm Thermal printer up to three channel print 

out 
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Make in India Content more than 60%. 

It should have CDSCO and European CE with four digit 

notified body number certificate for the quoted model and 

certificate to be submitted and quality assurance ERTL Test 

Report 

EN 80601-2-56 :2017/ISO 80601-2-56 :2017 , EN 80601-2-

55:2018/ISO 80601-2-55 :2018 , EN 81060-2 test Safety test 

Report for Safety purpose  

ISO 9001 & ISO 13485 approved manufacturers 

 

Standard Accessories have  

Standard Scope of supply should include: 

NiBP Cuff (Adult)                           1 No. 25 to 35CM (10"-

14") 

SPO2 reusable sensor probe        1 No 

3 or 5/10 Lead ECG Patient Cable     1 No 

Disposable electrodes        20 No 

Temperature Probe         1 No  

Operating Manual/CD  1 No 

Power Code   1 No. 

Power supply: Power input to be 220 – 240V AC, 50Hz 

fitted with Indian plug of appropriate rating   

 

26 

 

OTHER WORK Internal civil work and Renovation of Toilet Block as per 

Approved drawing. 

Include dialyser washing area. 

 

CENTRAL STERILE SUPPLY DEPARTMENT (CSSD)  ON TURNKEY BASIS  

 

SR. 

NO. 

PARTICULARS QUANTITY   

1 FULLY AUTOMATIC HORIZONTAL STEAM 

STERILIZER (800-850 LITERS) 

4 NOS 

2 INSTRUMENT WASHER DISINFECTOR WITH DRYER 2 NOS 

3 TABLE TOP FLASH STERILIZER 5 NOS 

4 ULTRASONIC CLEANER 2 NOS 

5 SPRAY GUN RINSER 2 NOS 

6 HEAT SEALING MACHINE 2 NOS 
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7 MULTI-ROLL TAPE DISPENSER   4 NOS 

8 WORK TABLE  6 NOS 

9 SOIL INSTRUMENT TROLLEY 4 NOS 

10 CONTROL & PACKING TABLE WITH TWO SHELVES  4 NOS 

11 STORAGE SHELF RACK 15 NOS 

12 INSTRUMENT STORAGE CABINET  2 NOS 

13 FREE STANDING BASKET RACK (24 BASKETS) 10 NOS 

14 MODULAR STERILIZING BASKETS 250 NOS 

15 STERILE TRANSPORT TROLLEY  10 NOS 

16 PASS BOX  02 NOS 

17 INSTRUMENT TRAY BIG 100 NOS 

18 INSTRUMENT TRAY SMALL 75 NOS 

19 CSSD FURNITURE SUPPLY & PLACING 1 NOS 

 

20 

WASH STATION 2 NOS 

21 LINEN AND FOLDING TABLE  2 NOS 

22 Plasma Sterilizer 2 NOS 

 

S. No GMDN Name Technical Characteristics 

1 FULLY 

AUTOMATIC 

HORIZONTAL 

STEAM 

STERILIZER 

(800-850 

LITERS) 

  

1.1 Capacity The Sterilizer should be of 800-850 liters capacity with horizontal 

rectangular chamber of size should be 750 X 750 X 1500 mm or 

equivalent rectangular size 

1.2 Specification 1. The Steam Sterilization used for a wide range of 

instruments, rubber articles, metal components and fabric 
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which will be sterilized in Hospital. 

2. Sterilization should be carried out at 121
0
 C-134

0
 C and 

configuration for settable sterilization times. 

3. The Sterilizer should be of 800-850 liters capacity with 

horizontal rectangular chamber of size should be 750 X 750 

X 1500 mm or equivalent rectangular size. 

4. The sterilizer should have -  

a) The chamber should be made of stainless-steel S.S. 

316 L with full argon welding. The S.S. chamber 

should have high resistance to steam corrosion. 

b)  The chamber should be easily cleanable provided 

with a slope of 2% for full draining of condensates. 

A removable screen plug should be provided in the 

drain lines to prevent clogging of the drainpipes and 

fittings. The chamber is provided with a safety 

valve. 

c) The chamber should be reinforced with stainless 

steels. S.S.304 jacket. The jacket besides re-

enforcing the chamber should also ensures 

temperature uniformity in the sterilization space. 

The jacket should be provided with a safety valve. 

d) The chamber should be mounted on a stainless steel 

framework on a stable skid or platform.  

e) The internal surface is electro – chemically treated 

for high quality smooth finish to facilitate cleaning. 

The resultant surface is polished to less than 0.8Ra 

value which is highly protected against corrosion. 

The internal corners should be rounded to aid 

cleaning. 

f) The chamber floor is slightly sloped towards an 

internal drain to facilitate drainage.  

g) A stainless steel mesh strainer protects the drain 

port from blockage by debris. 

h) The chamber should be mounted on a stainless steel 

framework on a stable skid or platform. 

5. The sterilizer supplied should be double door with fully 

automatic vertical sliding door movement with use of 

pneumatically operated system. The door should be moved 

vertically by a pneumatic cylinder at touch of a button for 

opening and closing. It should have safety facility with an 

audible alarm.   
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a) The Door should have mandatory door obstruction 

safety. The door should have fabrication from SS 316 L 

material 

b) Pressure monitoring system should be available in the 

chamber to monitor the chamber pressure before 

opening of the door. Chamber should be completely 

depressurized before the door seal is retracted by 

vacuum. 

c) Door chamber cannot be opened when chamber is 

pressurized. 

d) A mechanical safety edge stops the door if it is 

obstructed while closing, thus protecting operator & 

loading equipment’s.  

e) A cycle should not start if the door is open or not 

properly locked. 

f) The double door safety is implemented through 

interlocks which prevent both doors from being opened 

simultaneously.  

g) The door seal should be made of silicon rubber & on 

commencement of the process the door gasket is 

pressed against the rear force of the door by 

compressed air to ensure the door remains closed 

during the process. 

6. The jacket should have insulation of minimum 50mm 

thickness non-fibre shredding resin bonded glass wool and 

should be held in place with a SS outer cover 

7. The pressure vessel should be designed as per ASME SEC 

VII and welding joints should be partially radio graphed for 

high security. Certificate of compliance to be provided. 

8. The steam sterilizer should be mounted on a stainless-steel 

SS 304 stand. All the accessories should be mounted on the 

stand and paneling of SS 304 on all sides should be 

provided. 

9. A high temperature resistant silicon-sealing gasket is 

pneumatically activated for effective sealing. The Door 

should have mandatory door obstruction safety. The door 

should have fabrication from SS 316 L material 

10. Suitable capacity water ring Vacuum Pump of minimum 3 

HP or higher should be provided for creating high vacuum 

in the chamber. Vacuum Pump should be used for 

mechanical air removal prior to sterilization and 

subsequently for post sterilization vacuum drying. There 
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should be condenser system provided for condensates to 

pass through vacuum pump. 

11. The steam generator should be of 36 KW fabricated from 

stainless steel SS 316 L plates with automatic RO water 

filling should be automatic through a dosing pump. 

12. The steam generator should be insulated with resin 

embedded glass wool and the insulation is held in place 

with a easily removable stainless-steel outer cover 

13. The Steam Generator should be provided with two no’s 

water level sensors. One sensor to be provided at the 

bottom of the steam generator to protect the heaters from 

dry run. The other sensor at the top to maintain the control 

of water level. A safety valve should be provided. There 

should be a glass gauge available. 

14. Piping should be of SS 316 L. The pipeline should have 2% 

slope for complete drain to prevent contamination. 

15. Control valve in the process lines should have ball valves 

with pneumatic rotary actuators. These valves should have 

S. S. 304 contact part with Teflon seal. Manual valves 

whenever used should have S.S.304 Ball Valves with 

Teflon seat. 

16. Solenoid valve should be used for actuating control valves 

as response to an electric signal from the control panel. 

17. Jacket and chamber should be provided with pressure 

gauge and compound gauge 

18. The steam sterilizer should be provided with one removable 

perforated stainless-steel shelf for easy loading of linen and 

instruments packs. The shelf can be adjustable depending 

on the size of the equipment or drum.  

19. The chamber & the door are finished to a surface finish 

better than 0.8 Ra value. 

20. The chamber should be provided with railings of SS316 L 

and baffle of 316 L  

21. The steam sterilizer should be provided with Online 

printing facility for recording temperature, pressure and 

time for batch record 

22. The steam sterilizer should be operated through a PLC. The 

PLC should be equipped with a non-erasable memory and 

battery back up for in-interrupted operation. There should 

be option to upgrade the system with SCADA. 

23. The steam sterilizer should be provided with Coloured 7-
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inch Man Machine Interface (MMI) for simple touchscreen 

and graphic display. All message, temperature and 

pressures are easily displayed on the LCD. 

24. There should be a Bioseal on the unloading side of the 

sterilizer to avoid complete cross contamination from 

unsterile to sterile side made of SS 304 and should facilitate 

opening of the unloading door in the bioseal section. 

25. There should be additional contamination seal made of SS 

304 to seal the cross-airflow between unsterile to sterile 

side and filled up with silicon between the contamination 

seal and wall or partition.  

26. Printer: The autoclave should have inbuilt thermal strip 

chart printer which prints the each cycle parameter 

performed by the sterilizer. 

27. The steam sterilizer should have 6 user defined programs 

for reliable and accurate sterilization 

a. Chamber integrity test. 

b. Bowie and Dick test. 

c. Open Liquid Sterilization. 

d. Rubber Component Sterilization. 

e. Instrument Sterilization. 

f. Garment Sterilization 

28. The steam sterilizer should have below safety – 

a. Pressure lock to prevent door opening when the 

chamber is pressurized. 

b. Over pressure safety valve for jacket and chamber. 

c. Door obstruction safety.  

d. Door interlocks safety in double sliding door 

machines. 

e. Low water level protection is provided in steam 

generator with safety alarm system. 

29. Air compressor of 5HP with reservoir tank of suitable 

capacity should be provided with steam sterilizer. 

30. A suitable UPS should be provided for power backup to the 

HMI and PLC control system. 

31. There should be a provision of operating the sterilizer 

manually through the PLC or rocker switch arrangement. 

32. The sterilizer should be provided with 01 carriage made of 

SS 316 L and 02 no. trolleys for loading unloading made of 

SS. 
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33. The bidder should provide all the material test certificates 

and hydro test certificate from a notified body.  

34. The sterilizer should be supplied with a suitable capacity of 

500 LPH RO plant along with storage tank of 5000 ltrs. 

The RO should be supplied with 04 membranes, 02 

pressure tubes elements 02, mounting skid and 

interconnecting piping from a suitable installation location 

to the sterilizer installation site.  

35. The bidder should provide the list of utilities required at the 

site along with the sample layout of the machines and plan 

and elevation drawings in PDF file format. 

36. All the utilities will be provided near the area of installation 

at one point. Connecting the utilities inside the installation 

area to the autoclave will be in the scope of the bidder. 

37. Civil, Electrical, and plumbing work as per the site 

requirement and commissioning of steam sterilizer. Bidders 

are requested to visit the site and quote accordingly. 

38. IQ/OQ/DQ should be carried out at the cost of the supplier and 

consumables for 500 cycles should be supplied along with each 

sterilizer. Like Bowiedick test kit, class5 indicators, Biological 

indicators and incubator required. The incubator should be of 03 

position and dual temperature system for selection between 37 & 

60 deg C. 

 

1.3 Certifications The manufacturer/ equipment should meet following Directives and 

Standards: 

 The manufacturer should be certified by a Notified Body 

for ISO 13485:2016 and BIS 3289..,ISO  14971;2019, 

 Should meet Sterilization: Steam Sterilizer – Large 

Sterilizer - EN 285 for Large Autoclaves. 

 Sterilization-Moist Heat- Validation & Routine Control 

EN ISO 17665 :2024, ISO 45001; 2018, ISO 14001; 

2025 

 TUV –PED CERTIFICATE 

 ASME U CERTIFICATE 

 CDSCO 

 TRADE MARK 

 ISO 9001:2000 Quality Management Systems-

Requirements EN ISO 9001:2015, 

 Should comply EN ISO 17665-1/ EN ISO 14001:  2015 / 
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EN61326-1/ IEC 61326-1/EN IEC 61010-2,  

 Should meet Machinery directive 214/35/EC, low 

voltage Directive 2014/30/EC , EMC directive 

2014/68/EU,   

 Pressure Equipment Directive 2014/68/EU or latest from 

a notified body. 

 SS Material test report with heat seal number 

 

 

 

2 INSTRUMENT 

WASHER 

DISINFECTOR 

WITH DRYER 

 

2.1 Capacity Chamber volume 250 to 300 Litre made of stainless steel 316 or 

better, corrosion proof with double wall construction and thorough 

insulation, must be self-clean chamber with rounded edges, vapour 

proof fluorescent lamp to illuminate washing chamber 

2.2 Specification It should clean, wash, disinfect and dry & also lubricate 

instruments in one cycle. 

It should be a front loading system with touch buttons display, 

power 400-440 V (3 Phase) 

Should have microprocessor controlled operation for different pre-

programs for chemical and thermal disinfection of different types 

of instruments and option to set own programs/cycle. 

System should have sensors for temperature control. 

It should also have alkaline, oxidative cleaning process to avoid 

damage to special steel and aluminum instruments/ prosthesis 

through Minimum three chemical dosing pumps supplying 

oxidative/neutral / alkaline detergents 

Each System should be supplied with loading & un-loading carts 

and minimum two no. 

one number 5 Level manifold racks to hold 18-20 trays is 

acceptable 

Doors position at a convenient height for loading and unloading 

using its compatible two trolley system for loading/unloading of 

baskets, equipped with wheels and safety mechanism. 

Chemical dosing pump with level control to adjust detergent 

consumption. Water circulation with suitable pump and speed. 

Fresh water intake between each phase of the cycle for better 
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cleaning. Water load in tank checked by a volumetric system to 

allow the economisation of cycle consumption. Automatic 

connections to cold, warm and DI water. A triple water filtration 

system to captures residues to prevent their re-circulation. 

Auto-diagnostic checking that constantly monitors and displays 

current cycle status and alarms, allows to optimize the washing 

process and to personalize programs on board of the machines 

Two vertical / horizontal installed washing pumps for complete 

drain of the washing circuit with Inbuilt pressure check device.17. 

Minimum 5 inch and above Colour Touch Screen display with 100 

disinfection programs storage with Integrated printer. 

HEPA H14 air filter for drying, with adjustable time and 

temperature settings, to ensure complete drying inside and outside 

of all items in the washing chamber. 

Documentation Package. A full documentation package include: 

Installation Qualification (IQ), Operation Qualification (OQ), and 

Performance Qualification (PQ). 

Electrical power supply-220VAC, 50 Hz. 

Should be having safety built in with emergency stop ; door 

interlock to prevent cross contamination and allowing manual 

opening of doors in case of power failure. 

All Plumbing, Electrical works, Earthing, Cost of cable and panel 

board should also be included, and The Consignee will terminate 

power supply lines and water pipe line in the CSSD unit at one 

point 

 Certifications  CDSCO CERTIFICATE . ISO 13485:2016, ISO  

14971;2019,, ISO 9001:2015, ISO 17665 :2024, ISO 

45001; 2018, ISO 14001; 2025 

 TRADE MARK.  

 SS Material test report with heat seal number 

 

3 TABLE TOP 

FLASH 

STERILIZER 

 

3.1 Capacity 20 Liter to 25 Liter Capacity 

3.2 Specification Sterilization and drying 

Micro processed 

12 alarm levels 

09 sterilization cycles + 01 extra drying cycle 5-9 cycles 

Double lock door 
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Digital control panel with numeric LCD display 

Temperature and security thermostat Round 316L stainless steel 

Security valve for over temperature and security thermostat 

Cylindrical stainless steel AISI 316 chamber with removable 

shelves 

EQUIPPED WITH: PRESSURE TRANSDUCER – monitoring 

internal chamber pressure 

SENSOR PT 100 – monitoring internal chamber temperature 

DISPLAY – alphanumeric digital showing pressure, temperature, 

cycles alarms 

GENERAL KEY – switch ON/OFF equipment in case of use or 

emergency 

HYDRAULIC SYSTEM: 

FILTERS – filtering element of stainless steel, 

SOLENOIDE VALVES – made of forged brass, diaphragm type 

SECURITY VALVES – brass made controls pressure excess 

It comprises the following components: 

Horizontal compact bench-top autoclave 

01 – Wire mesh basket to hold materials 

01 – Water reservoir lid (equipment with tank) 

01 – Resistance protection lid 

Two numbers of complete User/ Technical/ Maintenance manuals 

to be supplied in English (Soft copy and hard copy). 

All internal Plumbing, Internal Electrical works. Earthing, Cost of 

cable and panel board should also be included, The Consignee will 

terminate power supply lines and water pipe line in the CSSD unit 

at one point. 

3.3 Certification System should be ISI or CE certified or FDA certified. 

 

4 ULTRASONIC 

CLEANER 

 

4.1 Capacity 30 Litre  

4.2 Specification • The units should be a compact floor model, with a  built-in 

tank manufactured from high-quality(304)  Stainless steel and a 

solid-state generator that sends ultrasonic (approx42,000 cycles per 

second) impulses through wash water containing detergent and 

electrical  heating; microprocessor controlled display with memory 

time and temperature functions. 

• The electrical energy should be transformed into sound 

waves by transducers, fixed to the bottom of the tank. 
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• The tank is made of solid stainless steel (316). 

•  The ultrasonic cleaner should have a display and control which 

could be easily seen and placed above any liquid for safety and 

reliability. 

• It should have digital read out timer and temperature setting 

(up to +69° C (temperature adjustable from 20 to 69 °C) 

monitoring. 

• Degassing facility included. 

 

Voltage: 210-240V 

Capacity: 20l. 

 

4.3 Certification  CDSCO CERTIFICATE . ISO 13485:2016, ISO  

14971;2019,, ISO 9001:2015, ISO 17665 :2024, ISO 

45001; 2018, ISO 14001; 2025 

 TRADE MARK.  

 SS Material test report with heat seal number 

 

5 SPRAY GUN 

RINSER 

 

5.1 Specification • Spray gun rinse unit should be designed for connection to 

water or compressed air, to use for assisted cleaning of pipettes, 

catheters, cannulas, syringes etc. 

• The spray-gun should include tubing and different tips and 

nozzles for the various cleaning purposes, e.g.: 

• syringes and cannulas with Record cone  measuring and 

blood pipettes catheters and small pipes drainage tubing syringes 

and cannulas with Lure cone spray jet for rapid instrument 

cleaning bottles and Erlenmeyer flasks water jet pumps for suction 

cleaning. 

All appliances are stored within easy reach on a special wall-

mounted rack (included) A special wall-mounted rack should be 

a part of standard supply to store all appliances within easy reach 

 

6 HEAT 

SEALING 

MACHINE 

 

6.1 Specification            (Automatic Rotary Sealing Machine with Printing option) 

• Rotary heat sealers should provide validated of sterilization 
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bags and clear-view pouches (paper/plastic laminate). 

• These through feed-type sealers should be microprocessor-

controlled for highest capacity and ease of operation. 

• The ergonomically design should be tilted forward for 

increased user convenience and space- saving installation. 

• The sealer housing should be powder-coated and the 

control panel is of the flat-membrane type ,for easy cleaning. 

• It should be operationally simple. When a bag is fed into 

one side of the machine, the machine should start automatically or 

by pushing a button, moving the bag through the 

• Machine, and applying pressure and heat to form a perfect 

seal. 

• The warm-up time should not exceed 1 minute, and the 

feed speed should be approx. 10 m/min. 

• The temperature should be adjustable from 50–200°C with 

a tolerance of 1% of the set value. 

• It  should  be  regulated  by  a  heating  element  that  is  

highly  sensitive  to  temperature fluctuations, assuring even 

temperature and perfect seals. 

• Should have a protection mechanism against overheating 

and start prevention at temperature deviations outside+/-

5°Ctolerance. 

• The unit should be supplied with support made of S.S. 

during through-feed in the sealer. 

6.2 Certification The sealers should be built and tested in accordance with ISO 

13485: 2003. 

 

7 MULTI-ROLL 

TAPE 

DISPENSER   

 

7.1 Size   260cmx60cmx120cm (LxWxH) 
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7.2 Specification • This dispenser for sterilizer tape should hold two reel soft 

tapes. 

• The heavy-duty bottom plate should be fitted with anti-slip 

rubber to prevent the dispenser from slipping when tape is torn off. 

• Should be made of high quality coated steel for long use. 

 

8 WORK TABLE 

FOR 

RECEIVING 

TABLE FOR 

SOIL 

INSTRUMENT  

 

8.1 Size  1500x600x900 mm (LxWxH) 

8.2 Specification Stainless steel tables specially designed for work with dry and wet 

goods (heavy-duty sorting of wire baskets and containers and work 

with dry/wet goods, inspection, and packing various sets of 

surgical instruments in trays) and for general purpose pre-storage. 

The work tables should have a rigid stainless steel construction 

which is easy to clean and without sharp edges orcorners. 

 The table should be ergonomically worked up, should have easy to 

clean robust matt-  finished (to  reduce  reflection  of  light  from  

the  surface)  with  minimum  sheet  thicknessof 

1.5 mm stainless steel (304) worktop/surface to withstand and 

carry out heavy work comfortably, either sitting or standing. 

The edges along the front, back and sides should be reinforced and 

widened to 37 mm, giving a rigid construction. 

They are welded together and polished at all corners for good 

hygiene, as well as for the comfort and safety of the staff. 

The worktop should be supported by a complete assembly with 

full-length reinforcements along the front, back and ends, welded 

together at the corners. 

The  support  frame  has  to  be  mounted  on  a  solid,  stable  floor  

stand,  made  of polished stainless steel square tubing, with 

horizontal braces 300 mm above floor level. An adjustable (± 25 
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mm) plastic foot, easy to clean, is mounted on each leg. 

The provision is to be made for a sturdy 445 mm-wide stainless 

steel shelf that can be mounted on the horizontalbraces. 

All edges should be smooth and the rigid frame should be made up 

of minimum 1.5 mm sheet thickness stainless steel(304). 

There should be unobstructed access to the working space, since 

the only supports needed along the front of the table are the corner 

legs. This also facilitates cleaning of floors. 

8.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 

 

9 SOIL 

INSTRUMENT 

TROLLEY 

 

9.1 Size 1200x600x900mm 

9.2 Specification Close cabinet trolley for collection soil instrument from OT and 

wards 

There should be two compartments one to be open from the top 

and other to be open from one        side  

There should be four door for four compartments 

100 mm castors,  plate mounted, two fix and two with break 

9.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 

 

10 CONTROL & 

PACKING 

TABLE WITH 

TWO 

SHELVES   

 

10.1 Size   2000x1400x900 mm(LxWxH) 

10.2 Specification This table should be specially designed for sorting, inspection, 

functional control and packing of various sets for wards, clinics 



 

 

Page 112 of 146 

 

etc. and for surgical instrument sets in trays. The work could be 

done comfortably, either sitting or standing. 

The worktop should be made of S.S 304 grade 1.5mm thick. All 

edges should be smooth. The extended width  of  the  worktop 

should  be  designed to  facilitate thorough inspection  of 

instrument trays and allow the use of large wrapping material. 

The rigid frame is made of stainless steel(304). 

There should be unobstructed access to the working space, since 

the only supports needed along the front of the table are the corner 

legs. This also facilitates cleaning of floors. 

The single workplace table should have 700 mm wide worktop and 

a double workplace should have1400 mm  worktop. 

The  table  should  include  a  two-shelf  console,  mounted  on  the  

worktop,  for  storage  of packaging materials. The rigid supporting 

columns of the console include 2 electrical outlets. 

There should be a free space of 450 mm between the lower shelf 

and the worktop, and 150 mm between the two shelves. 

Table should we completely made with 38mm square pipe SS 304  

, 2mm thick  structure  with proper support  

 The table should have two drawer unit  (both  sides  as  double  

model)  mounted  under the worktop. 

Each drawer unit should be 400 mm wide and includes a two 

drawer and a sliding plate. 

LED tube fittings to be  on both side of the table  

There should be 15 amp two plug points   

10.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 

 

11 STORAGE 

SHELF 

 

11.1 Size 1500x500x1800mm (LxWxH) 

11.2 Specification Construction should be based on single free-standing shelf 
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modules for storage of clean linen, instruments, and packing 

material or sterilized goods, including disposables. 

The compact modules should have shelf lengths of 

1000mmdepending on site conditions. and the modules should be 

extremely space-efficient. Moreover, two single modules can be 

placed back  to back  and combined as a double module  unit. 

The wire construction should allow good air circulation while 

permitting easy inspection of the goods. 

Thewireshelvesshouldbemadeofspecialheavy-

dutysteel(304),chromium-plated 

The modules should be easy to assemble on site and all parts fit 

precisely. 

Shelves should be mounted by means of plastic clamps onto 

circular rigid posts, with the adjustable height within  a  range  of  

about  50  mm.  Each  post  should  include  a height Adjustable 

foot. 

Each module should include 5 shelves, mounted at heights of about 

450, 800, 1150, 1500 and 1850 mm above floor level. 

The shelf unit could also be used as a mobile storage unit by 

replacing the foot  with  optional Ø 125 mm castors. 

Shelf should we made from 1.2 mm ss 304 sheet with 6 mm hole at 

40mm centre to centre in zigzag design. 

11.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 

 

12 INSTRUMENT 

STORAGE 

CABINET 

 

12.1 Size Size: 900x1800x400mm (WHD) with 5 selves size 885x350 mm 

(Wx D) 

12.2 Specification with toughened glass door 

fitted with handle lock and stopper 

 To keep sterile instrument which are valuable and needs to store 
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under lock and key 

12.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 

 

13 FREE 

STANDING 

BASKET 

RACK (24 

BASKETS) 

 

13.1 Size 1850x480x2000  mm(LxWxH) 

13.2 Specification Quotations should be  offered for  both single  and  double  basket 

storage racks to store 

wire baskets in sterile storage and/or as pre-storage of clean packed  

goods. 

The rack should be designed as an open unit to promote aeration of 

sterilized goods and    to make inspection of stored goods as easy 

aspossible. 

Baskets should be loaded and unloaded by conveniently sliding 

them on rigid, horizontal guide-rails, consisting of 50 x 20 mm 

steel profiles. 

The guide-rails are welded to a robust support column mounted on 

a rigid floor stand. 

The columns should be joined by support frames on top and below 

the base of the rack. 

To facilitate cleaning of the floor, the base should have a rigid 

construction that minimizes the number of legs needed for support. 

Each leg should have an adjustable foot(±25mm). 

The single rack should have a free-standing section that holds 5 

baskets in each vertical. 

13.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 
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14 MODULAR 

STERILIZING 

BASKETS, 

 

14.1 Size  585x395x195 (LxWxH) mm 

14.2 Specification It should be modular design with standard SPRI sizes and high 

precision and should be designed for sterilizing / processing as 

well as easy handling and management of the supply, storage and 

distribution of re-circulated sterilized goods.. 

 It should be self-drying after disinfection in hot water 

(min.+85°C) 

 Instrument trays  should be  sturdy,  jig-welded trays  maintain 

their  size  and  shape  even  if handled carelessly. 

It should be both nestable and stackable There should be special 

wire support to help making baskets both stackable (when the 

supports are folded into the basket) and nestable (when the 

supports are folded out) 

The top frame should be designed such that it should serve as a 

handle grip for easy carrying even when heavily loaded. 

There should be no sharp edges or wires. 

The surfaces should be smooth to assure easy cleaning in a washer-

disinfector. 

The baskets should be made of electro-polishes heavy-duty 

stainless steel (304) and should have a rigid bottom frame that 

gives space for airing between goods and work surfaces and allow 

use on roller belt and chain conveyors. 

 It should be  designed  and  manufactured in  accordance  with  

high  quality specifications to assure long lifetime. 

14.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 

 

15 STERILE 

TRANSPORT 

TROLLEY  

 



 

 

Page 116 of 146 

 

15.1 Size (LxWxH) 1400 x750x1000  mm 

15.2 Specification A trolley for sterile goods handling where higher than normal dust 

protection is required, e.g. short transports between hospital 

buildings. Suitable for handling baskets or containers with a total 

capacity of 9 STU (1 STU = 600 x 300 x 300 mm) on three solid, 

removable shelves (3 x 3 STU). 

Trolley should be fitted with large stainless steel wheels (Ø 160 

mm) for easier maneuverability. 

Two fixed wheels and two swivel wheels with brakes. 

 The fully welded stainless steel construction (minimum 18 gauges, 

304) makes it suitable for cabinet washers. The doors open 270° 

for easy access and cleaning. 

Trolley should have lockable doors and should include handlebars. 

15.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards 

 

16 PASS BOX   

16.1 Size 600x600x600mm 

16.2 Specification Both door should be hinge open able 

Double  wall design MOC 304 SS 

Should have magnetic locking system   

The should also have a  built-in safety   

 Should have Led and UV light inside and should be automatically 

switch on and off on opening and closed door  

Hour meter for UV light . 

Audio visual alarm if door kept  open 

Toughened glass large  window on both doors 

16.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 
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17 INSTRUMENT 

TRAY BIG 

 

17.1 Size  450x250x70mm 

17.2 Specification It should be modular design with standard sizes and high precision 

and should be    designed for use with modular wire baskets 

through all phases of instrument processing: washing and 

disinfection (both manual and in an automatic washer-disinfector), 

ultrasonic cleaning, inspection and packing, sterilization, storage, 

distribution and usage. 

It should be self-drying after disinfection in hot water (min.+85°C) 

Instrument trays should be sturdy with perforated sides   

 It should bestackable. 

All cross-points in the network and vertical wires to top and 

bottom frames should be point- welded. All free wire ends should 

be soft-polished to prevent injury when handled. 

It should be electro-polished for smooth, clean surfaces and also 

suitable for ISO modular wire baskets. 

17.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 

 

18 INSTRUMENT 

TRAY 

 

18.1 Size 340x250x70 mm 

18.2 Specification It should be modular design with standard sizes and high precision 

and should be    designed for use with modular wire baskets 

through all phases of instrument processing: washing and 

disinfection (both manual and in an automatic washer-disinfector), 

ultrasonic cleaning, inspection and packing, sterilization, storage, 

distribution and usage. 

 It should be self-drying after disinfection in hot water 

(min.+85°C) 

 Instrument trays should be sturdy with perforated sides   

It should bestackable. 
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All cross-points in the network and vertical wires to top and 

bottom frames should be point- welded. All free wire ends should 

be soft-polished to prevent injury when handled. 

It should be electro-polished for smooth, clean surfaces and also 

suitable for ISO modular wire baskets. 

18.3 Certificate should be ISO 13485, CE & ISO 9001 certified for quality 

standards. 

 

19 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CSSD 

FURNITURE 

SUPPLY & 

PLACING 

1. Civil work – like if any Demolition all types, Construction, 

Painting, Floor tiling, Ceiling modification works Inside CSSD.  

2. Compressed air pipeline with dual air compressor system of 

7.5-10 HP or suitable capacity . For work within CSSD Area for 

Sterilizer’s and Wash Station 

3.Supply and Installation of one no Wash Station with 2 sinks for 

dirty area  (Size: 2000x750x850mm)  

4.Plumbing work: Drain line, waterlines as per requirement at 

CSSD Area.  

5. RO pumps with Booster pump & storage tank including pipe 

connection up to CSSD Area given by Hospital. Raw water 

connection will be provided by Hospital at CSSD Area & RO 

Pump Area. 

6.Air conditioning  - Split AC as required  

7.Peripheral Lighting inside the CSSD. 

8. Complete Electrical works inside CSSD with all safety 

features. Hospital will provide DB Box & points outside CSSD 

Area. 

9. Connect& backup CSSD with Hospital Generator line. 

(Generator line up to DB Box with Generator backup connection 

given by Hospital outside CSSD Area) 

10. Partition walls, Doors (if any) as per requirement of site. 

11. Lifting and unloading and window opening (if any) and re-

construction for materials accessibility on site if required. 

12. Should provide antistatic flooring / epoxy flooring and anti-

bacterial walls in sterile area and all other areas with color coded 

flooring 

13. Fire safety equipment should be supplied within CSSD Area. 
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MECHANICAL LAUNDARY  ON TURNKEY BASIS  

 

SR. 

NO. 

PARTICULARS QUANTITY   

1 INDUSTRIAL WASHER FRONT LOADING CAPACITY 

100 KG, ELECTRIC HEATING 

02 NOS 

2 INDUSTRIAL HYDRO EXTRACTOR CAPACITY 50 KG, 

DIRECT DRIVE 

02 NOS 

3 INDUSTRIAL TUMBLE DRYER WITH AUTO STOP 

TIMER, CAPACITY:- 120 KG ELECTRIC HEATING 

02 NOS 

4 FLAT WORK IRONER SIZE: DIA. 400*3000MM 

LENGTH. HEATING: ELECTRIC CHEST HEATED 

01 NOS 

5 VACUUM IRONING TABLE WITH HEATING TOP 04 NOS 

6 ELECTRIC STEAM GENERATOR 01 NOS 

7 SS WET TROLLEY CAPACITY 50KG 02 NOS 

8 SS DRY TROLLEY CAPACITY 50KG 02 NOS 

9 SS MOBILE TABLE WITH UNDERNEATH SHELF 02 NOS 

10 SS SHELF RACK – 4 SHELF 04 NOS 

11 OTHER WORK 1 LOT 

 

S. No GMDN Name Technical Characteristics 
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1 INDUSTRIAL 

WASHER – 

FRONT 

LOADING 

(CAPACITY: 

100 KG) 

Technical Specification of Industrial washer front loading 

CAPACITY: 100 KG with CE Marking and ISO9001:2008 

Company 

 

Frame 

Fabricated out of heavy-duty M. S. channels and angles and 

designed to provide a robust structure and suitably protected 

against corrosion. 

 

Inner Drum/ Basket 

Periphery of stainless-steel sheets with welded construction 

having perforation throughout. The perforations are die. sunk 

from inside. Three or four lifters of 'U' section covering the 

full length are provided. Special care is taken to ensure a 

smooth internal surface with all contact parts of stainless steel. 

The inner basket is supported with shaft and bearings. The 

bearings are supported on the trams. 

 

Outer Basket 

The periphery of the outer basket enclosing the inner basket is 

rolled from stainless steel. Separate door with handle of 

stainless steel in line with the inner basket is provided. The 

size of door is designed to provide ample space for easy 

loading and unloading of linen. 

 

Water Inlet. 

a) Water level indicator 

b) Automatic Digital Temperature Controller. 

c) Manual operated Drain Valve 

d) Overflow arrangement. 

e) Shaft seal. 

f) Soap/ Detergents dispenser Compartment 

g) S. S. baffle tray for use while loading & unloading. 

 

Truunion 

The shafts of the inner basket are supported on heavy duty 

bearings enclosed in cast iron housing supported on the 

machine frame and kept away from outside basket ensuring no 

contact with water. 

 

Electrical Control Panel 

The machine will be provided with an integrally mounted 

electrical control panel. The control panel will be provided 
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with contactors, controllers, and thermal overload relays. Fuse 

/MCB reversing timer, cable glands and main supply 

connectors. The machine will be designed to suit 415V, 3 

phase & N, 50hz, 

A/C. supply. Necessary point for earth will be provided. 

 

Electrical Operation Panel 

Control panel is provided on the front side of the machine and 

at a convenient height. 

 

Safety Features 

The machine has been designed keeping in a view the safety 

of the operator and machine: 

a) Outside basket door comes with Manual Handle Lock 

b) Washer does not function until the door is firmly 

closed. The machine will not start if the door left open. 

c) An overflow arrangement prevents the machine from 

flooding with water. 

d) Thermal overload relay cuts off supply to the motor 

during the overloading. 

 

Standard Accessories 

The machine is supplied along with digital temperature 

Controller. 

 

Finish 

The machine is painted with rubber/enamel paint and the 

finish will be as per modern industrial design 

 

Capacity : 100 Kgs 

Drum Diameter : 1150 mm 

Drum Depth : 1380 mm 

Drum Volume : 1400 Ltrs  

Motor : 7.5 hp 

Overall dimensions ( lxdxh ) : 2545x1360x1570 mm 

MATERIAL USED 

Motor : Crompton 

Electrical : L&T Contactors  

Steel : Jindal AISI 304  Grade 
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2 INDUSTRIAL 

HYDRO 

EXTRACTOR 

(CAPACITY: 50 

KG) 

Technical Specification of Industrial Hydro Extractor  CAPACITY: 

50 KG with CE Marking and ISO9001:2008 Company 

 

Frame 

Fabricated out of heavy-duty M. S. channels and angles and 

designed to provide a robust structure and suitably protected 

against corrosion. 

 

Inner Drum/ Basket 

Periphery of stainless-steel sheets with welded construction having 

perforation throughout. Special care is taken to ensure a smooth 

internal surface with all contact parts of stainless steel. The inner 

basket is supported with shaft and bearings.  Safety door lock.  

Suspended constructing for low noise level 

 

Outer Basket 

The periphery of the outer basket enclosing the inner basket is 

rolled from stainless steel. Separate door with handle of stainless 

steel in line with the inner basket is provided. The size of door is 

designed to provide ample space for easy loading and unloading of 

linen. 

 

Electrical Operation Panel 

Control panel is provided on the Top side of the machine and at a 

convenient height. 

 

Safety Features 

The machine has been designed keeping in a view the safety of the 

operator and machine: 

a) Outside basket door comes with Manual Handle Lock 

b) Thermal overload relay cuts off supply to the motor during 

the overloading. 

Standard Accessories 

The machine is supplied along with standard electrical gadgets. 

Finish 

The machine is painted with rubber/enamel paint and the finish will 

be as per modern industrial design 

 

Capacity : 50 kg 

Drum Diameter : 915 mm 

Drum Depth : 350 mm 

Drum Volume  : 230 Ltrs  

Motor : 7.5  hp 

Over all Dimensions( lxdxh ) : 1300 X 1850X 960 mm  

MATERIAL USED 

Motor : Crompton 

Electrical : L&T Contactors 
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Steel : Jindal AISI 304  Grade 

3 INDUSTRIAL 

TUMBLER 

DRYER WITH 

AUTO- STOP 

TIMER STEAM 

HEATING 

TECHNICALSPECIFICATION OF TUMBLER WITH AUTO -

STOP TIMER CAPACITY: - 120 KG With CE Marking from 

1509001:2008 Company. 

 

ARRANGEMENT 

Drying Tumbler is especially designed for Hosiery Dyeing 

Industry, Garment Export Industry, Denim Processing Units, Terry 

Towel plants, Home Furnishings. All types of Laundry Works for 

Hotels/Hospitals to get uniform drying, rapidity softness & 

shrinkage control. Front loading, Open pocket, Large Dia Die 

pressed, Powder coated door Stainless Steel Inner Basket, Outer 

Body Double walled Glass wool Insulated, Centrifugal High 

Suction Powerful Blower used, Automatic Control panel for Auto 

Reverse/Forward Auto Digital Temperature control functions. 

 

FRAME 

The frame of the machine is of welded construction using M. S. 

plates, angles and flat and suitably protected against corrosion 

 

INNER BASKET 

The inner basket is fabricated out of perforated stainless-steel SS 

304 sheets and is of welded construction. Suitable lifters of 'U' 

sections are provided inside the full length of the basket for 

efficient tumbling action and quick drying. Care is taken to provide 

a smooth inner surface of the basket. The inner basket is supported 

on shaft at one end which moves on bearings. 

 

OUTER BASKET 

The outer basket is fabricated out of M. S. sheets and is welded on 

the frame. The outer body front is provided with a large door for 

loading and unloading. The body carries heaters battery at the top, 

exhaust blower, exhaust ducting and lint cleaning system at the 

bottom. The outer basket is insulated to minimize heat loss. The 

outer basket carries an operating control panel with digital 

temperature controller, timer, push buttons, ON/Off switches and 

indicating lamps for main supply. 

 

HEATING BATTERY 

Suitable electric heating battery is provided at the top of outer 
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basket and is designed for maximum Utilization of heat. The 

electric heating battery has SS tubes and Galvenized fins. 

 

EXHAUST BLOWER 

An exhaust blower with directly mounted cast aluminum impeller 

is fixed at the bottom of the outer basket. The blower promotes 

downward flow of hot air through the tumbling clothes. 

 

LOADING AND UNLOADING DOOR 

A steel door is provided in the front of the outer basket. The door 

has a toughened glass at its center and the door is locked in position 

with a single latch. The door is designed for ease of loading and 

unloading. The door is finished with metallic powder coating. 

 

DRIVE 

A motor fitted on the back of the machine drives the inner basket 

through a set of multiple pulleys and V belts. Necessary belt 

tightening arrangement is provided. Pulleys and 'V' belt drive is 

covered with safety guard. 

 

SAFETY FEATURES 

The machine is designed for the safety of operator and machine. - 

a) The door has an interlocking arrangement as a safety device 

and the machine cannot be operated when the door is in an open 

position. 

b) An electrical safety interlock is provided on the door which 

stops the machine in 

c) Necessary safety guards are provided on 'V' belt pulley 

drive. 

d) The machine stops automatically at the end of preset time 

thus ensuring correct use of machine. 

 

ELECTRIC CONTROL PANEL 

An integrally mounted electrical control panel consisting of 

contactors, overload relays, MCB for the control of drive motor and 

blower motor is provided. A timer for automatic forward- reverse 

rotation of drive motor /inner basket is provided in the control 

panel. 

 

OPERATING CONTROL PANEL 

An operating control panel consisting of start, stop push buttons 

with indicating lamps digital temp. Controller, Digital timer for 

presetting operating time is provided on the front side of the 

machine at easy operating height.  

 

SPECIAL FEATURES 

Digital timer to preset operational time, showing the laps/ 
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remaining time of 

drying process and stopping of machine at the end of preset time 

(timer range Oto 99 min.). 

 

STANDARD FITTINGS 

The machine is provided with digital temperature controller  for 

viewing Process temperature and digital timer for selecting drying 

time. 

 

FINISH 

The machine is finally painted with enamel paint and finished as 

per modern industrial design. The machine will be generally as per 

our following drawing. 

 

TECHNICAL DETAILS 

Capacity      : 120 kg 

Drum Diameter  : 1600 mm 

Drum Depth : 1200 mm 

Drum Volume : 2400 Ltrs  

Drive Motor : 3 hp 

Blower Motor : 2 hp x 2 

Electrical Heater : 48 kw 

Overall Dimensions( lxdxh ) : 1800x1960x2040 mm 

MATERIAL USED 

Motor : Crompton 

Electrical : L&T Contactors 

Steel : Jindal AISI 304  Grade 

4 FLAT WORK 

IRONER 

ROLLER SIZE 400 x 3000 Electric Chest Heated 

DESCRIPTION: 

The machine should be an industrial chest type ironer with roll and 

chest, front feed, and rear return type. Machine should have 

pressure throughout the entire width ensures high ironing quality. 

The machine should be a simple and reliable drive for easy 

operation and hassle-free maintenance. Machine rolls should cover 

spring press and padding. Should have suction fan with adjustable 

controller for removal of moisture. With imported feeding and 

heating belts. With variable frequency drive. Machines should be 

electric, the ironer is specially designed for major laundries, 

hospitals etc. Sophisticated technical qualities are incorporated in 

this model. Its strong construction and design are guarantee for 

long life at low maintenance cost 

FRAME: 

The frame is made of M.S. channels, angles and plates and 

designed to form a rigid support for the chests, rollers and gap 

pieces. The frame is well protected against corrosion. 

DRIVE SYSTEM 

The roller is driven by a motor coupled to a reduction gear box 
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through set of V-belts and pulleys and a set of spur gear. The 

variable speed drive system consists of a motor controlled by 

variable frequency inverter drive to achieve step less speed. 

The potentiometer mounted on the front panel helps in the selection 

of any speed between the maximum and minimum specified speed 

limits. The drive system is suitable for 430V, 3phase, 50hz A.C. 

supply. 

DELIVERY TABLE 

A delivery table made of M.S. powder coated is provided at the rear 

of the machine. The ironed linen automatically comes out into this 

table. 

SAFETY SYSTEM 

The machine is provided with the following safety arrangements: - 

Finger guard: Above the feeding conveyor a finger guard is fitted. 

The finger guard is electrically interlocked with drive to avoid the 

operator's fingers from getting crushed between the roller and the chest. 

The slightest disturbance of the finger guard stops the drive. 
ELECTRICAL CONTROL PANEL 

An integrated control panel consisting of necessary contactors, 

thermal overload relays, MCB are provided for controlling the 

drive motor. 

ELECTRICAL CONTROLSYSTEM 

Necessary push buttons with indicating lamps are provided in the 

front. Indicating lamps for main supply is also provided. 

FINISH 

The machine is finally painted with chlorinated rubber paint 

and finished as per modern industrial design 

TECHNICAL DETAILS 

Roller Diameter : 400 mm 

Roller length : 3000 mm 

Motor : 3 H.P 

Blower Motor : 2 HP 

Electrical Requirement   : 18 kw 

Over all Dimensions (l x d x h ) : 3950x800x1300 mm       

 

5 VACUUM 

IRONING 

TABLE WITH 

HEATING TOP 

Description: 

• It should have silicon foam and heatproof cloth. 

• It should be made up of powder coated and it is to be 

conveyed with powder-coating unit with trays. It should have a side 

iron stand with silicon iron pad. 

• Suction motors full-length foot pedal switch to control 

suction. 

• The Vacuum Board should be uniformly perforated and 

covered with an aluminum mesh for perfect and uniform steam 

ironing control. Minimum Size: 130 X 80 cm. 

• It should have metalized Teflon Shoes with Silicon & 

Hosepipe. Suitable boiler capacity minimum 8 kg/hr. steam output 
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to be provided 

 

Technical Specification of vacumm ironing table with press: 

Table size            1300 x 800 mm 

Vacuum motor 0.75 HP AC Motor – 3 Phase 

Electric Heater Inbuilt heater 0.8 kw and 0.8 kw for press 

Steam inlet            x1 / 4 

Vacuum/Duct size: 3* Inch 

Electric supply 3- phase + N + E, 415v, 50Hz 

6 ELECTRIC 

STEAM 

GENERATOR 

(CONNECTED 

TO IRONING 

TABLE) 

Description: 

• Equipped with automatic electronic steam boiler control. 

• Manual feeding of water 

• Equipped with a safety valve and overheat protection 

supplied 

 

TECHNICAL SPECIFICATION 

 Capacity             3 Kg per hr. steam  

 Feature                        Manual  

 Electric Heater 2 kw  

 Steam Output            ½ inch  

 Water Inlet             ½ inch  

 Steam Pressure 3.35 bar  

 Power Supply             3 phases + N+E, 415v, 50 Hz  

7 WET 

TROLLEYS 

Description: 

The trolley should Incorporate the following features: 

• Complete stainless steel of construction for a long rust-free 

life. 

• Corners to be rounded for easy movement and fitted with 

rubber bumpers to avoid any damage. These trolleys to be mounted 

with 4 nos. (2 swiveling & 2 Fixed type) ball bearing wheels. 

•  These trolleys should have a perforated S.S. mesh at 

the bottom and to be fitted with a drain valve. 

 

TECHNICAL SPECIFICATION 

  

 Thickness size                0.8 mm  

 Size                                    36 W*24” D*27” H*  

 Wheels                                   Castor wheels should be at 

least 4” dial  

 Drains valve size            40mm Dia  

            Thickness of SS Mesh  0.8 mm thickness  

8 DRY 

TROLLEYS 

Description: 

The trolley should Incorporate the following features: 

• Complete stainless steel of construction for a long rust-free 

life. 

• Corners to be rounded for easy movement and fitted with 

rubber bumpers to avoid any damage. These trolleys to be mounted 
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with 4 nos. (2 swiveling & 2 Fixed type) ball bearing wheels. 

• These trolleys should have a perforated S.S. mesh at the 

bottom and to be fitted with a drain valve. 

 

TECHNICAL SPECIFICATION 

  

 Thickness size                       0.8 mm  

 Size                                   36 W*24” D*27” H*  

 Wheels                          Castor wheels should be at 

least 4” dial  

 Drains valve size           40mm Dia  

 Thickness of SS Mesh  0.8 mm thickness  

9 SS MOBILE 

TABLE 

Description: 

The trolley should Incorporate the following features: 

• Complete stainless steel of construction for a long rust-free 

life. 

• With underneath shelf table to be mounted with 4 nos. (2 

swiveling & 2 Fixed type) ball bearing wheels. 

 

TECHNICAL SPECIFICATION 

  

 Thickness size                            0.8 mm  

 Size                                       36 W*24” D*30” H*1”  

 Wheels                          Castor wheels should be at 

least 4” dial  

 Drains valve size             40mm Dia  

 Thickness of SS Mesh             0.8 mm thickness  

10 SS SHELF 

RACK 

The shelf rack should Incorporate the following features: 

• Complete stainless steel of construction for a long rust-free 

life. 

• With four adjustable shelf 

• These racks should have a perforated S.S. mesh at the 

bottom and to be fitted with swivel castors. 

 

TECHNICAL SPECIFICATION 

  Thickness size                          0.8 mm  

 Size                                     1200mmW * 450mmD * 

1800mmH  

 Wheels                             Castor wheels should be at 

least 4” dial  

11 OTHER WORK Necessary Civil Work, Shed work as per site Requirements 

Loading and Unloading of All Equipment and Material 

Installation of all the equipment 

Transportation of Equipment 
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Any other work if arising during Executing. 

 

 

 

Signature 

 

 

Date 

 

 

Place 

 

 

 

 

 

 

 

 

 

 

 

 

 

Annexure XI: Compliance sheet for Technical Proposal 

 

Compliance Sheet for all Equipment 
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Signature 

 

 

Date 

 

 

Place 

 

 

 

 

 

Appendix XII: Place of delivery 

Sr.no Technical specifications /composition of 

tender enquiry  

Compliance on each 

parameter with detailed 

substantiation how the 

offered product meets the 

requirement. (Do not 

write simply yes or 

complied or as per 

licenses mentioned in the 

bid. If written then bid 

will be rejected) 

Brand 

name(only  

For 

importer)   

Medical 

devices/ 

import 

license 

MSME/ 

SSE 

Remarks, 

If any 

A B C D E F G 
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Place Of Delivery DH Thane 

 

 

 

Signature 

 

 

Date 

 

 

Place 
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Annexure-XIII: Self Declaration Affidavit (on Rs.500/- Stamp Paper) 

 

I .................................................... age ...................................... address 

........................................ (Authorized signatory to sign the contract), hereby submit, vide this 

affidavit in truth, that I am the owner of the contracting firm .................................... / 

authorized signatory and I am submitting the documents in envelope no.1 for the purpose of 

scrutiny of the contract. I hereby agree to the conditions mentioned below: -  

a. I am liable for action under Indian Penal Code for submission of any false / 

fraudulent paper / information submitted in envelope no.1.  

 

b. I am liable for action under Indian Penal Code if during contract period and defect 

liability period, any false information, false bill of purchases supporting proof of 

purchase, proof of testing submitted by my staff, subletting company or by 

myself, I will be liable for action under Indian Penal Code.  

c.  I am liable for action under Indian Penal Code if any paper is found false / 

fraudulent during contract period and even after the completion of contract 

(finalisation of final bill).  

 

  

  

 

(Signature of Bidder)  

 

(Seal of company) 
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Annexure-XIV: Manufacturer’s Authorization Form 

(Manufacturer’s or Producer’s Letter head) 

 

 

 

To, 

The Chief Executive Officer, 

Maharashtra Medical Goods Procurement Authority, 

1
st
 Floor, Arogya Bhawan, 

P.D’ Mello Road, Mumbai- 400001. 

 

WHEREAS (Name of Manufacturer or producer) (hereinafter, “we” “us”) who is  established 

and reputable manufacturer’s or producers of (name and/or description of Goods requiring 

this authorization) having production facilities at (Insert address of the factory) do hereby 

authorize (name and address of Bidder) (herein after, the” bidder”) to submit a bid, and sign 

the Contract with you against Request For Proposal ref no. (Title and reference of RFP) 

including the above goods produced by us. 

 

We hereby extend our full guarantee and warranty for the above specified Goods described 

above in accordance with the terms and conditions of this Request for Proposal and Contract 

to be executed between the Bidder and Authority.  

 

 

For and on behalf of the Manufacturer or Producer 

 

 

Signed: _____________________________________________ 

 

 

Date: _____________ 

 

In the capacity of (Title, position, or other appropriate designation) and duly authorized to 

issue Authorization Form on behalf of (Name of Manufacturer or producer) 

 

Note:  

 

This Letter /form should be signed by a person competent and having the power of 

attorney/authority to legally bind the manufacturer. This should be included by the bidder in 

it’s bid. 

 

This Letter /form is required to be provided by Importer and Authorized Distributor. 
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 Annexure-XV: Format for EMD Bank Guarantee 

To be submitted in original at MMGPA office 

B.G. No. Dated: 

  

1. In consideration of you, Maharashtra Medical Goods Procurement 

Authority, having its office at 1
st
 Floor, Arogya Bhawan St. George's 

Hospital Compound, Near C.S.M.T. Railway Station, Mumbai - 400 001 

Maharashtra (hereinafter referred to as the “Authority”, which expression 

shall unless it be repugnant to the subject or context thereof include 

its, successors and assigns) having agreed to receive the bid   

of ……………………(mention nature of entity and acts under which it is 

registered) and having its registered office at ……………………… 

(hereinafter referred to as the “Bidder” which expression shall unless it be 

repugnant to the subject or context thereof include its/their executors,        

administrators,        successors        and        assigns),        for   the Supply, 

Installation and Commissioning of  Equipment for District Hospital on 

turnkey Basis Group B (hereinafter referred to as “the Project”) pursuant 

to the RFP Document dated …………… issued in respect of the Project 

and other related documents (hereinafter collectively referred to as 

“Bidding Documents”), we (Name of the Bank) having our 

registered office at ……………………… and one of its branches 

at …………………….. (Hereinafter referred to as the “Bank”), at the 

request of the Bidder, do hereby irrevocably, unconditionally and without 

reservation guarantee the due and faithful fulfilment and compliance of the 

terms and conditions of the Bidding Documents (including the RFP 

Document) by the said Bidder and unconditionally and irrevocably 

undertake to pay forthwith to the Authority an amount of Rs. 

…………. (Rupees ……………………….. only) as bid security 

(hereinafter referred to as the “Guarantee”) as our primary obligation 

without any demur, reservation, recourse, contest or protest and without 

reference to the Bidder if the Bidder shall fail to fulfil or comply with all or 

any of the terms and conditions contained in the said Bidding Documents. 

  

2. Any such written demand made by the Authority stating that the Bidder 

is in default of the due and faithful fulfilment and compliance with the 

terms and conditions contained in the Bidding Documents shall be final, 

conclusive and binding on the Bank. 

  

3. We, the Bank, do hereby unconditionally undertake to pay the amounts due 

and payable under this Guarantee without any demur, reservation, recourse, 
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contest or protest and without any reference to the Bidder or any other 

person and irrespective of whether the claim of the Authority is disputed 

by the Bidder or not, merely on the first demand from the Authority 

stating that the amount claimed is due to the Authority by reason of 

failure of the Bidder to fulfil and comply with the terms and conditions 

contained in the Bidding Documents including failure of the said Bidder to 

keep its Bid open during the Bid validity period as set forth in the said 

Bidding Documents for any reason whatsoever. Any such demand made 

on the Bank shall be conclusive as regards amount due and payable by 

the Bank under this Guarantee. However, our liability under this 

Guarantee shall be restricted to an amount not exceeding Rs. ………… 

(Rupees …………………………. only). 

  

4.   This Guarantee shall be irrevocable and remain in full force for a period of 

240 (two     hundred and forty ) days from the Bid Due Date inclusive of a 

claim period of 60 (sixty) days or for such extended period as may be 

mutually agreed between the Authority and the Bidder, and agreed to by 

the Bank, and shall continue to be enforceable till all amounts under this 

Guarantee have been paid. 

  

5. We, the Bank, further agree that the Authority shall be the sole judge to 

decide as to whether the Bidder is in default of due and faithful 

fulfilment and compliance with the terms and conditions contained in the 

Bidding Documents including, inter alia, the failure of the Bidder to keep its 

Bid open during the Bid validity period set forth in the said Bidding 

Documents, and the decision of the Authority that the Bidder is in default as 

aforesaid shall be final and binding on us, notwithstanding any differences 

between the Authority and the Bidder or any dispute pending before any 

Court, Tribunal, Arbitrator or any other authority. 

  
6. The Guarantee shall not be affected by any change in the constitution or 

winding up of the Bidder or the Bank or any absorption, merger or 

amalgamation of the Bidder or the Bank with any other person. 

  

7. In order to give full effect to this Guarantee, the Authority shall be entitled 

to treat the Bank as the principal debtor. The Authority shall have the fullest 

liberty without affecting in any way the liability of the Bank under this 

Guarantee from time to time to vary any of the terms and conditions 

contained in the said Bidding Documents or to extend time for 
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submission of the Bids or the Bid validity period or the period for 

conveying acceptance of Letter of Award by the Bidder or the period for 

fulfilment and compliance with all or any of the terms and conditions 

contained in the said Bidding Documents by the said Bidder or to postpone 

for any time and from time to time any of the powers exercisable by it 

against the said Bidder and either to enforce or forbear from enforcing any of 

the terms and conditions contained in the said Bidding Documents or the 

securities available to the Authority, and the Bank shall not be released 

from its liability under these presents by any exercise by the Authority 

of the liberty with reference to the matters aforesaid or by reason of time 

being given to the said Bidder or any other forbearance, act or omission on 

the part of the Authority or any indulgence by the Authority to the said 

Bidder or by any change in the constitution of the Authority or its 

absorption, merger or amalgamation with any other person or any other 

matter or thing whatsoever which under the law relating to sureties would 

but for this provision have the effect of releasing the Bank from its such 

liability. 

  

8. Any notice by way of request, demand or otherwise hereunder shall 

be sufficiently given or made if addressed to the Bank and sent by courier 

or by registered mail to the Bank at the address set forth herein. 

  
9. We undertake to make the payment on receipt of your notice of claim on 

us addressed to [name of Bank along with branch address] and delivered 

at our above branch which shall be deemed to have been duly authorised to 

receive the said notice of claim. 

  

10. It shall not be necessary for the Authority to proceed against the said 

Bidder before proceeding against the Bank and the guarantee herein 

contained shall be enforceable against the Bank, notwithstanding any 

other security which the Authority may have obtained from the said 

Bidder or any other person and which shall, at the time when proceedings 

are taken against the Bank hereunder, be outstanding or unrealised. 

11. We, the Bank, further undertake not to revoke this Guarantee during its 

currency except with the previous express consent of the Authority in writing. 

12. The Bank declares that it has power to issue this Guarantee and discharge 

the obligations contemplated herein, the undersigned is duly authorised and 

has full power to execute this Guarantee for and on behalf of the Bank. 
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13. For the avoidance of doubt, the Bank’s liability under this Guarantee shall 

be restricted to Rs. ……… (Rupees ………………..........  only). The 

Bank shall be liable to pay the said amount or any part thereof only if 

the Authority serves a written claim on the Bank in accordance with 

paragraph 9 hereof, on or before [……. (Indicate date falling 240 days 

after the Bid Due Date)].  

 

Signed and delivered by ………………………. Bank 

By the hand of Mr./Ms …………………….., its ………………….. and authorised 

official. 

  

 (Signature of the Authorised Signatory)  

(Official Seal)  
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Annexure-XVI: Format for Performance Security Bank Guarantee 

  

  

To, 

The Chief Executive Officer 

Maharashtra Medical Goods Procurement Authority 

1
st
 Floor, Arogya Bhawan 

P. D’Mello Road, Mumbai- 400001 

Dear Sirs. 

Whereas you intent to enter into a contract, as per your Letter of Intent, Reference No. 

_________________ dated _______( Hereinafter referred to as "the contract") with M/s 

_________________ as vendor for the supply of__________________ defined in contracts schedule, 

(hereinafter referred to as "the goods / services") and whereas the vendor has undertaken to produce a 

performance cum warranty bond for amount of Rs ______________ being equal to 3% of the total 

contract value of the goods / services to be delivered as specified contract No 

_________________dated ______ referred to as "contract to secure its obligations to the beneficiary 

with respect to the goods specified in the invoice. 

1. We _______________ (Name of the Bank), hereby expressly, irrevocably, and unreservedly 

undertake and guarantee as principal obligators on behalf of the Seller that in the event that the 

beneficiary submits a written demand to us stating that the Seller has not performed according to 

the terms and conditions of the contract, we will pay you on demand and without demur any sum 

up to a maximum amount of (3% of the contract value). Any claims must bear the confirmation of 

your bankers that the signatures thereon are authentic. Your written demand shall be conclusive 

evidence to us that such written demand. For the avoidance of doubt any documents received by 

way of facsimile or similar electronic means is/are not acceptable for any purpose(s) under this 

guarantee. 

2. We shall not be discharged or released from this undertaking and guarantee by any 

arrangements, variations made between beneficiary and the seller or any forbearance whether as to 

payment, time performance or otherwise. 

3. In no case shall the amount of the guarantee be increased. 

4. Unless a demand under this guarantee is received by us in writing on or before the expiry 

dates (unless this guarantee is extended by the seller), all your rights under this guarantee shall be 

forfeited and we shall be discharged from the liabilities hereunder. 

5. This guarantee shall be a continuing guarantee (which means guarantee will also be valid if 

the bank is in under liquidation or bankruptcy) and shall not be discharged by any change in the 

constitution of the bank or in the constitution of the Seller. 

6. Please return this letter of guarantee immediately after our liability thereafter has ceased to be 

valid. 

7. Our liability under this guarantee will cease to be valid even if the guarantee deed is not 

returned to us. 

8. This guarantee is personal to the beneficiary and not assignable to a third party without our 

prior written consent. 



 

 

Page 139 of 146 

 

9. This guarantee shall be governed by Indian Law. This guarantee is valid until (Insert date in 

dd/mm/yyyy) 

Signature and Seal of Guarantors ______________________________________ 

Date __________________________________ 

Address: _______________________________ ____________________________________ 

  

(Signature of Bidder)  

  

(Seal of company) 
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Appendix II: Commercial Proposal Templates 

 

II. General 

 

The Bidders are expected to respond to the RFP using the forms given in this section for 

Commercial Proposal (Envelop - 2). 

 

 

Annexure XVII: Letter comprising the Commercial Bid 
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Annexure XVII: PART I  

Letter comprising the Commercial Bid 

PRICE BID FOR THE CURRENT TENDER) (To be kept in Envelope No. 2) 

Item 

Description 

  

  

  

Unit  

Qty 

Ex-

factory 

cost 

per 

unit 

(In 

Rs.) 

  

GST 

applicable 

for Govt. 

Supply 

(In Rs.) 

  

Other 

incidental 

charges 

(Please 

specify) 

(In Rs.) 

Total 

landed 

cost 

per 

unit 

(4+5+6) 

(In Rs.) 

  

Total 

Cost 

Rs. 

(3x7) 

  

1 2 3 4 5 6 7 8 

Modular Dialysis Unit-40Bed  Nos. 1      

Central Sterile Supply 

Department (CSSD) for 900 

Beds 

Nos. 1 

     

 

 

 

 

 Total tender price (in words ........................................... ) 

The price should be quoted only in Indian currency Note: 

In case of discrepancy between unit price and total price, the unit 

price shall prevail. Only total        landed cost per unit considered for rate 

comparison (column No.7)  

L1 will be decided based on price entered in 

https://mahatenders.gov.in. site.  

 Signature of the 

Tenderer  

 Name 

 Designation 

 Business address 

To be uploaded in the form of Excel 

mailto:https://mahatenders.gov.in.
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     Annexure XVII: PART II  

 (Statement showing comparative prices offered by the tenderer in other tenders of the same 

product) 

ONLY FOR ADDITIONAL INFORMATION AS TO RATES OFFERD BY THE 

TENDERER IN VARIOUS OTHER TENDERS. 

Please mention quoted rates of above item of different years for All equipments 

 

Sr. No.  
Financial Year Unit 

Unit Price offered in other Bids/ 

Tenders/Rate contracts (in Rs.)  

1.  2023-24   

2.  2024-25   

3.  2025-26   

 

 

Additional rows for information of other years can be inserted. 

                      Signature 

             Seal 
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 Annexure-XVIII Checklist 

Make and Model with country of origin  

Sr. No. Equipment Name Make  Model 
Country 

of Origin 

1 Modular Dialysis Unit-40Bed (Capital Goods)    

2 
Central Sterile Supply Department (CSSD) for 900 

Beds (Capital Goods) 
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 2.Documents Checklist 

Sr. No. 
 Documents Submitted 

 

Not Submitted 

1 Tender Fees     

2 EMD     

3 Legal Entity Document     

4 Manufacturer/Importer/Authorized Distributor     

5 Manufacturer's Authorization (Annexure XIV)     

6 Manufacturing License     

7 DPIIT  (Foreign Border)     

8 Product used in country of origin     

9 Import Export Certificate for imported equipments     

10 Affidavit of import for last three years imported equipments     

11 Letter comprising Technical Bid (Annexure 1)     

12 Pre-qualification compliance (Annexure II)     

13 Proforma for Production and sale Statement (Annexure III)      

14 Annual Turnover and positive net worth Certificate (Annexure IV)     

15 Supply orders in past 3 years (Govt/State/Pvt)     

16 Details of Manufacturing Unit (Annexure V)     

17 Production capacity     

18 Non-Blacklisting affidavit (Annexure VII)     

19 Mandate Form (Annexure VIII)     

20 Power of Attorney (Annexure IX)     

21 Technical Specifications (Annexure X)     

22 Technical Compliance (Annexure XI)     

23 Brochure / Product Literature      

24 Delivery Place Acknowledgement (Annexure XII)     

25 Self-Declaration Affidavit (Annexure XIII)     

26 Two Service Centres in Maharashtra     
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27 GST Registration     

28 PAN     

29 MSME Certificate      

30 EM II for medium Enterprises     

31 BIS/CE/USFDA certificate     

32 CDSCO      

33 ISO 13485   

34 Installation Prerequisites   

 

 

 

 

 

 

 

 

 

 


